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REQUEST FOR QUOTATIONS  

Procurement of Goods under RFQ/Shopping Procedures  
E-Procurement Notice  

  

Purchaser’s Name  :  Project Director (UKWDP), State Project Implementation Unit, 26 EC, Road  
   Dehradun-248001.  

Assignment Title  : Supply of Fitter Trade Tools & Equipment for the up-gradation of  
  Priority ITIs  under UKWD Project  

RFQ No : UKWDP/T&E/01  

Date : 31-01-2021 

  
1. The Government of India has received financing from the World Bank in various currencies towards 

the cost of the Uttarakhand Workforce Development Project and intends to apply part of the proceeds 
towards eligible payments under the contract for which this request for quotations is issued. The 
Project Director, UKWDP invites quotations electronically from eligible bidders for the Supply of 
Fitter Trade Tools & Equipment for the up-gradation of Priority ITIs  under UKWD Project  
    

2. The Bidders must quote for all the items in a package. The Evaluation of the quotations will be done 
package wise.  

  
3. This e-Procurement notice includes the terms and conditions applicable to submission of quotations; 

criteria for qualification, evaluation, and for award of supply order(s); and relevant forms to be filled 
by the bidders. Implementing Agency has not issued a separate RFQ document for this purchase. The 
e-Procurement notice including the terms and conditions etc. can be downloaded free of cost by 
logging on to the website www.uksdm.org & https://uktenders.gov.in.   

     
4. For submission of Quotation, the Bidder is required to have Digital Signature Certificate (DSC) from 

one of the Certifying Authorities authorized by Government of India for issuing DSC. Bidders can see 
the list of licensed CA’s from the link (www.cca.gov.in). Bidders who have not obtained the user ID 
and password for participating in e-procurement in this Project, may obtain the same from any 
certifying authorities, authorized by GoI for participating in e-tenders.  

 

5.       Quotations shall be submitted on https://uktenders.gov.in on or before 1100 hrs. On 20/02/2021. Any  
Quotation or modifications to quotation received outside e-procurement system will not be considered. 
The electronic bidding system would not allow late submission of quotations. The Quotations will be 
opened online on 20/02/2021 at 1600 Hrs. this can also be viewed by the bidders online. The 
electronic summary of quotation opening will be generated and uploaded online. The Important Dates 
regarding the submission of the bid is mentioned as below:  
 

a)  
RFQ Document download/ 
Sale Start date and time : Date 31.01.2021 Time: 1500 Hrs. 

b)  Pre-Bid Meeting Date & Time  : Date 09.02.2021 Time: 1500 Hrs. 

c)  
RFQ Document download/ 
Sale End date and time : Date 20.02.2021 Time: 1100 Hrs. 

d)  Bid Submission end Date and : Date 20.02.2021 Time: 1100 Hrs. 
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Time on https://uktenders.gov.in  

e)  Bid Submission end Date 
and Time(Hardcopy)      

: Date 20.02.2021 Time: 1400 Hrs. 

f)  Date and Time of opening  
of the Technical bids 

: Date 20.02.2021 Time: 1600 Hrs. 

g)  Date and Time of opening  
of the Financial bids 

: To be decided after Technical evaluation  

   
6. Hardcopy Submission:-The Bidder must submit the hardcopy of the uploaded technical bid at the 

Purchaser’s office by the deadline mentioned above. The Bidder should not submit the financial bid 
in Hardcopy and same should only be uploaded in the E-portal.    

7. If the Purchaser’s office happens to be closed on the date of opening of the Quotations as specified, 
the Quotations will be opened on the next working day at the same time. 

8. Other details can be seen in the RFQ document. The Purchaser shall not be held liable for any delays 
due to system failure beyond its control. A Bidder requiring any clarification of the RFQ Document 
may notify the Purchaser via email or may visit the office of the Purchaser at the address given below.  

  

                  The Project Director (UKWDP) SPIU, 

                    UTTARAKHAND WORKFORCE DEVELOPMENT PROJECT, GOVT. ITI 
                    (WOMEN) CAMPUS, 26 EC ROAD, DEHRADUN 

   Email: spiuukwdp@gmail.com  



 

RFQ No: UKWDP/T&E/01    
Date: 31/01/2021  
  
Terms and Conditions  
  

1. Eligibility: A Bidder (a) can participate in more than one Package; (b) shall not have 
conflict of interest as defined in the Bank’s Procurement Regulations; and (c) should 
not have been (i) temporarily suspended or debarred by the World Bank Group in 
compliance with the Bank’s Anti-Corruption Guidelines and its Sanctions Framework  

  
2. Clarifications & Amendments: If the Purchaser receives any request for clarification 

of this RFQ Document, it will upload its response together with any amendment to this 
document, on the e-procurement portal for information of all Bidders. Bidders should 
check on the e-procurement system, for any amendments to the terms and conditions.  

  
3. The Quotation shall comprise the following( For Each package):  

  
(a) Letter of Quotation(Prescribed format attached);    

(b) Technical Specifications: confirmation that the offered Goods conform to the 
            required specifications; Clause by clause commentary in the Prescribed format attached   
(c) Evidence in accordance with Clause 6 establishing Bidder’s qualifications to perform  
            the contract, if its quotation is accepted;     

(d) Delivery Period Offered: List of Goods indicating Bidder’s offered delivery period in  
            the prescribed Form;  
(e) Complete address and contact details of the Bidder having the following information:   

Name of Firm  
Address for communication Telephone No(s):   
Office Mobile No.  
Facsimile (FAX) No.  
Electronic Mail Identification (E-mail ID)  

(f)  Copy of GST Certificate, PAN Card, Certificate of Incorporation. 
(g)  Price Schedule using the schedule uploaded with the RFQ document. 

                         Wherein the rates shall be entered online. (To be submitted for all packages applied on 
                         the e-portal)  
  

4. Quotation Prices  
  
a) The contract shall be for the full quantity for all items in a package as specified in the 

Price Quotation Form. Corrections, if any, can be carried out by editing the information 
before electronic submission.  

b) All duties, taxes and other levies payable on the raw materials and components shall be 
included in the total price. 

c) GST and any other taxes, which will be payable on the goods at the time of invoicing 
in connection with the sale, shall be shown separately. If these are only stated to be 
extra, such quotations are liable to be rejected. Wherever these taxes are not shown, 
these will be assumed to have been included in the quoted price.  
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d) The rates quoted by the bidder shall be fixed for the duration of the contract and shall 
not be subject to adjustment on any account.  

e) The Prices shall be quoted in Indian Rupees only.  
  

5. Conformity of Goods: Bidder shall furnish, documentary evidence that the Goods conform to 
the technical specifications and standards, as relevant for example catalogue, warranty/ 
guarantee etc. of the manufacturer.  
In case the bidder has quoted any other brand apart from as mentioned in the list of goods, the 
bidder needs to submit the relevant documents for the OEM of quoted brand as per Annexure-1. 
The credentials of the OEM will be evaluated as per the criteria mentioned as per Annexure-1. 
Based on the evaluation of the details and documents enclosed in the technical bid, the technical 
bid will be determined to be as technically responsive or non-responsive.        

  
6. Qualification of the Bidder:  

 
(a) Bidder should have supplied goods of similar type or machineries for not less than a 
value of INR 50(Fifty) lakhs in any State or Central Government Organizations/ PSUs/ 
Universities/Colleges/Industries in multiple orders during last three years.  
Copy of bills/invoices for similar items by the bidder shall be submitted as a proof of 
Supply/Sale of goods. The documents enclosed for determining the qualifications should 
clearly indicate the amount of order completed. 
   

     
7. Validity of Quotation:  Quotation shall remain valid for a period not less than 90 days after the 

deadline date specified for submission.  
  

8. Signing of Quotations: The name and position held by each person signing the quotation and 
related documents must be typed or printed below the signature.  

  
9. Quotation Submission: The Letter of Quotation shall be filled, signed and scanned copies shall 

be uploaded along with the Price Schedules that shall be furnished using the Forms available 
online without any alterations. All blank spaces shall be filled in with the information requested. 
Scanned copies of all other documents shall also be uploaded on this website.   

  
10. Online Opening and Evaluation of Quotations: The Quotations will be opened online on the 

specified date and time. This can also be viewed by the bidders online, and electronic summary 
of quotation opening will be generated and uploaded online.  

  
(a) The Purchaser shall examine the quotation to determine whether the quotation (a) has 

been properly signed (Clause 8); b) meets the eligibility criteria (Clause 1); (c) conforms 
to all terms, conditions, technical specifications, warranty/guarantee etc.; and (d) the 
bidder has accepted the delivery schedule.  

  
(b) Only Quotations that are substantially responsive to the RFQ document, and meet all 

Qualification Criteria shall qualify.   
  
(c) The evaluation shall be based on the total price of Goods at project site including GST 

and any other taxes, which will be payable on the finished goods at the time of invoicing.  
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11. Clarification on the Bids:-To assist in the examination, evaluation, comparison of the bids and 

post-qualification of the Bidders, the Purchaser may, at its discretion, ask any Bidder for a 
clarification of its Bid. Any clarification submitted by a Bidder in respect to its Bid, that is not 
in response to a request by the Purchaser shall not be considered.  The Purchaser’s request for 
clarification and the response shall be in writing. No change, including any voluntary increase 
or decrease, in the prices or substance of the Bid shall be sought, offered, or permitted, except to 
confirm the correction of arithmetic errors discovered by the Purchaser in the Evaluation of the 
bids. 

12. Warranty Obligations of the Bidder & Performance Warranty:  
 

The bidder shall furnish a performance security (as per the format Specified in Annexure-3) 
amounting to 10% of the order value (inclusive of GST) valid up to one month after the 
completion of the warranty period ,  within in 15 days of the notification of award to the bidder. 
Failure of the bidder to submit the required performance security with in the stipulated time may 
lead to debarment of the bidder to participate in the future assignments under the project.   
 

The Purchaser shall give notice to the Supplier stating the nature of any such defects together 
with all available evidence thereof, promptly following the discovery thereof. The Purchaser 
shall afford all reasonable opportunity for the Supplier to inspect such defects. Upon receipt of 
such notice, the Supplier shall, within the Fifteen (15) calendar days, expeditiously repair or 
replace the defective Goods or parts thereof, at no cost to the Purchaser. If having been notified, 
the Supplier fails to remedy the defect within the period, the Purchaser may proceed to take 
remedial action as may be necessary, at the supplier’s risk and expense 
 

13. Award of contract: The Purchaser will award the contract to the bidder whose quotation has 
been determined to be substantially responsive and who has offered the lowest evaluated 
quotation price.    

(a) Notwithstanding the above, the Purchaser reserves the right to accept or reject any 
quotations and to cancel the bidding process and reject all quotations at any time prior to 
the award of contract.    

(b) The bidder whose quotation is accepted will be notified of the award of contract by the 
Purchaser prior to expiration of the quotation validity period.  The terms of the accepted 
offer shall be incorporated in the supply order (sample form attached).     

(c) 100% Payment shall be made immediately/or within 7 days after delivery of the goods. 
Payment of GST and other taxes payable for the goods at the time of invoicing, although 
already included in the total cost, will be at actuals or the rate/amount of these taxes 
specified in the supply order, whichever is lower.    

(d) Standard Manufactures commercial Warranty/Guarantee shall be 12 months from the date 
of delivery and acceptance 

 
(e) At the time of the issuance of the Purchase order, the Purchaser reserves the right to 

increase or decrease the quantity of Goods and Related Services originally specified in 
Schedule of Requirements, up to 15 %, and without any change in the unit prices or other 
terms and conditions of the bid and the RFQ Documents. 
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Quotation Forms 
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Letter of Quotation  
The Bidder must prepare the Letter of Quotation on stationery with its letterhead clearly showing the Bidder’s complete 
name and address. The italicized text is for Bidder’s guidance in preparing these forms and shall be deleted from the 
final products.  

  
RFQ No.: [insert identification]  

Package No.:[insert Package applied for] 

Our Reference: No.............................. Dated..........................  

  
To:    
(Purchaser’s name and address)  

Subject: Supply of................................................................................................... Sir,  

  
1. We, the undersigned, hereby submit our Quotation. In submitting our Quotation, we make the following declarations:  
  
(a) No reservations: We have examined and have no reservations to the RFQ Document;  
  
(b) Conformity: We offer to supply in conformity with the RFQ Document and in accordance with the Delivery 

Schedules specified in the Schedule of Requirements of the Goods;  
   

(c) Commissions, gratuities and fees: We have paid, or will pay the following commissions, gratuities, or fees with 
respect to the Bidding process or execution of the Contract: [insert complete name of each Recipient, its full address, 
the reason for which each commission or gratuity was paid and the amount and currency of each such commission 
or gratuity. If none has been paid or is to be paid, indicate “none.”]  
  

(d) Quotation Validity Period: Our Quotation shall be valid for the period of 90 days, from the deadline fixed for the 
Quotation submission;  

  
(e) Eligibility: We meet the eligibility requirements and have no conflict of interest, and we have not been temporarily 

suspended or debarred by the World Bank.   
  
(f) Fraud and Corruption: We hereby certify that we have taken steps to ensure that no person acting for us or on our 

behalf will engage in any type of corrupt, fraudulent, collusive, coercive, or obstructive practices. 
 

(g) Warranty Obligations: We hereby agrees to the warranty obligations as per clause 12 of Instruction to bidders.   

  
  
Yours faithfully,  
  
Authorized Signature  

Name & Title of Signatory _____________________________________________  

In the capacity of [insert legal capacity of person signing the Letter of Quotation]  

Name of Bidder _____________________________________________  

Address _____________________________________________  

Dated on ____________ day of __________________, _______ [insert date of signing]  



 

Clause by Clause Commentary on the Technical Specifications 
[To be filled and enclosed for all items]   

  
Sr.No Name of the Item Technical 

Specifications 
Quoted 

Make/ Model 
No 

Deviations if Any 

1. [Mention Name of 
items ]  

[Mention 
Specifications quoted 

by the Bidder] 

[Mention the 
Make and 

Model number] 

[Mention any 
deviations in the 
specifications] 

2. [Mention Name of 
items ]   

…………………. ……………… …………….. 

  
 
Note:- 
 

1) Specifications shall also be supported by other relevant literature and catalogues. 
2) Bidder should essentially mention the Make and Model in the above table, failure to which, the bid 

may be treated as non-responsive. 
3) The Bidder should quote the best industrial Grade brand for items whose makes are specified as 

‘Industrial Grade’. Spurious and non-industrial brands/makes will not be accepted.  
4) In case the bidder offers more than one approved make/brand for any item, then the purchaser has 

the right to choose/install any of the makes quoted in the technical bid  
   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 

Price Schedule (To be uploaded on E-portal)  
  

The Price Schedule Form (in Excel Format) is documented separately and can be downloaded 
from e-procurement portal http://uktenders.gov.in   
 

S
l. 

N
o.

 

It
em

 D
es

cr
ip

ti
on

 

Q
u

an
ti

ty
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UNIT RATE  
EXW Price 
In Figures  

 
To be 

entered by 
the Bidder  

Rs.      P 
  

GST Amount In Figures 
To be entered by the 

Bidder  
Rs.      P 

(GST amount is to be 
entered for total quantities 

and not for unit/single 
Qty.) 

 

 TOTAL Taxes applicable       
of discounts, on goods at final 

Destination  
In Figures To be entered by 

the Bidder 
Rs.      P 

(Amount is to be entered for 
total quantities and not for 

unit/single Qty.) 

 
 

TOTAL AMOUNT  With 
Taxes 

 
Col 8 = (Col 3 * Col 5) + 

Col 6 + Col 7 

 
 

TOTAL AMOUNT 
In Words 

1 2 3 4 5 6 7 8 9 

 
 

 IMPORTANT NOTE FOR PREPARING FINANCIAL BID:- 
1) Price to be Quoted EXW (ex-works, ex-factory, ex-showroom, or off-the-shelf as applicable) 
2) Unit EXW Rate for each item is to be quoted in Col 5. 
3) Total Amount in Col 6 &7 is to be quoted for all quantities for each line item as per Col 2. 
4) Col 8 = (Col 3 * Col 5) + Col 6 + Col 7. 
5) Bidder should fill the entries with due diligence and check the overall total "Total in Figures". 
6) The Bidder should only fill in the entries for all the packages applied by the bidder. The bidder should not  
     entry the rates in the package , which is not applied by the bidder.    
7) Payment of GST and other taxes payable for the goods at the time of invoicing, although already included     
    in the total cost, will be at actuals or the rate/amount of these taxes specified in the supply order, whichever 
    is lower.  
8) Evaluation will be done for a complete package (for all items together). 
9) Bidder has to necessarily quote entries in Column 5, 6 &7 of the price schedule. If the bidder does not 
    Quote in any of the Column 5, 6 &7 of any line item in a package, same shall be considered to be as      
    ‘Zero’ and no clarification will be sought from the bidder in this regard.   

 
                 
  
 



 
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SCHEDULE OF REQUIREMENT 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 



 
LIST OF GOODS & DELIVERY PERIOD  
[Bidder to enter the offered delivery period for the package applied] 

L
in

e 
 

It
em

 N
o.

  
Description of Goods     Qty Physical 

unit  

F
in

al
 

D
es

ti
n

at
io

n
 

(P
ro

je
ct

 s
it

e)
 Desired  

Delivery 
Period for
completion 
of supply  

  

Bidder’s  
offered 
Delivery 
Period  

   

1 2  3 4 5  6 7 

1 Adjustable pipe chain tonge to take pipes 3  Nos. 

A
S

 P
E

R
 T

H
E

 D
E

L
IV

E
R

Y
 S

C
H

E
D

U
L

E
 

  

  
  
  
 
 
 
 
 
 
 
 
 
 

  
 WITH IN 
30 DAYS 
OF THE 
ISSUANCE 
OF THE 
PURCHAS
E ORDER 
 
 
 
 
 
 
 
 
 
 
 
 

   

 
 
 
 
 
 
 
 
 
 
 
 
 
[insert the 
number of  
days from 
the date of 
the 
Contract; 
The details 
should be 
entered by  
bidder]  

2 Adjustable pipe die set BSP (SETS) 11  Nos. 

3 Adjustable spanner 4  Nos. 

4 Angle plate 10  Nos. 

5 Arm strong type tool bit holder, Left Hand 6mm 11  Nos. 

6 
Arm strong type tool bit holder, Right Hand 
10mm 

11  Nos. 

7 
Arm strong type tool bit holder, Right Hand 
6mm 

13  Nos. 

8 Aviation Snips straight Cut 18  Nos. 

9 Bearing different types (EACH) 14  Nos. 

10 Bearing extractor 14  Nos. 

11 Blow Lamp 10  Nos. 

12 C.I. Sluice / Gate valve (flanged type) 32  Nos. 

13 Caps screws (EACH) 32  Nos. 

14 Carbide Wear Block. (EACH) 16  Nos. 

15 Cast Iron Globe Valve (Flanged type) 32  Nos. 

16 Chipping hammer 4  Nos. 

17 Chisel cold cross cut & diamond point. (EACH) 150  Nos. 

18 Chisel cold flat 182  Nos. 

19 Chisel cold round noze. 167  Nos. 

20 Clamp "C", 100mm 2  Nos. 

21 Clamp "C", 200mm 24  Nos. 

22 Clamp toolmaker 6  Nos. 

23 Combination Set 12  Nos. 

24 
Comparators Gauge - Dial Indication with Stand 
and Bracket. 

4  Nos.  

25 Damaged old spur gear 32  Nos. 

26 Depth micrometer. 0-25 mm 6  Nos. 

27 Dial test indicator on stand 2  Nos. 

28 Dial vernier caliper. (Universal type) 11  Nos. 

29 
Different Profile gauges (Plate type) - For 
demonstration 

64  Nos. 

30 Digital Micrometer outside. 11  Nos. 

31 Digital Vernier caliper 12  Nos. 

32 
Double Ended tubular Box spanner set with 
Tommy bar (SETS) 

4  Nos. 



 

33 Dowel pin (straight) (EACH) 16  Nos. 

34 Drill chuck with key 2  Nos. 

35 Drill Drift 28  Nos. 

36 Drill gauges 32  Nos. 

37 Drill twist straight shank (SETS) 24  Nos. 

38 Drill twist Taper shank (SETS) 21  Nos. 
39 Earth clamps 2  Nos. 
40 Engineer's try square (knife-edge) 5  Nos. 

41 Feeler gauge (SETS) 1  Nos. 

42 File card 161  Nos. 

43 File feather edge smooth 10  Nos. 

44 File flat bastard, 200mm 48  Nos. 

45 File flat bastard, 300mm 45  Nos. 

46 File flat second cut safe edge 246  Nos. 

47 File half round bastard 86  Nos. 

48 File half round second cut 50  Nos. 

49 File hand second cut 202  Nos. 

50 File knife edge smooth 18  Nos. 

51 File round bastard 116  Nos. 

52 File round second cut 151  Nos. 

53 File square second cut 207  Nos. 

54 File Swiss type needle (SETS) 3  Nos. 

55 File triangular second cut 174  Nos. 

56 File triangular smooth 267  Nos. 

57 Fire buckets 7  Nos. 

58 Fire extinguisher (For 4 Units) 1  Nos. 

59 Flat headed hammers with handle 20  Nos. 

60 Gas lighter 2  Nos. 

61 Gauge plug (SETS) 9  Nos. 

62 Gauge snap Go and Not Go (SETS) 9  Nos. 

63 Gauge telescopic set 5  Nos. 

64 Glass magnifying 7  Nos. 

65 Gloves (Leather) (PAIRS) 2  Nos. 

66 Hand hammer with handle 1  Nos. 

67 
Hand Reamer set (Tapar pin straight flute) 
(SETS) 

7  Nos. 

68 Hollow punch (SETS) 8  Nos. 

69 Indexable boring bar with inserts 64  Nos. 

70 Interchangeable ratchet socket set (SETS) 4  Nos.    

71 Jigs & Fixture (sample) 16  Nos. 

72 
Knurling tool (Diamond, straight & Diagonal) 
(EACH) 

12  Nos. 

73 Lapping plate (EACH) 32  Nos. 



 

74 Lifting sling 32  Nos. 

75 Lugs for cable 24  Nos. 

76 Machine Reamer parallel (Helical flute) 8  Nos. 

77 Machine vice - Swivel Base, 100 mm 12  Nos. 

78 Machine vice - Swivel Base, 125 mm 14  Nos. 

79 Machine vice, 100 mm 7  Nos. 

80 Mallet 7  Nos. 

81 
Medium carbon Heat treated alloy steel Metric 
Studs and bolts along with nuts (for display) of 
standard length  (EACH) 

32 
Nos. 

82 Micrometer inside with extension rods. 5  Nos. 

83 Micrometer outside, 0-25mm 3  Nos. 

84 Micrometer outside, 25-50mm 5  Nos. 

85 Micrometer outside, 50-75mm 6  Nos. 

86 Oil Can 2  Nos. 

87 Packing gasket 16  Nos. 

88 Pipe cutter wheel type 7  Nos. 

89 Pipe threading die with handle 29  Nos. 

90 Pipe vice 1  Nos. 

91 Pipe wrench 3  Nos. 

92 Planishing hammer 8  Nos. 

93 Pliers combination insulated 5  Nos. 

94 Pocker 5  Nos. 

95 Power tools for fastening 14  Nos. 

96 Prick punch 9  Nos. 

97 Pulley extractor 13  Nos. 

98 Pulleys (for V-belt or Flat belt) 16  Nos. 

99 Punch letter set 4  Nos. 

100 Punch number set 2  Nos. 

101 Scraper flat 175  Nos. 

102 Scraper half round 177  Nos. 

103 Scraper triangular 160  Nos. 

104 Screw pitch gauge Metric 2  Nos. 

105 
Screw thread micrometer with interchangeable. 
Pitch anvils for checking metric threads 60. 

6  Nos. 

106 Sine bar 5  Nos. 

107 Sleeve drill Morse 6  Nos. 

108 Slip Gauge as Johnson metric set (SETS) 11  Nos. 

109 Slip-on Forged steel Flange 64  Nos. 

110 Snip bent Left Cut 9  Nos. 

111 Spanner- Double Ended (SETS) 2  Nos. 

112 Spindle key for cylinder valve 2  Nos. 

113 Spirit Level metal Type - 2 7  Nos. 



 

114 Stake grooving 10  Nos. 

115 Stake hatchet with Leg 11  Nos. 

116 Standard Tap screws (EACH) 16  Nos. 

117 
Steel Rule Graduated both in Metric and English 
Unit 

18  Nos. 

118 Stillson wrenches 5  Nos. 

119 Stop cock 32  Nos. 

120 Straight edge steel 4  Nos. 

121 Stud Extractor EZY - out (SETS) 9  Nos. 

122 Surface plate C.I/Granite with Stand and Cover 9  Nos. 

123 Surface roughness comparison plates 5  Nos. 

124 Taps and dies complete set (SETS) 18  Nos. 

125 Taps and dies complete set in box 2  Nos. 

126 Temperature gauge (EACH) 16  Nos. 

127 Tip cleaner (SETS) 5  Nos. 

128 Torque wrench (Standard/Ratchet type) 10  Nos. 

129 Trammel 3  Nos. 

130 Trolley for gas cylinders 2  Nos. 

131 Universal scribing block 7  Nos. 

132 V-belt and Flat belt (EACH) 16  Nos. 

133 V-Block pair with clamps 20  Nos. 

134 Vernier Bevel protector, 360 deg (150 mm) 4  Nos. 

135 
Vernier bevel protractor Blade with Acute Angle 
Attachment, 300 mm 

3  Nos. 

136 Vernier caliper, 0-150 mm 4  Nos. 

137 Vernier caliper, 150 mm 47  Nos. 

138 Vernier height gauges 3  Nos. 

139 Vice bench 168  Nos. 

140 
Washer, clutch, keys, jib, cotter & circlip 
(EACH) 

32  Nos. 

141 Welder cable (1 PCS-20 METER) 2  Nos. 

142 Welding goggles (PAIRS) 4  Nos. 

143 
Welding helmet with coloured flame retardent 
glass 

2  Nos. 

144 
Wheel dresser (One for 4 units) Star/Dresser 
with Holder 

5  Nos. 

145 Wing compass 6  Nos. 

146 Wire gauge, metric standard 1  Nos. 

147 Wooden handle forged Soldering Iron copper bit. 13  Nos. 
  Note:   
1. All details should be filled in by Purchaser except for Column 7.  
2. Delivery Period offered by the Bidder should be filled in Column 7 by the Bidder.   

 
 



 

TECHNICAL SPECIFICATIONS 
  
S.No. Item Name Specification Apporved Make  

1 
Adjustable pipe 

chain tonge to take 
pipes 

Pipe chain tonge type: Adjustable type; Total Length: 600- 
1000 mm; Pipe Capacity: up to 300 mm; Material: Drop 
Forged made of selected carbon steel, Hardened and 
tempered jaws 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

2 
Adjustable pipe die 

set BSP (SETS) 
Adjustable pipe tap set BSP with die set cover pipe; Size -
1’’ or 3/4’’ 

Miranda, Addison, JK, 
Irwin, Bosch,Totem or 

Better  

3 Adjustable spanner 
Spanner Adjustable, spanner 380 mm length; Jaw opening 
size 25mm Approximate; ISI Certified 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

4 Angle plate 

Size of Angle Plate: Slotted Angle Plates: size -
150x150x250 mm; Accuracy: for Squareness, Flatness & 
Parallelism is within 10 microns per 100 mm; Material: 
Cast Iron 

Jash, Luthra or Better  

5 
Arm strong type 

tool bit holder, Left 
Hand 6mm 

Arm strong type tool bit holder; Shape: Left Hand suitable 
for 6 mm HSS bits. Shank size 20x20 mm; It is the part of 
a metalworking lathe which either holds the tool bit directly 
or holds a tool holder which contains the tool bit. Material- 
Cast steel/HSS; 

JK, Miranda or Better  

6 
Arm strong type 
tool bit holder, 

Right Hand 10mm 

Arm strong type tool bit holder: Shape: Right Hand, 
suitable for 10mm HSS bits. Shank size 20x20 mm; It is the 
part of a metalworking lathe which either holds the tool bit 
directly or holds a tool holder which contains the tool bit; 
Material- Cast steel/forged steel 

JK, Miranda or Better  

7 
Arm strong type 
tool bit holder, 

Right Hand 6mm 

Arm strong type tool bit holder; Shape: Right Hand, 
suitable for 6 mm HSS bits, Shank size 20x20 mm, it is the 
part of a metalworking lathe which either holds the tool bit 
directly or holds a tool holder which contains the tool bit. 
Material- Cast steel/forged steel 

JK, Miranda or Better  

8 
Aviation Snips 

straight Cut 

Straight Snips with induction hardened cutting edge 
suitable to cut up to 18 gauge cold-rolled steel or 22-gauge 
stainless steel, prevent catching on materials while cutting, 
Auto release mechanism for fast one-handed operation. 
Size- 300 mm 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

9 
Bearing different 

types (EACH) 

Bearing different types for demonstration purpose; one of 
Each type of diameter 25 mm bore; Roller bearing; Taper 
roller bearing; Ball bearing; Needle bearing; set of 4 
bearings 

SKF, NRB or Better  

10 Bearing extractor 
Bearing puller; Three legs having 200mm size; High tensile 
forging alloy (steel); Standard Quality, ISI Certified 

Ambitec, Stanley or 
Better  

11 Blow Lamp 
Blow lamp with long powerful jet of flame, Suitable for 
quick soldering, heating and brazing work. Capacity: 0.50 
litres 

Philips, Elgi or Better  

12 
C.I. Sluice / Gate 

valve (flanged 
type) 

C.I. Sluice / Gate valve (flanged type)150NB, Class# 150 
Flange: ANSI125- B16.1 

UNIK, Leader or 
Better  



 

13 
Caps screws 

(EACH) 

Cap Screw –Type Socket Head; Size-M6, M8, M10, M12; 
Length - – 6 x D; Material: Stainless Steel; 25 nos. each 
verity 

Unbrako, Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

14 
Carbide Wear 

Block. (EACH) 
Carbide Wear Block.: 1 mm - 2 mm set of two blocks JK, Miranda or Better  

15 
Cast Iron Globe 
Valve (Flanged 

type) 

Cast Iron Globe Valve; 150NB, Class# 150 Flange: 
ANSI125-B16.1; Material- Cast Iron 

UNIK, Leader or 
Better  

16 Chipping hammer Chipping hammer with Steel wire brush; Material: Steel 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

17 
Chisel cold cross 
cut & diamond 
point. (EACH) 

Chisel cold Material: High quality drop forged octagonal 
chrome vanadium steel/ carbon steel and shank is powder 
coated. Width of Cutting edge: 9 mm, Cutting Edge:  Cross 
cut type, Diamond shape, accurately ground & polished, 
Total Length: 150 mm. Packing: single piece in a carton 
box, 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

18 Chisel cold flat 

Chisel size: Width of Cutting edge: 9 mm; Total Length:  -
100 mm;, Material high carbon steel; Hardness at the 
striking end is - 40 -50 HRC for carving or cutting a hard 
material; Shank is powder coated and the cutting edge is 
accurately ground 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

19 
Chisel cold round 

noze. 

Chisel cold Material: High quality octagonal chrome 
vanadium steel and shank is powder coated; Cutting Edge:  
half round shape accurately ground & polished; Width of 
Cutting edge: 9 mm; Total Length:  -100 mm; Packing: 
single piece in a carton box 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

20 Clamp "C", 100mm 
C” -Clamp toolmaker Hold work together during drilling, 
tapping and other machining operations; Size:  - 100 mm; 
Material: Made of drop forged - High-Grade Steel 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

21 Clamp "C", 200mm 
“C” -Clamp Hold work together during drilling, tapping 
and other machining operations; Size:  - 200 mm; Material: 
Made of drop forged f- High-Grade Steel 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

22 Clamp toolmaker 

Clamp toolmaker Hold work together during drilling, 
tapping and other machining operations. Size: 50 mm (2’’), 
75 mm (3”) in set of 2 (both Side); Material: Made of 
hardened steel 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

23 Combination Set 

Combination Square Set Size:300 mm. It consist of a blade 
(graduated steel rule) and moving heads (a square head, 
protractor and a centre head); Square Head - used to set rule 
at 90 or 45 to the edge of the work piece; Centre head- used 
to locate centre of round work pieces; Protractor Head - 
used to set the rule to a desired angle; Material: Heads & 
Steel rule are hardened stainless steel, Packing: Single box 
with Product Catalogue, Warranty:  - 1 year 

Kristeel, Mitutoyo or 
Better  



 

24 

Comparators 
Gauge - Dial 

Indication with 
Stand and Bracket. 

Dial Indication with Stand and Bracket; Type: Lever type; 
Range (mm): 0.8mm mm; Least count:  0.001 mm. Dial 
Metric Graduation: 0.001 mm; Universal Dial stand with 
clamps, magnetic block with engaging lever. sturdy pillor 
and quick adjusting universal clamping; Standards Setting 
with Calibration certificate of inspection, Packing –In 
Carry Wood / Plastic Box with Product Catalogue; 
Warranty:  - 1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

25 
Damaged old spur 

gear 
spur gear demonstration piece to fit 50mm dia. Shaft Industrial Grade    

26 
Depth micrometer. 

0-25 mm 

Depth Micrometer with Standard set of extension rods up 
to 200 mm with flat end, Ratchet stop. Measurement range: 
0-25 mm. Accuracy 0.01 mm. Material: Stainless Steel; 
Package Contents: 1 Depth Micrometer, 1 Key with 
catalogue in Wooden Box, Warranty:  - 1 year. 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

27 
Dial test indicator 

on stand 

Dial test indicator - Plunger Type-Range 0-10 mm, 
Graduation 0.01 mm Reading 0-10 with revolution counter; 
Complete with clamping devices and magnetic stand 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

28 
Dial vernier 

caliper. (Universal 
type) 

Vernier Calliper with Dial Size to measure : 0-300 mm; 
Least Count :0.02  mm; Material: Hardened stainless steel 
in satin chrome finish; Scale with deep etched graduations 
in tenths of mm Large, clear dial gauge, Convenient to use 
lock by thumb roller, Suitable for inside, outside , depth 
measurements; Dial Gauge has adjustable bezel for zero 
setting; Packing with calibration certificate and product 
catalogue, Warranty:  - 1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

29 
Different Profile 

gauges (Plate type) 
- For demonstration 

Different Profile gauges (plate type) –for demonstration 
High precision-250mm profile gauge; Material: Metric 
standard 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

30 
Digital Micrometer 

outside. 

Outside Micrometer with Ratchet Stop & Lock; Type: 
Digital type; Range (mm) :  0-25 mm; Least count:  0.001 
mm; Scale : Metric , Graduation: 0.01 mm; Material: 
Measuring Faces- Carbide; Standards Setting with 
Calibration certificate of inspection. Packing –In Carry 
Wood / Plastic Box with Product Catalogue; Warranty:  - 1 
year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

31 
Digital Vernier 

caliper 

Digital Vernier calliper for Measurement in internal 
diameter, outside diameter, Depth, Length, Steps with with 
Thumb lock and Bezel; Type: Digital Type Vernier caliper, 
Measure range-0-200 mm. Least count: 0.001 mm. Mode 
Measurement: mm & inch. Zero setting at any position. 
Absolute measurement and comparison measurement 
conversion at any position. Martial: stainless steel / steel. 
All the measuring faces are specially hardened and fine 
ground. Packing –In Carry Wood / Plastic Box with Product 
Catalogue; Warranty:  - 1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

32 

Double Ended 
tubular Box 

spanner set with 
Tommy bar (SETS) 

Box spanner with Tommy bar; Size: Set- A/F 6-25 mm set 
of 10 Tommy Bar Diameter 6,8,10,12,14,16; Material: 
Forged with high grade steel, and Nickel Chrome finish; 
Packing: Box packing, Warranty:  - 1 years 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

33 
Dowel pin 

(straight) (EACH) 
Dowel Pin   Straight type; Diameter -1”, Length-4”; 
Material – Stainless steel 

Industrial Grade    



 

34 
Drill chuck with 

key 

Heavy Duty Drill Chuck for Machine Tools, Drill Machine 
and Portable Tools Key Type; Drill Chuck Size:  12mm 
with taper shank- MT-3; Material: Alloy Steel 

Miranda, Addison, JK, 
Irwin, Bosch,Totem or 

Better  

35 Drill Drift  Drill Drift 200 mm hardened and black finish 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

36 Drill gauges 
Letter drill gauge (A to Z), Number drill gauge (1 to 60) , 
Metric drill gauge (1.5mm to 12.5mm, 30 holes); Made of 
Heavy Gauge Carbon Steel 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

37 
Drill twist straight 

shank (SETS) 

Twist drills size: 3 mm to 12 mm in step of 0.5 mm; Type: 
Straight shank type; L/D ratio: 3.5 to 5.5. Material: high 
quality of highspeed steel material. Piece Per Box:  10 nos 

Miranda, Addison, JK, 
Irwin, Bosch,Totem or 

Better  

38 
Drill twist Taper 

shank (SETS) 

Twist drills size: 8 to 20 mm in step of 0.5mm; Type: 
TAPER shank type; L/D ratio:  - 3.5 to 5.5; Material: high 
quality of high-speed steel material; Piece Per Box:  10 nos 

Miranda, Addison, JK, 
Irwin, Bosch,Totem or 

Better  

39 Earth clamps 
Earth clamp Material/ Finish:  copper/brass Body & jaws; 
Capacity: To carry - 200 amps. (as per BS-638); Clamp 
cable size: 16 - 50 mm2; Type: Connection: jaw type 

Esab,Lincoln or Better 

40 
Engineer's try 

square (knife-edge) 

Try Square: used for checking Sureness & straightness; 
Blade. Size- - 150 mm; Made from single piece high quality 
tool steel; a groove on the inner corner of the stock; Packed 
in wooden box; Warranty:  - 1 year 

Kristeel, Mitutoyo or 
Better  

41 
Feeler gauge 

(SETS) 

Feeler Gauge: Set of 25 Standard precision blades type 
feeler gauge with blades fold into metal case, Size: 0.04mm 
to 1.00mm, Blade Length: 100 mm, Material: Anti rust 
wear resistant High grade hardened stainless steel. 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

42 File card 
For cleaning the teeth of needle & regular steel files. Brush 
length: 23’’x5’’size; Combination File Card & Brush; 
Material: Wood base& Handle; Hair height:  - -6-10 mm 

JK, Miranda or Better  

43 
File feather edge 

smooth 

Size- 150 mm; Type: File feather edge, Smooth type; 
Material: High Carbon Steel; Cross section to be used for 
convex and concave surfaces with wooden handle/PVC 
handle (Non-Slip) 

JK, Miranda or Better  

44 
File flat bastard, 

200mm 

File flat Bastard : Size: 200mm; Type - Smooth cut; 
Material: High carbon steel; Handle Material: wooden 
handle/PVC handle (Non-Slip) 

JK, Miranda or Better  

45 
File flat bastard, 

300mm 

File flat Bastard: Size: 300mm; Type - Smooth cut; 
Material: High carbon steel; Handle Material: wooden 
handle/PVC handle (Non-Slip) 

JK, Miranda or Better  

46 
File flat second cut 

safe edge 

File flat second cut: Size: 300 mm; Type - Smooth cut; 
Material: High carbon steel; Handle Material: wooden 
handle/PVC handle (Non-Slip) 

JK, Miranda or Better  

47 
File half round 

bastard 

Size-  - 250 mm; Type: File half round, bastard cut type; 
Material: High Carbon Steel wooden handle/PVC handle 
(Non-Slip) 

JK, Miranda or Better  

48 
File half round 

second cut 

Size-250 mm; Type: File half round, second cut type; 
Material: High Carbon Steel wooden handle/PVC handle 
(Non-Slip) 

JK, Miranda or Better  



 

49 
File hand second 

cut 

Size-  - 150 mm; Type: File round, Second cut type; 
Material: High Carbon Steel wooden drillhandle/PVC 
handle (Non-Slip) 

JK, Miranda or Better  

50 
File knife edge 

smooth 

Size-150 mm; Type: knife edge, Smooth type; Material: 
High Carbon Steel with wooden handle/PVC handle (Non-
Slip) 

JK, Miranda or Better  

51 File round bastard 
Size-  - 250 mm; Type: File round, bastard cut type; 
Material: High Carbon Steel wooden handle/PVC handle 
(Non-Slip) 

JK, Miranda or Better  

52 
File round second 

cut 

File round second cut - Size: 200 mm; Type - Half round 
Smooth cut Material:  high carbon steel. Handle Material –
Wooden /PVC handle (Non-Slip) 

JK, Miranda or Better  

53 
File square second 

cut 

File square second cout:  Size- Minimum 250 mm. 
Material: High Carbon Steel, Handle Material – Wooden 
/PVC handle (Non-Slip) 

JK, Miranda or Better  

54 
File Swiss type 
needle (SETS) 

Size-Length150-160 mm, Diameter–3mm; Cut type: 0 and  
2,Set of 12 Files  with Round Handle- Warding (Flat), 
Round, Three Square, Equaling (Mill), Square, Half Round, 
Crossing, Oval, Knife, Barrette, Slitting, and Joint Edge 
Round; Knurled file shanks can be used without the 
included handle; Material: Alloy steel; Packaging:   Vinyl 
pouch / Thick Cloth; Warranty: 1year 

JK, Miranda or Better  

55 
File triangular 

second cut 

File triangular, second cut : Size: 200 mm, Material:  high 
carbon steel, 
Handle Material – Wooden /PVC handle (Non-Slip) 

JK, Miranda or Better  

56 
File triangular 

smooth 

File triangular, smooht: Size: 200 mm, Material:  high 
carbon steel, Handle Material – Wooden /PVC handle 
(Non-Slip) 

JK, Miranda or Better  

57 Fire buckets 
10 Liters capacity bucket made out of heavy-duty G.I. of 
gauge 18 to 20 SWG Material: Iron Fire Bucket 4 nos. 
Stand having Hanging Capacity for 4 Buckets 

mlabs, Safety Zone or 
Better  

58 
Fire extinguisher 

(For 4 Units) 
CO2 type Fire Extinguisher 2KG, Wall Mounted with all 
necessary attachments and fixing accessories, ISI Certified 

Safe Zone, National 
Fire or Better  

59 
Flat headed 

hammers with 
handle 

Hammer, Flat headed, 250gram with wooden handle; 
Material: Drop forged, made of iron; Weight: 0.25kg; 
Handle: Hard Wood; ISI Marked 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

60 Gas lighter 
Gas lighter: Use in Welding lab; Material: Stainless Steel 
Gas Lighter 

Industrial Grade    

61 Gauge plug (SETS) 
Gauge Type: Plug Single Ended.; Precision: 6H; Size: 5 to 
55 mm step by 5 mm. Material: Aluminum or Tool Steel; 
Total no of Piece:  - -11 pieces; Warranty:  - 1 year 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

62 
Gauge snap Go and 

Not Go (SETS) 

Gauge Type: Snap Type Go and Not Go, Single or Double 
Ended Gauge and adjustable Snap Gauge; Material:  Tool 
Steel; Thickness:  25 mm to 50 mm by 5 mm step; Total no 
of Piece:  - -06 pieces.; Packing: In Wooden Box, foam 
inside package, Warranty:  - 1year 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

63 
Gauge telescopic 

set 

Gauge:  telescopic type used to measure internal 
dimensions of work pieces; Capacity to Measure: 
Minimum 8-150mm depth; Size:8-12.7mm,12.7- 
19mm,19-32mm,32-54mm,54-90mm,90-150mm up to 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  



 
150mm; Packing: In Wooden Box, foam inside package; 
Warranty: Minimum 1 year 

64 Glass magnifying 
Size: 75-80 mm Diameter; Material Used: Glass with high 
tensile strength Steel Material; Magnification Power:  - 10X 

Industrial Grade     

65 
Gloves (Leather) 

(PAIRS) 
Leather hand gloves colour: Red; Size- 14” or Standard 
Size 

Industrial Grade    

66 
Hand hammer with 

handle 
1000 g hammer straight-peen, diagonal-peen, and cross-
peen hammer; Material: forged steel 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

67 
Hand Reamer set 

(Tapar pin straight 
flute) (SETS) 

Specification: Adjustable straight shank, Hand precision 
ground Reamer of set 3. Material: High Speed Steel; 
Straight flutes; Number:  - 6; Cutting Hole Size:  Diameter 
of 6,8,10,12 16 mm.25mm Precision:  - H7, Flute Length :  
- 60-80 mm ; Square End Size : -  9 x 9mm; Total Size :  - 
130 mm; Colour: Black/ Bright; Package Content: 1 x 
Adjustable Hand Reamer 

JK, Miranda or Better  

68 
Hollow punch 

(SETS) 

Hollow punch set of 5 nos., Material: HSS, 100mm length, 
Size: Contents: 5mm, 8mm, 10mm, 12mm, 15mm, Surface 
Finish: Polished, Black Oxidized 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

69 
Indexable boring 
bar with inserts 

Index able boring bar with inserts; Boring Head Set. 
Indexable Insert CCMT09/06; Boring tools Total Length; 
Entry dia 8mm length 32mm R/H 57mm; Entry dia 10mm 
length 48mm R/H 73mm; Entry dia.12mm length 60mm 
R/H 85mm; Entry dia 16mm length 67mm R/H 92mm; 
Entry dia 20mm length 83mm R/H 108mm; For Entry dia 
25mm length 97mm R/H 122mm; shank size - 1” (25.4 
mm) complete set of 7 boring bars 

Taegutech, 
Kennametal or Better  

70 
Interchangeable 
ratchet socket set 

(SETS) 

Interchangeable ratchet socket set with a 12 mm driver; 
Sized 10-32 mm set of 18 socket & attachments; Material: 
Forged with high grade steel, and Nickel Chrome finish; 
Packing: Box packing, Warranty:  - 1 years 

Jhalani,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

71 
Jigs & Fixture 

(sample) 
samples of Jigs & Fixture- SET, MATERIAL – M.S./ 
STEEL Drill Jig, welding Jig, of diffent types 

Industrial Grade    

72 

Knurling tool 
(Diamond, straight 

& Diagonal) 
(EACH) 

Knurling tools –Type Diamond, straight & Diagonal; Made 
of High-Speed Steel. Knurls are individually cut to obtain 
Sharp, perfectly formed teeth; Heat treated, Tempered 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

73 
Lapping plate 

(EACH) 

Diameter of lapping plate. -6" high precision flatness and 
surface finish are required. Supplied with a cast iron 
backing plate; Hand Lapping Plates are suitable for 
laboratory, tool room or maintenance workshops 

Luthra Precision, Jash 
or Better  

74 Lifting sling Lifting sling -8m m nominal diameter-single leg sling Industrial Grade   

75 Lugs for cable 
Lugs for cable: Material: Brass/ Copper; Plating: Nickel/ 
Silver/ Tin Plated.; Width of Lungs:  - 18 mm; Height of 
Lungs:  - 12 mm 

Esab,Lincoln or Better 



 

76 
Machine Reamer 
parallel (Helical 

flute) 

Specification: straight shank, Hand precision ground 
Reamer of set 3. Material: High Speed Steel, Straight flutes; 
Number:  - 6, Cutting Hole Size: Diameter of 6,8,10,12 16 
mm. Precision:  - H7, Flute Length:  - 60-80 mm; Square 
End Size: - 9 x 9mm, Total Size:  - 130 mm; Colour: Black/ 
Bright, Package Content: 1 x Adjustable Hand Reamer 

JK, Miranda or Better  

77 
Machine vice - 

Swivel Base, 100 
mm 

Machine vice –Swivel Base: used in Milling and Drilling, 
General machining operation; Jaw Width:  100 mm; 
Opening:  100 mm Material: Cast-iron/alloy; Colour: 
Hammer tone metallic blue. 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

78 
Machine vice - 

Swivel Base, 125 
mm 

Machine vice –Swivel Base: used in Milling and Drilling, 
General machining operation with clamping slots; jaw 
Width:125 mm; Opening:  - 125 mm; Material: Cast-
iron/alloy; Colour: Hammer tone metallic blue. 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

79 
Machine vice, 100 

mm 

Machine vice –Swivel Base: used in Milling and Drilling, 
General machining operation; Jaw Width:  100 mm; 
Opening:  100 mm Material: Cast-iron/alloy; Colour: 
Hammer tone metallic blue 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

80 Mallet 
Wooden Mallet 500 gm: Size: 50mm X 40mm Face X 
90mm (L), Handle Length: 250mm, Material: Chipping 
Free smooth, Hard wood 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

81 

Medium carbon 
Heat treated alloy 
steel Metric Studs 

and bolts along 
with nuts (for 

display) of standard 
length  (EACH) 

Studs and bolts along with nuts; Metric Size: M6, M8, M10, 
M12, M14, M16; Length: Standard length; Material: 
Medium carbon Heat treated alloy steel /Stainless Steel; 25 
nos. each verity 

Unbrako or Better  

82 
Micrometer inside 

with extension 
rods. 

Inside Micrometer: Interchangeable Rod Type with 
Rachhet Stop. Extension rods up to 150 mm; Measuring 
Range:  0-25mm and 25-50 mm; Scale: Metric, Accuracy: 
0.01 mm; Material: High Grade Steel & Measuring Faces- 
Carbide; Travel of Micrometer Head: 7 mm; Total Number 
Of Extension Rods: 02; Standards Setting with Calibration 
certificate of inspection; Packing–In Carry Wooden Box/ 
Hard Plastic Box with Product Catalogue; Warranty:1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

83 
Micrometer 

outside, 0-25mm 

Outside Micrometer with Ratchet Stop & Lock, Range 
(mm):  0-25 mm, Accuracy: 0.01 mm, Scale: Metric, 
Graduation: 0.01 mm; Material: Measuring Faces- Carbide; 
Standards Setting with Calibration certificate of inspection; 
Packing –In Carry Wood / Plastic Box with Product 
Catalogue; Warranty: 1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

84 
Micrometer 

outside, 25-50mm 

Outside Micrometer with Ratchet Stop & Lock; Range 
(mm) : 25-50 mm; Accuracy: 0.01 mm; Scale: Metric , 
Graduation: 0.01 mm; Material: Measuring Faces- Carbide; 
Standards Setting with Calibration certificate of inspection; 
Packing –In Carry Wood / Plastic Box with Product 
Catalogue, Warranty: 1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  



 

85 
Micrometer 

outside, 50-75mm 

Outside Micrometer with Ratchet Stop & Lock, Range 
(mm):  50-75 mm; Accuracy:  0.01 mm; Scale: Metric, 
Graduation: 0.01 mm; Material: Measuring; Faces-
Carbide; Standards Setting with Calibration certificate of 
inspection; Packing –In Carry Wood / Plastic Box with 
Product Catalogue; Warranty: 1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

86 Oil Can 

Oil Can for Oiling - Car, Bike and Machines. Oil can with 
nozzle pressure feed 500 mg.  Minimum Capacity: 250ml, 
Material: High carbon steel & Flexible Nozzle in Steel and 
Chrome Plated 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  
87 Packing gasket Packing gasket, PTFE gasket roll small siz Industrial Grade    

88 
Pipe cutter wheel 

type 

Tube cutter-6 mm to 25mm DIA copper tubes. With holder, 
hardened alloy steel sharp die rollers and supporting 
cylindrical rollers. With adjustable spring-loaded cutter 
roller 

Galaxy, Stanley or 
Better  

89 
Pipe threading die 

with handle 
Pipe threading die with handle, Ratchet type Die head of 
1/2”, 3/4" and 1’’ each one set 

JK, Miranda or Better  

90 Pipe vice 
Pipe Vice Cast Iron with hardened jaw open type; 100 mm 
diameter pipe high tensile forging alloy (steel); ISI 
Certified 

Ambitec, Stanley or 
Better  

91 Pipe wrench 

Total Length of Pipe wrench: 400mm; Precision machined 
jaw teeth with appropriate teeth angle enables positive grip 
on the job; Material: Drop forged from Chrome 
Molybdenum Steel 

Jhalani,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

92 Planishing hammer 
Planishing hammer; 0.5Kg.; Material: Drop forged, made 
of iron; Weight: 0.5 kg; Handle: Hard Wood; ISI Marked 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

93 
Pliers combination 

insulated 

Combination Pliers Insulated, 200mm; Material:  alloy 
steel; Hardened and Tempered mouth; Non-slip insulated 
plastic handle; ISI Certified 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

94 Pocker 
Pocker: Standard Size, Material: -hardened and tempered 
tool steel 

Taparia, - or Better  

95 
Power tools for 

fastening 

Drill/Driver with Keyless Chuck and 50 Accessories/bits 
Kit Power tools Technical Specifications: 12v DC 
rechargeable built in charger for 220V AC input 

Bosch, Black & 
Decker, KTC,Stanley 

or Better  

96 Prick punch 
Dot slot punch Size:  Minimum 100 mm, Material: High 
speed steel with a shaped tip at one end and a blunt butt end 
at the other 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

97 Pulley extractor Pulley extractor -Universal gear puller 3 jaws adjustable 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

98 
Pulleys (for V-belt 

or Flat belt) 
Pulleys (for V-belt or Flat belt) dia 50 mm bore Industrial Grade   



 

99 Punch letter set 

Punch Set is made from hardened and tempered Carbon 
Steel Metal; Square heads, knurled grip and polished tips; 
Measurements Size: 3 mm Length; Shape or Style: Letter 
A to Z Stamp Set on letters on metal, plastic, wood, Leather 
and much more 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

100 Punch number set 

Punch Set is made from hardened and tempered Punch Set 
is made from hardened and tempered Carbon Steel Metal; 
Square heads, knurled grip and polished tips; 
Measurements Size: 3 mm Length; Shape or Style: 
Number: 0 to 9 Stamp Set on numbers on metal, plastic, 
wood, Leather and much more 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

101 Scraper flat 

Engineers flat square end scraper size: Width x Length:  15 
mm X 150 mm; Overall length including handle:  - 250 mm; 
Surface Material: Chrome-plated -vanadium steel; Material 
grip handle: Wood 

Godrej, Stanley or 
Better  

102 Scraper half round 

Engineers half round scraper size: Width x Length:  15 mm 
X 150 mm  Overall length including handle:  - 250 mm; 
Surface Material: Chrome-plated-vanadium steel; Material 
grip handle: Wood 

Godrej, Stanley or 
Better  

103 Scraper triangular 

Engineers triangular scraper size: Width x Length:  15 mm 
X 150 mm, Overall length including handle:  - 250 mm; 
Surface Material: Chrome-plated -vanadium steel; Material 
grip handle: Wood 

Godrej, Stanley or 
Better  

104 
Screw pitch gauge 

Metric 

Screw Pitch Gauge Whitworth Type; Standard Gage angle- 
60°; Unit:  Metric; Range Screw pitch: 0.25 To 6.0 mm 
(0.25, 0.35, 0.4, 0.45, 0.5, 0.6, 0.7, 0.75,0.8, 1, 1.25, 1.5, 
1.75, 2, 2.5, 3, 3.5, 4, 4.5,5, 5.5, 6 mm); Material: Stainless 
Steel; Warranty:  - 1 year 

Kristeel, Mitutoyo or 
Better  

105 

Screw thread 
micrometer with 
interchangeable. 
Pitch anvils for 
checking metric 

threads 60. 

Screw thread micrometer: With   Ratchet Stop; Micrometer 
with 60-degree V-anvil, Micrometer with conical spindle 
for measuring pitch diameters of metric or unified screw 
threads; Range of Measurement: 0-25 mm; Least count:  -
0.01 mm; Range of Thread measurement: up to 5 mm pitch 
or 5 TPI; Warranty:  - 1 year 

Mitutoyo, Aerospace 
or Better  

106 Sine bar 

Sine bar: Size-125mm. consists of a hardened, precision 
ground body with two precision ground cylinders fixed at 
the ends; Material:  high quality alloy steel; Accuracy for 
Squareness, Flatness & Parallelism is within 0.005mm; 
Hardness - 60 ± 2 HRc & Tempered; Packing: In Wooden 
Box, foam inside package, Warranty:  - 1 year 

Mitutoyo, Miranda or 
Better  

107 Sleeve drill Morse 

Type Sleeve drill: Morse taper-MT5; Size: 0 – 1, 1 – 2, 2 – 
3, 3-4, 4-5, Material: high quality alloy steel; Surface finish 
– Hardened and tempered, precision ground inside and 
outside to high concentricity 

Addisson, Jug tools or 
Better  

108 
Slip Gauge as 

Johnson metric set 
(SETS) 

Slip Gauge as Metric Set-- 87 Pieces set., Slip Gauge Type 
– Grade-0; Size: 0.5mm-1000 mm.; Range: 3mm to 100 
mm.Unit – Metric; Material: Alloy Steel; Packing: In 
Wooden Box, foam inside package; Warranty:  - 1 year 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

109 
Slip-on Forged 

steel Flange 
Slip-on Forged steel Flange, 150 NB, ANSI-0B16.5, 
Class#150 

Jindal, Swastik or 
Better  

110 Snip bent Left Cut 
Left Cut Snips with induction hardened cutting edge 
suitable to cut up to 18 gauge cold-rolled steel or 22-gauge 
stainless steel, prevent catching on materials while cutting, 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 



 
Auto release mechanism for fast one-handed operation. 
Size- 250 mm 

Dewalt, 3M, KTC or 
Better  

111 
Spanner- Double 

Ended (SETS) 

Double Open-ended Spanner. Size: 6 x 7 mm,8 x 9 
mm,10x11 mm,12 x 13 mm,14 x 15 mm,16 x 17 mm,18 x 
19 mm,20 x 22 mm. Material: Forged with high grade steel, 
and Nicel Chrome finish; Set of 11 pcs -Box Packing 

Jhalani,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

112 
Spindle key for 
cylinder valve 

Spindle key: Used for opening and closing cylinder Valve 
of -18 -30 ltrs.; Material: Used: Selected steel, chrome 
plated. Size:  - 8 mm suitable for supplied Cylinder 

Amba Tools, Linclon 
or Better  

113 
Spirit Level metal 

Type - 2 

Measuring Type: Horizontal & Vertical; Base length: 300 
mm; Accuracy-0.1 mm/Meter; Base width:  25 -30mm; 
Height: Maximum 25-30 mm; Bubble opening: 80 mm x 8 
mm; (length x width); Weight (Without packing box): 150-
250 gs, Effective length of bubble:  20-25mm, Least count 
of graduation: Maximum 2 mm; Packaging: In wooden box 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

114 Stake grooving Standard Size. -100x100x300 mm; Material - forged steel 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

115 
Stake hatchet with 

Leg 
Stake hatchet with Leg.300x200x20mm, Hatchet Stake 
with leg- 1000g- 1400g, Straight face, one side rounded off 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

116 
Standard Tap 

screws (EACH) 

SET OF THREE TAPS, Size M3, M4, M5, M6, M8, M10, 
M12, M14, M16; 
Length:  - – 6 x D; Material: HSS 

Unbrako, - or Better  

117 

Steel Rule 
Graduated both in 
Metric and English 

Unit 

Measuring Steel tape 300mm; ISI Mark steel tape of 300 
mm length spring Retractable, with stopper; Tape Width: 
Not less than 9.5 mm; Tape Material: tempered steel 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

118 Stillson wrenches 

Stilson wrenches -used to apply precisely a specific torque 
to a fastener such as a nut or bolt; Size: 250-300 mm; Jaw 
Opening:15-70 mm; Type Pipe Wrench material: Drop 
forged -chrome molybdenum (Cr Mo) steel; Handle made 
from ductile cast iron enabling higher torque values for 
heavy duty pipe wrenches, Warranty:  - 1 year 

Jhalani,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

119 Stop cock Stop cock 25NB (2-way, Threaded end) 
UNIK, Leader or 

Better  

120 Straight edge steel Straight edge Size: 300-500 mm, Material: Stainless steel 

 Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

121 
Stud Extractor 

EZY - out (SETS) 

Broken Damaged Screw Extractor, Bolt, Stud Extractor Set 
extractor, set suitable for a range of sizes from 3 - 25mm, 
Minimum -08 Piece of Extractor Set., Packing: single box 
with Product Catalogue 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  



 

122 
Surface plate 

C.I/Granite with 
Stand and Cover 

Surface plate Size: 600 mm x 600 mm; Material:  Top -
Solid flat plate of 
granite with steel frame 

Jash, Luthra or Better  

123 
Surface roughness 
comparison plates 

Surface roughness comparison plate with stand for 
comparing the roughness value between – N1 to N12 grade 
as per IS: 2285 comparing other surfaces 

Jash, Luthra or Better 

124 
Taps and dies 
complete set 

(SETS) 

A boxed set Taps and Dies complete set in box 6, 8, 10& 
12 mm set of 5.and dies complete with tap wrench, die 
holder and screwdriver; Material: High Carbon Steel; Tap 
and Die has size and starting side permanently marked on 
each 

Miranda, Addison, JK, 
Irwin, Bosch, Totem or 

Better  

125 
Taps and dies 

complete set in box 

A boxed set of 0 -10. Worth taps and dies complete with tap 
wrench, die holder and screwdriver; Material: High Carbon 
Steel; Tap and Die has size and starting side permanently 
marked on each 

Miranda, Addison, JK, 
Irwin, Bosch,Totem or 

Better  

126 
Temperature gauge 

(EACH) 

Temperature Gauge- Temperature gauges are ideal for most 
the rugged industrial applications, offering bimetal 
thermometers with hermetically- sealed cases to prevent 
damage from the weather, Range 0 - 150°C 

Hguru,Waree or Better 

127 Tip cleaner (SETS) 

Welding Tip Cleaner: Cleaner Quantity:  - 10; Tip Cleaner 
Diameter SET: 0.6mm, 0.7mm, 0.7mm, 0.8mm, 0.8mm, 
0.9mm, 0.9mm,1mm, 1.1mm, 1.3mm; Each Tip Cleaner 
Length: 90-120mm 

ESAB,Lincoln or 
Better  

128 
Torque wrench 

(Standard/Ratchet 
type) 

Torque wrenches with ratchet release mechanism used for 
proper torqueing of nuts, bolts and other fasteners, Range 
of Torque Measurement 5-35 Nm 12-68 NM and 50-225 
Nm. (All), Material: Forged steel, Torque Wrenches are 
calibrated on mechanical torque tester to an accuracy of +/_ 
3%., Packing –In Box with Product catalogue with 
accessories, with calibration certificate, Warranty: 
Minimum 1 year 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

129 Trammel 
Trammel 300mm, Material: Stainless Steel beam; with two 
trammel pointers hardened and tempered for circle 
drawing, one attachment for parallel marking 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

130 
Trolley for gas 

cylinders 

Specification: Single Gas Cylinder Trolley to carry oxygen, 
acetylene, and nitrogen gas cylinder; Wheel:  - Three; 
Material: Stainless Steel, Mild Steel well coated; Color: 
Black 

Industrial Grade   

131 
Universal scribing 

block 

Universal scribing block Size: 220 mm; Material: Making 
Cast iron surface plates are designated by their length, 
breadth, grade as per Indian Standard number 

Kristeel, IT or Better  

132 
V-belt and Flat belt 

(EACH) 
V-belt and flat -belt to fit on Pulleys Fenner, - or Better  

133 
V-Block pair with 

clamps 

Size: 150x100x100mm with clamps; Material: HCHCR – 
hardened and ground; Accuracy for Flatness, Squareness; 
Parallelism within 0.006-0.008 mm 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  



 

134 
Vernier Bevel 

protector, 360 deg 
(150 mm) 

Vernier Bevel protector: Main dial measures in 1-degree 
increments and includes a built-in magnifying glass for 
accurate readout. Range 360deg, LC. 5min (150mm blade); 
Vernier scale measures to each 5 minutes (1/12 of a degree), 
increasing angle precision; Dual side dial marking 
(clockwise and counter clockwise) adjustable and lockable 
blade with precision movement. Magnifying lens for 
vernier reading. Material: Stainless steel body with satin- 
chrome finish for corrosion resistance. Packing –In 
Wooden Box with Product catalogue with accessories; 
Warranty:  - 1 year. 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

135 

Vernier bevel 
protractor Blade 

with Acute Angle 
Attachment, 300 

mm 

Vernier Bevel protector: Main dial measures in 1-degree 
increments and includes a built-in magnifying glass for 
accurate readout. Range 360deg, LC. 5min (150mm blade), 
Vernier scale measures to each 5 minutes (1/12 of a degree), 
increasing angle precision, Dual side dial marking 
(clockwise and counter clockwise) adjustable and lockable 
blade with precision movement.Magnifying lenses for 
vernier reading, Material: Stainless steel body with satin-
chrome finish for corrosion resistance. Packing –In 
Wooden; Box with Product catalogue with accessories., 
Warranty:1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

136 
Vernier caliper, 0-

150 mm 

Vernier calliper for Measurement in internal diameter, 
outside diameter, Depth, Length with thumb lock and 
Bezel; Measuring Range:  0-150 mm; Least count:  0.02 
mm, Scale: Metric, Resolution (mm): 0.02 mm; Material: 
hardened stainless steel smooth slides; Overall Length – - 
200 mm; Standards Setting with Calibration certificate of 
inspection; Packing –In Carry Wooden Box/ Hard Plastic 
Box with Product Catalogue; Warranty:  -1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

137 
Vernier caliper, 

150 mm 

Vernier calliper for Measurement in internal diameter, 
outside diameter, Depth, Length with thumb lock and 
Bezel; Measuring Range:  0-150 mm; Least count:  0.02 
mm, Scale: Metric, Resolution (mm): 0.02 mm; Material: 
hardened stainless steel smooth slides; Overall Length – - 
200 mm; Standards Setting with Calibration certificate of 
inspection; Packing –In Carry Wooden Box/ Hard Plastic 
Box with Product Catalogue; Warranty:  -1 year. 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

138 
Vernier height 

gauges 

Vernier height gauges Digital r with Carbide-tipped scriber; 
Measuring Range:  0-300 mm; Least count:  0.01 mm; 
Material: hardened stainless steel; Overall Height-500 mm; 
Standards Setting with Calibration certificate of inspection; 
Packing –In Wooden Box with Product catalogue, scriber 
clamp and cover; Warranty: 1 year 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

139 Vice bench 

Bench vice:  Material: Heavy Duty Grey Cast Iron Body, 
Screw and nut square thread with 3 mm pitch, with Polished 
Anvil 60x60mm & Double Ribs, Jaw Width:  150 mm, 
opening: 150 mm, the hardened Carbon Steel Jaws Plates 
should be screw mounted on proper support and 
renewable/interchangeable. Each jaw plate is hardened as 
per ISI & Drawn Steel Handle dia. 20 mm with rivetted ball 
end dia. 25mm, blue color enameled body 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

140 
Washer, clutch, 

keys, jib, cotter & 
circlip (EACH) 

Washer, clutch, keys, jib, cotter & circlip, Size 25mm, 
Material -carbon steel each one 25 pieces of different sizes 

Industrial Grade    



 

141 
Welder cable (1 

PCS-20 METER) 

Welding cable   - 16 MM² with flexible rubber cover. Cable 
Length:  - 20 m; Capacity: To carry - 300 amps; Material: 
Copper; Colour: Black, 300 AMP Holder; 200 AMP 
Earthling Clamp; 16 -20 mm² Cable and connectors 

Esab, Linclon or Better 

142 
Welding goggles 

(PAIRS) 

Lightweight and durable, flip up designed Soft plastic 
frame conforms to face; Material: Plastic, soft PVC, elastic 
fabric; Lens Diameter:  - 450 mm; Strap Length (Stretchy):  
- 300 mm; Frame Color: Black 

Esab, Linclon or Better 

143 

Welding helmet 
with coloured 

flame retardent 
glass 

Welding helmet: Material- fiber, yellow color Molded, 
Flip-front helmets with strong, comfortable headgear, glass 
80x100mm, with Full protection against IR, UV, and 
visible light 

Esab, Linclon or Better 

144 

Wheel dresser (One 
for 4 units) 

Star/Dresser with 
Holder 

Wheel dresser / Diamond Dresser: Solid industrial diamond 
Dresser with 10 dia. Shank Length 150 mm, diamond point, 
With Dresser holder and clamping block 

Norton, Groz or Better 

145 Wing compass 

Wing Compass - Used for scribing circle or arc in layout 
work. 
Size:  - 254-300 mm; Material: high quality carbon steel 
with a polished 
finish. Points are hardened for increasing wear resistance 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  

146 
Wire gauge, metric 

standard 
Wire Gauge Whitworth Disk type; Unit: Metric; Material: 
Stainless Steel 

Mitutoyo, Aerospace, 
Miranda, Baker Dial, 

Insize or Better  

147 
Wooden handle 
forged Soldering 
Iron copper bit. 

Soldering Iron copper bit Set-: Suitable for soldering metals 
with following items; 1 Soldering Iron: 250 watt , Voltage: 
230volts 500g, high quality GEC soldering stand; Material 
Type: Metal and Plastic; Reaches working temperature in 2 
minutes.; Pin Head: Round Pin 

Dayton, Eastman, 
Weller  or Better  

 
 
 



 

DELIVERY SCHEDULE (Item Wise) 
 
  

Sr.No Item Name 
Grand 
Total 

ITI 
Bajpur

ITI 
Barkot

ITI 
Dehradun-

Boys 

ITI 
Dugadda 

ITI 
Haridwar-

V 

ITI 
Narsan

ITI 
New 

Tehri 

ITI 
Tanakpur

ITI 
Vikasnagar 

1 
Adjustable pipe chain tonge to 
take pipes 

3 1 0 0 0 0 2 0 0 0 

2 
Adjustable pipe die set BSP 
(SETS) 

11 0 0 4 0 0 3 1 1 2 

3 Adjustable spanner 4 0 0 0 0 0 3 0 0 1 

4 Angle plate 10 0 0 2 0 0 4 0 0 4 

5 
Arm strong type tool bit 
holder, Left Hand 6mm 

11 0 0 7 0 0 4 0 0 0 

6 
Arm strong type tool bit 
holder, Right Hand 10mm 

11 0 0 7 0 0 4 0 0 0 

7 
Arm strong type tool bit 
holder, Right Hand 6mm 

13 0 0 7 0 0 4 2 0 0 

8 Aviation Snips straight Cut 18 0 0 7 1 0 6 0 0 4 

9 
Bearing different types 
(EACH) 

14 1 2 3 1 0 3 2 0 2 

10 Bearing extractor 14 1 2 3 1 0 3 2 0 2 

11 Blow Lamp 10 0 0 7 0 0 2 1 0 0 

12 
C.I. Sluice / Gate valve 
(flanged type) 

32 2 4 8 2 0 6 4 2 4 

13 Caps screws (EACH) 32 2 4 8 2 0 6 4 2 4 

14 Carbide Wear Block. (EACH) 16 0 0 8 0 0 4 0 0 4 

15 
Cast Iron Globe Valve 
(Flanged type) 

32 2 4 8 2 0 6 4 2 4 

16 Chipping hammer 4 0 0 0 2 0 2 0 0 0 

17 
Chisel cold cross cut & 
diamond point. (EACH) 

150 12 44 64 0 22 8 0 0 0 

18 Chisel cold flat 182 12 44 96 0 22 8 0 0 0 

19 Chisel cold round noze. 167 12 44 64 0 22 24 1 0 0 

20 Clamp "C", 100mm 2 0 0 0 0 0 2 0 0 0 

21 Clamp "C", 200mm 24 0 0 8 2 0 6 4 0 4 



 

Sr.No Item Name 
Grand 
Total 

ITI 
Bajpur

ITI 
Barkot

ITI 
Dehradun-

Boys 

ITI 
Dugadda 

ITI 
Haridwar-

V 

ITI 
Narsan

ITI 
New 

Tehri 

ITI 
Tanakpur

ITI 
Vikasnagar 

22 Clamp toolmaker 6 0 4 0 0 0 2 0 0 0 

23 Combination Set 12 0 4 0 2 0 5 0 0 1 

24 

Comparators Gauge - Dial 
Indication with Stand and 
Bracket. 

4 0 0 0 0 0 2 1 0 1 

25 Damaged old spur gear 32 2 4 8 2 0 6 4 2 4 

26 Depth micrometer. 0-25 mm 6 0 1 0 0 0 3 1 0 1 

27 Dial test indicator on stand 2 0 0 0 0 0 2 0 0 0 

28 
Dial vernier caliper. 
(Universal type) 

11 0 1 4 1 0 2 2 0 1 

29 
Different Profile gauges (Plate 
type) - For demonstration 

64 4 8 16 4 0 12 8 4 8 

30 Digital Micrometer outside. 11 1 2 2 0 0 3 1 1 1 

31 Digital Vernier caliper 12 0 2 3 1 0 3 1 0 2 

32 

Double Ended tubular Box 
spanner set with Tommy bar 
(SETS) 

4 0 0 2 0 0 1 1 0 0 

33 Dowel pin (straight) (EACH) 16 1 2 4 1 0 3 2 1 2 

34 Drill chuck with key 2 0 0 0 0 0 2 0 0 0 

35 Drill Drift  28 2 4 7 2 0 6 3 0 4 

36 Drill gauges 32 2 4 8 2 0 6 4 2 4 

37 
Drill twist straight shank 
(SETS) 

24 1 3 6 1 0 4 3 2 4 

38 
Drill twist Taper shank 
(SETS) 

21 1 2 7 1 0 4 2 0 4 

39 Earth clamps 2 0 0 0 2 0 0 0 0 0 

40 
Engineer's try square (knife-
edge) 

5 0 0 0 0 0 2 1 1 1 

41 Feeler gauge (SETS) 1 0 0 0 0 0 1 0 0 0 

42 File card 161 12 44 64 4 22 8 7 0 0 

43 File feather edge smooth 10 0 0 0 1 0 8 1 0 0 

44 File flat bastard, 200mm 48 2 8 0 2 0 14 12 2 8 

45 File flat bastard, 300mm 45 2 9 0 0 0 14 12 0 8 

46 File flat second cut safe edge 246 20 44 120 0 22 24 16 0 0 



 

47 File half round bastard 86 2 12 12 10 0 22 16 0 12 

Sr.No Item Name 
Grand 
Total 

ITI 
Bajpur

ITI 
Barkot

ITI 
Dehradun-

Boys 

ITI 
Dugadda 

ITI 
Haridwar-

V 

ITI 
Narsan

ITI 
New 

Tehri 

ITI 
Tanakpur

ITI 
Vikasnagar 

48 File half round second cut 50 2 4 0 0 0 30 10 0 4 

49 File hand second cut 202 12 44 108 0 22 8 8 0 0 

50 File knife edge smooth 18 4 0 0 4 0 4 2 4 0 

51 File round bastard 116 6 12 34 10 0 22 20 0 12 

52 File round second cut 151 12 44 49 0 22 16 8 0 0 

53 File square second cut 207 12 52 85 0 22 16 8 4 8 

54 File Swiss type needle (SETS) 3 0 0 0 1 0 2 0 0 0 

55 File triangular second cut 174 12 44 76 8 22 8 4 0 0 

56 File triangular smooth 267 18 56 108 8 22 24 14 1 16 

57 Fire buckets 7 0 0 4 0 0 3 0 0 0 

58 Fire extinguisher (For 4 Units) 1 0 0 0 1 0 0 0 0 0 

59 
Flat headed hammers with 
handle 

20 0 4 2 0 0 6 4 0 4 

60 Gas lighter 2 0 0 0 2 0 0 0 0 0 

61 Gauge plug (SETS) 9 0 1 4 0 0 3 0 0 1 

62 
Gauge snap Go and Not Go 
(SETS) 

9 0 1 4 0 0 3 0 0 1 

63 Gauge telescopic set 5 0 1 1 0 0 2 0 0 1 

64 Glass magnifying 7 0 0 0 0 0 2 1 0 4 

65 Gloves (Leather) (PAIRS) 2 0 0 0 2 0 0 0 0 0 

66 Hand hammer with handle 1 0 0 0 0 0 1 0 0 0 

67 
Hand Reamer set (Tapar pin 
straight flute) (SETS) 

7 0 0 3 0 0 1 1 0 2 

68 Hollow punch (SETS) 8 1 2 0 0 0 3 0 0 2 

69 
Indexable boring bar with 
inserts 

64 4 8 16 4 0 12 8 4 8 

70 
Interchangeable ratchet socket 
set (SETS) 

4 0 0 0 0 0 3 1 0 0 

71 Jigs & Fixture (sample) 16 1 2 4 1 0 3 2 1 2 

72 
Knurling tool (Diamond, 
straight & Diagonal) (EACH) 

12 1 2 0 1 0 3 2 1 2 

73 Lapping plate (EACH) 32 2 4 8 2 0 6 4 2 4 



 

Sr.No Item Name 
Grand 
Total 

ITI 
Bajpur

ITI 
Barkot

ITI 
Dehradun-

Boys 

ITI 
Dugadda 

ITI 
Haridwar-

V 

ITI 
Narsan

ITI 
New 

Tehri 

ITI 
Tanakpur

ITI 
Vikasnagar 

74 Lifting sling 32 2 4 8 2 0 6 4 2 4 

75 Lugs for cable 24 0 0 0 12 0 12 0 0 0 

76 
Machine Reamer parallel 
(Helical flute) 

8 1 0 3 0 0 3 1 0 0 

77 
Machine vice - Swivel Base, 
100 mm 

12 1 2 3 0 0 3 1 0 2 

78 
Machine vice - Swivel Base, 
125 mm 

14 1 2 4 0 0 3 2 0 2 

79 Machine vice, 100 mm 7 0 1 0 0 0 4 0 0 2 

80 Mallet 7 0 0 5 0 0 2 0 0 0 

81 

Medium carbon Heat treated 
alloy steel Metric Studs and 
bolts along with nuts (for 
display) of standard length  
(EACH) 

32 2 4 8 2 0 6 4 2 4 

82 
Micrometer inside with 
extension rods. 

5 0 1 2 1 0 0 1 0 0 

83 Micrometer outside, 0-25mm 3 0 0 0 0 0 3 0 0 0 

84 Micrometer outside, 25-50mm 5 0 0 0 2 0 3 0 0 0 

85 Micrometer outside, 50-75mm 6 0 1 0 0 0 4 1 0 0 

86 Oil Can 2 0 0 0 0 0 2 0 0 0 

87 Packing gasket 16 1 2 4 1 0 3 2 1 2 

88 Pipe cutter wheel type 7 0 0 4 0 0 2 1 0 0 

89 Pipe threading die with handle 29 2 4 8 0 0 6 3 2 4 

90 Pipe vice 1 0 0 0 0 0 1 0 0 0 

91 Pipe wrench 3 0 0 0 0 0 3 0 0 0 

92 Planishing hammer 8 0 0 3 1 0 4 0 0 0 

93 Pliers combination insulated 5 0 0 0 0 0 2 1 2 0 

94 Pocker 5 0 0 0 0 0 5 0 0 0 

95 Power tools for fastening 14 1 2 4 1 0 3 2 1 0 

96 Prick punch 9 0 2 0 1 0 4 2 0 0 

97 Pulley extractor 13 1 2 3 1 0 3 0 1 2 

98 
Pulleys (for V-belt or Flat 
belt) 

16 1 2 4 1 0 3 2 1 2 



 

Sr.No Item Name 
Grand 
Total 

ITI 
Bajpur

ITI 
Barkot

ITI 
Dehradun-

Boys 

ITI 
Dugadda 

ITI 
Haridwar-

V 

ITI 
Narsan

ITI 
New 

Tehri 

ITI 
Tanakpur

ITI 
Vikasnagar 

99 Punch letter set 4 0 1 0 0 0 1 1 0 1 

100 Punch number set 2 0 0 0 0 0 1 1 0 0 

101 Scraper flat 175 12 44 84 0 22 8 1 0 4 

102 Scraper half round 177 12 44 90 0 22 8 1 0 0 

103 Scraper triangular 160 12 44 74 0 22 8 0 0 0 

104 Screw pitch gauge Metric 2 0 1 0 0 0 1 0 0 0 

105 

Screw thread micrometer with 
interchangeable. Pitch anvils 
for checking metric threads 
60. 

6 0 0 2 1 0 2 1 0 0 

106 Sine bar 5 0 0 0 1 0 2 1 1 0 

107 Sleeve drill Morse 6 0 0 2 0 0 3 1 0 0 

108 
Slip Gauge as Johnson metric 
set (SETS) 

11 0 1 4 1 0 3 0 1 1 

109 Slip-on Forged steel Flange 64 4 8 16 4 0 12 8 4 8 

110 Snip bent Left Cut 9 0 0 3 0 0 4 0 0 2 

111 
Spanner- Double Ended 
(SETS) 

2 0 0 0 0 0 2 0 0 0 

112 Spindle key for cylinder valve 2 0 0 0 2 0 0 0 0 0 

113 Spirit Level metal Type - 2 7 0 0 1 0 0 3 1 0 2 

114 Stake grooving 10 0 0 3 2 0 4 1 0 0 

115 Stake hatchet with Leg 11 0 0 3 0 0 6 2 0 0 

116 Standard Tap screws (EACH) 16 1 2 4 1 0 3 2 1 2 

117 
Steel Rule Graduated both in 
Metric and English Unit 

18 0 4 0 0 0 12 2 0 0 

118 Stillson wrenches 5 0 0 0 0 0 4 0 0 1 

119 Stop cock 32 2 4 8 2 0 6 4 2 4 

120 Straight edge steel 4 0 0 2 0 0 2 0 0 0 

121 
Stud Extractor EZY - out 
(SETS) 

9 0 0 5 0 0 4 0 0 0 

122 
Surface plate C.I/Granite with 
Stand and Cover 

9 0 2 2 0 0 1 1 1 2 

123 
Surface roughness comparison 
plates 

5 0 1 0 0 0 2 1 0 1 



 

Sr.No Item Name 
Grand 
Total 

ITI 
Bajpur

ITI 
Barkot

ITI 
Dehradun-

Boys 

ITI 
Dugadda 

ITI 
Haridwar-

V 

ITI 
Narsan

ITI 
New 

Tehri 

ITI 
Tanakpur

ITI 
Vikasnagar 

124 
Taps and dies complete set 
(SETS) 

18 1 2 2 1 0 6 4 0 2 

125 
Taps and dies complete set in 
box 

2 0 0 0 0 0 1 0 1 0 

126 Temperature gauge (EACH) 16 1 2 4 1 0 3 2 1 2 

127 Tip cleaner (SETS) 5 0 0 0 5 0 0 0 0 0 

128 
Torque wrench 
(Standard/Ratchet type) 

10 0 2 2 0 0 3 1 0 2 

129 Trammel 3 0 0 0 0 0 1 0 0 2 

130 Trolley for gas cylinders 2 0 0 0 1 0 1 0 0 0 

131 Universal scribing block 7 0 0 0 0 0 2 1 0 4 

132 V-belt and Flat belt (EACH) 16 1 2 4 1 0 3 2 1 2 

133 V-Block pair with clamps 20 0 0 4 0 0 6 4 2 4 

134 
Vernier Bevel protector, 360 
deg (150 mm) 

4 0 1 0 1 0 1 0 1 0 

135 

Vernier bevel protractor Blade 
with Acute Angle Attachment, 
300 mm 

3 0 1 0 1 0 1 0 0 0 

136 Vernier caliper, 0-150 mm 4 0 1 0 0 0 2 1 0 0 

137 Vernier caliper, 150 mm 47 1 8 11 3 0 10 6 2 6 

138 Vernier height gauges 3 0 2 0 0 0 1 0 0 0 

139 Vice bench 168 4 20 48 0 0 44 30 0 22 

140 
Washer, clutch, keys, jib, 
cotter & circlip (EACH) 

32 2 4 8 2 0 6 4 2 4 

141 
Welder cable (1 PCS-20 
METER) 

2 0 0 0 1 0 1 0 0 0 

142 Welding goggles (PAIRS) 4 0 0 0 4 0 0 0 0 0 

143 
Welding helmet with coloured 
flame retardent glass 

2 0 0 0 2 0 0 0 0 0 

144 

Wheel dresser (One for 4 
units) Star/Dresser with 
Holder 

5 0 1 1 0 0 2 1 0 0 

145 Wing compass 6 0 0 0 0 0 4 2 0 0 

146 Wire gauge, metric standard 1 0 0 0 0 0 1 0 0 0 



 

Sr.No Item Name 
Grand 
Total 

ITI 
Bajpur

ITI 
Barkot

ITI 
Dehradun-

Boys 

ITI 
Dugadda 

ITI 
Haridwar-

V 

ITI 
Narsan

ITI 
New 

Tehri 

ITI 
Tanakpur

ITI 
Vikasnagar 

147 
Wooden handle forged 
Soldering Iron copper bit. 

13 0 4 6 0 0 2 1 0 0 

 Grand Total 4472 250 822 1536 155 286 743 335 71 274 



 

 
ATTACHMENT   

  
OFFICE OF ………………………………………………………………………………  
……………………………………………………………………………………………  
  

PURCHSE/SUPPLY ORDER  
To:   
  

M/s   
  …………………………………………………………  
  …………………………………………………………  
  …………………………………………………………  
  …………………………………………………………  
  
Dear Sirs,  
  
  Sub: Supply of …………………………………………………………  
  ……………………………………………………………………………  
  
  Ref:  Request for Quotation no…………. dated ………………………………  
  
1. Your quotation no…………..of ………………(Date) for the supply of  

…………………………… has been accepted. You are requested to supply  
the following goods/equipment at the rates quoted by you and specified against each as per the 
specifications and terms & conditions specified hereunder:   

  
Serial.  

No  
Brief 

description 
of goods/ 
equipment  

Specifications  Quantity 
to be 

supplied  

Unit  
Rate  
(Rs.)  

GST*   Total  
Price  

(Rs.) including  
all taxes and duties 

1              
2              
3              
4              
5              
      Total        

  
*GST and similar other taxes and duties applicable on finished goods. Indicate each applicable 

tax separately.  
  

2. Delivery Period: ……….days from the date of issue of this supply order.   
  1  

 

  
3. Place of delivery ……………………………………………………  
  
4. Consignee Address: …………………………………………  



 

  
5. GST and other taxes and duties, if any will be reimbursed at actual rates paid on the date of 

supply or the rate/amount shown in 1. above, whichever is lower.   
  
6. Standard Manufactures commercial Warranty/Guarantee shall be 12 months  

from the date of delivery and acceptance.   
  
7. Payment shall be made on delivery or within 7 days of delivery; and acceptance of the 

goods/equipment. 
8. The Purchaser shall give notice to the Supplier stating the nature of any such defects together 

with all available evidence thereof, promptly following the discovery thereof. The Purchaser 
shall afford all reasonable opportunity for the Supplier to inspect such defects. Upon receipt of 
such notice, the Supplier shall, within the Fifteen(15) calendar days, expeditiously repair or 
replace the defective Goods or parts thereof, at no cost to the Purchaser. If having been notified, 
the Supplier fails to remedy the defect within the period, the Purchaser may proceed to take 
remedial action as may be necessary, at the supplier’s risk and expense. 

  
9. Other terms and conditions are as under:  

The Purchase has the right to reject any item at any point of time before the complete supply & 
payment without any reason whatsoever. 

  
  
  

(Purchaser) Date:   
  
Place:                   Name: …………………………….   

  
Designation:……………………….  

  
  
  
  
  
  
  
   
  

 



 

ANNEXURE – 1 – EVALUATION CRITERIA FOR OTHER BRAND QUOTED  
[To be filled by the bidder in case of any other Brand Quoted in the Technical Bid. Bidder to submit 

the required documents as required in the criteria below] 
Name of the Package:- [Mention the name of the package applied ] 
Name of the Item(s):-[Mention List of the Item(s) quoted in the Bid in a Tabular Format] 
Equivalent Brand Quoted: - [Mention the brand name of Equivalent Brand Quoted for items(s)] 
Name and Address of the OEM: [Mention the complete name, address & website of the OEM]    
  

Sr.No Criteria 
[Bidder to Mention the 

details] 
Submission 

requirements 
Remarks 

 
1.  Year of Incorporation of 

the Firm. The Firm must 
have been incorporated 
for more than Ten (10) 
years.  

  
Enclose the 

Certificate of 
Incorporation 

 

2.  Total No of Employees 
working Globally and List 
of Offices  

 Enclose the 
Employees details 
and list of offices 

 

3.  Items quoted should be 
listed on the official 
website of the OEM 

 Bidder to mention 
the website link 

 

4.  Annual Sales Turnover 
for the Financial Year FY 
2018-19 should be greater 
than Ten (10) Crore. 
    

     
Audited Financial 
Statements for FY 

2018-19 

5.  

The Firm should have 
good dealer network in 
India  

 List of Authorized 
dealer with contact 
details needs to be 

enclosed. 

 

6.  

The firm should have a 
manufacturing facility in 

India or Outside 

[Mention the details of the 
manufacturing facilities in 
India or abroad  with details 
such as Area of the 
Manufacturing unit and 
Quality and other 
Certifications other than 
ISO]     

Enclose the 
Certificates 

 

7.  General Commentary by 
the bidder to that why the 
brand quoted can be 
considered as ‘better to 
other brand mentioned for 
the said item(s).     

 
[The Bidder shall mention 
that additional credentials 
for the brand quoted.]  

  

 
Note: The technical and financial capability of the firm as determined from the above 
documents should be comparable the other brands quoted for the Item.  
 
 
 
 



 

ANNEXURE-3 (FORMAT FOR SUBMITTING PERFORMANCE 

SECURITY)  

PERFORMANCE SECURITY - BANK GUARANTEE 
[Guarantor letterhead or SWIFT identifier code] 

 
Performance Guarantee No… ............................. [Insert guarantee reference number] 
Date ......................................... [Insert date of issue of the guarantee] 

 
To:   [name of Purchaser] 

  [address of Purchaser] 
WHEREAS   [name and address of Supplier21] (hereinafter 

called "the Applicant") has undertaken,  in  pursuance  of  Contract  No.             Dated  to 
execute  [name of Contract and brief description of Goods and 
related Services] (hereinafter called "the Contract"); 

 
AND WHEREAS it has been stipulated by you in the said Contract that the Applicant shall 

furnish you with a Bank Guarantee by a recognized bank for the sum specified therein as security 
for compliance with his obligations in accordance with the Contract; 

 
AND WHEREAS we have agreed to give the Applicant such a Bank Guarantee; 

 
NOW THEREFORE we hereby affirm that we are the Guarantor and responsible to you, on 

behalf   of   the   Applicant,   up   to   a   total   of      [amount of guarantee22] 

   [in words], such sum being payable in the types and proportions 
of currencies in which the Contract Price is payable, and we undertake to pay you, upon your first 
written demand and without cavil or argument, any sum or sums within the limits of                           
[amount of guarantee] as aforesaid without your needing to prove or to show grounds or reasons 
for your demand for the sum specified therein. 

We hereby waive the necessity of your demanding the said debt from the Applicant before 
presenting us with the demand. 

We further agree that no change or addition to or other modification of the terms of the 
Contract or of the Goods and related Services to be supplied there under or of any of the Contract 
documents 

 

  



 

which may be made between you and the Applicant shall in any way release us from any liability under 
this guarantee, and we hereby waive notice of any such change, addition or modification. 

This guarantee shall be valid until ……… (i.e.) 30 days following the Completion date of the 
warranty obligations period, and any demand for payment under it must be received by us at this office 
on or before that date. 

 
 
 

Signature and seal of the guarantor     

Name of Bank     

Address    

Date    
 

 

Note: All italicized text (including footnotes) is for use in preparing this form and shall be deleted 
from the final product. 

 
 


