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REQUEST FOR QUOTATIONS  

Procurement of Goods under RFQ/Shopping Procedures  
E-Procurement Notice  

  

Purchaser’s Name  
:  Project Director (UKWDP), State Project Implementation Unit, 26 EC, Road  

   Dehradun-248001.  

Assignment Title  :  Supply & Installation of  Electrician, Electronic Mechanic , Mechanic-Consumer  
   Appliances & ICTSM Trade Tools & Equipment for the up gradation of Priority   
   ITIs  under UKWD Project 

   

RFQ No : UKWDP/T&E/03   

Date : 31-01-2021 

  
1. The Government of India has received financing from the World Bank in various currencies towards 

the cost of the Uttarakhand Workforce Development Project and intends to apply part of the proceeds 
towards eligible payments under the contract for which this request for quotations is issued. The 
Project Director, UKWDP invites quotations electronically from eligible bidders for the packages 
mentioned as under:- 
 

Sr.no Name of the Package Trades 

1. PACKAGE NO 1 Electrician 
2. PACKAGE NO 2 Electronic Mechanic  
3. PACKAGE NO 3 Mechanic Consumer Electronics 
4. PACKAGE NO 4 ICTSM 

  
2. The Bidder may submit quotations for at least one or more packages. The Bidders must quote for all 

the items in a package. The Evaluation of the quotations will be done package wise.  
  
3. This e-Procurement notice includes the terms and conditions applicable to submission of quotations; 

criteria for qualification, evaluation, and for award of supply order(s); and relevant forms to be filled 
by the bidders. Implementing Agency has not issued a separate RFQ document for this purchase. The 
e-Procurement notice including the terms and conditions etc. can be downloaded free of cost by 
logging on to the website www.uksdm.org & https://uktenders.gov.in.   

     
4. For submission of Quotation, the Bidder is required to have Digital Signature Certificate (DSC) from 

one of the Certifying Authorities authorized by Government of India for issuing DSC. Bidders can see 
the list of licensed CA’s from the link (www.cca.gov.in). Bidders who have not obtained the user ID 
and password for participating in e-procurement in this Project, may obtain the same from any 
certifying authorities, authorized by GoI for participating in e-tenders.  

 
5. Bidder can participate in more than one packages mentioned above. If a bidder participates in more 

than one package, Technical Bids for the packages should be arranged sequentially clearly indicating 
the name of the package respectively and same shall be uploaded on the e-portal. The name of the 
packages is mentioned as per the below table:- 

 
Sr.no Name of the Package Trades 

1. PACKAGE NO 1 Electrician 
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2. PACKAGE NO 2 Electronic Mechanic  
3. PACKAGE NO 3 Mechanic Consumer Electronics 
4. PACKAGE NO 4 ICTSM 

  
 For Example, if a bidder participates in Package No 1 & Package No 3, the technical bids of both 
the packages i.e. Package No 1 & Package No 3 should be prepared separately and arranged 
sequentially in a single scan copy to be uploaded on E-portal website.    

  

6.       Quotations shall be submitted on https://uktenders.gov.in on or before 1100 hrs. On 20/02/2021. Any  
Quotation or modifications to quotation received outside e-procurement system will not be considered. 
The electronic bidding system would not allow late submission of quotations. The Quotations will be 
opened online on 20/02/2021 at 1600 Hrs. this can also be viewed by the bidders online. The 
electronic summary of quotation opening will be generated and uploaded online. The Important Dates 
regarding the submission of the bid is mentioned as below:  
 

a)  
RFQ Document download/ 
Sale Start date and time : Date 31.01.2021 Time: 1500 Hrs. 

b)  Pre-Bid Meeting Date & Time  : Date 09.02.2021 Time: 1500 Hrs. 

c)  
RFQ Document download/ 
Sale End date and time : Date 20.02.2021 Time: 1100 Hrs. 

d)  Bid Submission end Date and 
Time on https://uktenders.gov.in  

: Date 20.02.2021 Time: 1100 Hrs. 

e)  Bid Submission end Date 
and Time(Hardcopy)      

: Date 20.02.2021 Time: 1400 Hrs. 

f)  Date and Time of opening  
of the Technical bids 

: Date 20.02.2021 Time: 1600 Hrs. 

g)  Date and Time of opening  
of the Financial bids 

: To be decided after Technical evaluation  

   
7. Hardcopy Submission:-The Bidder must submit the hardcopy of the uploaded technical bid at the 

Purchaser’s office by the deadline mentioned above. The Bidder should not submit the financial bid 
in Hardcopy and same should only be uploaded in the E-portal.    

8. If the Purchaser’s office happens to be closed on the date of opening of the Quotations as specified, 
the Quotations will be opened on the next working day at the same time. 

9. Other details can be seen in the RFQ document. The Purchaser shall not be held liable for any delays 
due to system failure beyond its control. A Bidder requiring any clarification of the RFQ Document 
may notify the Purchaser via email  or may visit the office of the Purchaser at the address given below.  

  

                  The Project Director (UKWDP) SPIU, 
                    UTTARAKHAND WORKFORCE DEVELOPMENT PROJECT, GOVT. ITI 
                    (WOMEN) CAMPUS, 26 EC ROAD, DEHRADUN 

   Email: spiuukwdp@gmail.com  



 

RFQ No: UKWDP/T&E/03   
Date: 31/01/2021  
  
Terms and Conditions  
  

1. Eligibility: A Bidder (a) can participate in more than one Package; (b) shall not have 
conflict of interest as defined in the Bank’s Procurement Regulations; and (c) should 
not have been (i) temporarily suspended or debarred by the World Bank Group in 
compliance with the Bank’s Anti-Corruption Guidelines and its Sanctions Framework  

  
2. Clarifications & Amendments: If the Purchaser receives any request for clarification 

of this RFQ Document, it will upload its response together with any amendment to this 
document, on the e-procurement portal for information of all Bidders. Bidders should 
check on the e-procurement system, for any amendments to the terms and conditions.  

  
3. The Quotation shall comprise the following( For Each package):  

  
(a) Letter of Quotation(Prescribed format attached);    

(b) Technical Specifications: confirmation that the offered Goods conform to the 
            required specifications; Clause by clause commentary in the Prescribed format attached   
(c) Evidence in accordance with Clause 6 establishing Bidder’s qualifications to perform  
            the contract, if its quotation is accepted;     

(d) Delivery Period Offered: List of Goods indicating Bidder’s offered delivery period in  
            the prescribed Form;  
(e) Complete address and contact details of the Bidder having the following information:   

Name of Firm  
Address for communication Telephone No(s):   
Office Mobile No.  
Facsimile (FAX) No.  
Electronic Mail Identification (E-mail ID)  

(f)  Copy of GST Certificate, PAN Card, Certificate of Incorporation. 
(g)  Price Schedule using the schedule uploaded with the RFQ document. 

                         Wherein the rates shall be entered online. (To be submitted for all packages applied on 
                         the e-portal)  
  

4. Quotation Prices  
  
a) The contract shall be for the full quantity for all items in a package as specified in the 

Price Quotation Form. Corrections, if any, can be carried out by editing the information 
before electronic submission.  

b) All duties, taxes and other levies payable on the raw materials and components shall be 
included in the total price. 

c) GST and any other taxes, which will be payable on the goods at the time of invoicing 
in connection with the sale, shall be shown separately. If these are only stated to be 
extra, such quotations are liable to be rejected. Wherever these taxes are not shown, 
these will be assumed to have been included in the quoted price.  
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d) The rates quoted by the bidder shall be fixed for the duration of the contract and shall 
not be subject to adjustment on any account.  

e) The Prices shall be quoted in Indian Rupees only.  
  

5. Conformity of Goods: Bidder shall furnish, documentary evidence that the Goods conform to 
the technical specifications and standards, as relevant for example catalogue, warranty/ 
guarantee etc. of the manufacturer.  
In case the bidder has quoted any other brand apart from as mentioned in the list of goods, the 
bidder needs to submit the relevant documents for the OEM of quoted brand as per Annexure-1. 
The credentials of the OEM will be evaluated as per the criteria mentioned as per Annexure-1. 
Based on the evaluation of the details and documents enclosed in the technical bid, the technical 
bid will be determined to be as technically responsive or non-responsive.        

  
6. Qualification of the Bidder:  

 
(a) Bidder should have supplied goods of similar type or machineries for not less than a 
value as mentioned below in any State or Central Government Organizations/ PSUs/ 
Universities/Colleges/Industries in multiple orders during last three years.  
 

Sr.no Name of the Package Trades Threshold  

1. PACKAGE NO 1 Electrician INR 34.0 Lakhs 

2. PACKAGE NO 2 Electronic Mechanic  INR 1.0 Lakhs 

3. PACKAGE NO 3 
Mechanic Consumer 

Electronics 
INR 1.0 Lakhs 

4. PACKAGE NO 4 ICTSM INR 3.0 Lakhs 

 
Copy of bills/invoices for similar items by the bidder shall be submitted as a proof of 
Supply/Sale of goods. The documents enclosed for determining the qualifications should 
clearly indicate the amount of order completed. 
(b) Supplies for any particular item in different packages (if multiple packages quoted)   should 
be from one manufacturer only. Quotations offering supplies from different manufacturers for 
the same item in different packages will be treated as non-responsive.  

     
7. Validity of Quotation:  Quotation shall remain valid for a period not less than 90 days after the 

deadline date specified for submission.  
  

8. Signing of Quotations: The name and position held by each person signing the quotation and 
related documents must be typed or printed below the signature.  

  
9. Quotation Submission: The Letter of Quotation shall be filled, signed and scanned copies shall 

be uploaded along with the Price Schedules that shall be furnished using the Forms available 
online without any alterations. All blank spaces shall be filled in with the information requested. 
Scanned copies of all other documents shall also be uploaded on this website.   

  
10. Online Opening and Evaluation of Quotations: The Quotations will be opened online on the 

specified date and time. This can also be viewed by the bidders online, and electronic summary 
of quotation opening will be generated and uploaded online.  
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(a) The Purchaser shall examine the quotation to determine whether the quotation (a) has 

been properly signed (Clause 8); b) meets the eligibility criteria (Clause 1); (c) conforms 
to all terms, conditions, technical specifications, warranty/guarantee etc.; and (d) the 
bidder has accepted the delivery schedule.  

  
(b) Only Quotations that are substantially responsive to the RFQ document, and meet all 

Qualification Criteria shall qualify.   
  
(c) The evaluation shall be based on the total price of Goods at project site including GST 

and any other taxes, which will be payable on the finished goods at the time of invoicing.  
  

11. Clarification on the Bids:-To assist in the examination, evaluation, comparison of the bids and 
post-qualification of the Bidders, the Purchaser may, at its discretion, ask any Bidder for a 
clarification of its Bid. Any clarification submitted by a Bidder in respect to its Bid, that is not 
in response to a request by the Purchaser shall not be considered.  The Purchaser’s request for 
clarification and the response shall be in writing. No change, including any voluntary increase 
or decrease, in the prices or substance of the Bid shall be sought, offered, or permitted, except to 
confirm the correction of arithmetic errors discovered by the Purchaser in the Evaluation of the 
bids. 

12. Warranty Obligations of the Bidder & Performance Warranty:  
 

The bidder shall furnish a performance security (as per the format Specified in Annexure-3) 
amounting to 10% of the order value (inclusive of GST) valid up to one month after the 
completion of the warranty period ,  within in 15 days of the notification of award to the bidder. 
Failure of the bidder to submit the required performance security with in the stipulated time may 
lead to debarment of the bidder to participate in the future assignments under the project.   
 

The Purchaser shall give notice to the Supplier stating the nature of any such defects together 
with all available evidence thereof, promptly following the discovery thereof. The Purchaser 
shall afford all reasonable opportunity for the Supplier to inspect such defects. Upon receipt of 
such notice, the Supplier shall, within the Fifteen (15) calendar days, expeditiously repair or 
replace the defective Goods or parts thereof, at no cost to the Purchaser. If having been notified, 
the Supplier fails to remedy the defect within the period, the Purchaser may proceed to take 
remedial action as may be necessary, at the supplier’s risk and expense. 

13.  
 

14. Award of contract: The Purchaser will award the contract to the bidder whose quotation has 
been determined to be substantially responsive and who has offered the lowest evaluated 
quotation price.  

  
(a) Notwithstanding the above, the Purchaser reserves the right to accept or reject any 

quotations and to cancel the bidding process and reject all quotations at any time prior to 
the award of contract.  

  
(b) The bidder whose quotation is accepted will be notified of the award of contract by the 

Purchaser prior to expiration of the quotation validity period.  The terms of the accepted 
offer shall be incorporated in the supply order (sample form attached).   
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(c) 100% Payment shall be made immediately/or within 7 days after delivery of the goods. 
Payment of GST and other taxes payable for the goods at the time of invoicing, although 
already included in the total cost, will be at actuals or the rate/amount of these taxes 
specified in the supply order, whichever is lower.  
  

(d) Standard Manufactures commercial Warranty/Guarantee shall be 12 months from the date 
of delivery and acceptance 

 
(e) At the time of the issuance of the Purchase order, the Purchaser reserves the right to 

increase or decrease the quantity of Goods and Related Services originally specified in 
Schedule of Requirements, up to 15 %, and without any change in the unit prices or other 
terms and conditions of the bid and the RFQ Documents. 
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Quotation Forms 
 
 

 
All Quotations forms should be duly filled by the bidder for each package 
respectively, if applied for more than one packages. Technical Bids for the 
packages should be arranged sequentially clearly indicating the name of the 
package respectively and same shall be uploaded on the e-portal.  
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Letter of Quotation  
The Bidder must prepare the Letter of Quotation on stationery with its letterhead clearly showing the Bidder’s complete 
name and address. The italicized text is for Bidder’s guidance in preparing these forms and shall be deleted from the 
final products.  

  
RFQ No.: [insert identification]  

Package No.:[insert Package applied for] 

Our Reference: No.............................. Dated..........................  

  
To:    
(Purchaser’s name and address)  

Subject: Supply of................................................................................................... Sir,  

  
1. We, the undersigned, hereby submit our Quotation. In submitting our Quotation, we make the following declarations:  
  
(a) No reservations: We have examined and have no reservations to the RFQ Document;  
  
(b) Conformity: We offer to supply in conformity with the RFQ Document and in accordance with the Delivery 

Schedules specified in the Schedule of Requirements of the Goods;  
   

(c) Commissions, gratuities and fees: We have paid, or will pay the following commissions, gratuities, or fees with 
respect to the Bidding process or execution of the Contract: [insert complete name of each Recipient, its full address, 
the reason for which each commission or gratuity was paid and the amount and currency of each such commission 
or gratuity. If none has been paid or is to be paid, indicate “none.”]  
  

(d) Quotation Validity Period: Our Quotation shall be valid for the period of 90 days, from the deadline fixed for the 
Quotation submission;  

  
(e) Eligibility: We meet the eligibility requirements and have no conflict of interest, and we have not been temporarily 

suspended or debarred by the World Bank.   
  
(f) Fraud and Corruption: We hereby certify that we have taken steps to ensure that no person acting for us or on our 

behalf will engage in any type of corrupt, fraudulent, collusive, coercive, or obstructive practices. 
 

(g) Warranty Obligations: We hereby agrees to the warranty obligations as per clause 12 of Instruction to bidders.   

  
  
Yours faithfully,  
  
Authorized Signature  

Name & Title of Signatory _____________________________________________  

In the capacity of [insert legal capacity of person signing the Letter of Quotation]  

Name of Bidder _____________________________________________  

Address _____________________________________________  

Dated on ____________ day of __________________, _______ [insert date of signing]  



 

Clause by Clause Commentary on the Technical Specifications 
[To be entered and enclosed for all items]  

  
Sr.No Name of the Item Technical 

Specifications 
Quoted 

Make/ Model 
No 

Deviations if Any 

1. [Mention Name of 
items ]  

[Mention 
Specifications quoted 

by the Bidder] 

[Mention the 
Make and 

Model number] 

[Mention any 
deviations in the 
specifications] 

2. [Mention Name of 
items ]   

…………………. ……………… …………….. 

  
 
Note:- 
 

1) Specifications shall also be supported by other relevant literature and catalogues. 
2) Bidder should essentially mention the Make and Model in the above table, failure to which, the bid 

may be treated as non-responsive. 
3) The Bidder should quote the best industrial Grade brand for items whose makes are specified as 

‘Industrial Grade’. Spurious and non-industrial brands/makes will not be accepted.  
4) In case the bidder offers more than one approved make/brand for any item, then the purchaser has 

the right to choose/install any of the makes quoted in the technical bid.  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

Price Schedule (To be uploaded on E-portal)  
  

The Price Schedule Form (in Excel Format) is documented separately and can be downloaded 
from e-procurement portal http://uktenders.gov.in   
 

S
l. 
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U
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UNIT RATE  
EXW Price 
In Figures  

 
To be 

entered by 
the Bidder  

Rs.      P 
  

GST Amount In Figures 
To be entered by the 

Bidder  
Rs.      P 

(GST amount is to be 
entered for total quantities 

and not for unit/single 
Qty.) 

 

 TOTAL Taxes applicable       
of discounts, on goods at final 

Destination  
In Figures To be entered by 

the Bidder 
Rs.      P 

(Amount is to be entered for 
total quantities and not for 

unit/single Qty.) 

 
 

TOTAL AMOUNT  With 
Taxes 

 
Col 8 = (Col 3 * Col 5) + 

Col 6 + Col 7 

 
 

TOTAL AMOUNT 
In Words 

1 2 3 4 5 6 7 8 9 

 
 

 IMPORTANT NOTE FOR PREPARING FINANCIAL BID:- 
1) Price to be Quoted EXW (ex-works, ex-factory, ex-showroom, or off-the-shelf as applicable) 
2) Unit EXW Rate for each item is to be quoted in Col 5. 
3) Total Amount in Col 6 &7 is to be quoted for all quantities for each line item as per Col 2. 
4) Col 8 = (Col 3 * Col 5) + Col 6 + Col 7. 
5) Bidder should fill the entries with due diligence and check the overall total "Total in Figures". 
6) The Bidder should only fill in the entries for all the packages applied by the bidder. The bidder should not  
     entry the rates in the package , which is not applied by the bidder.    
7) Payment of GST and other taxes payable for the goods at the time of invoicing, although already included     
    in the total cost, will be at actuals or the rate/amount of these taxes specified in the supply order, whichever 
    is lower.  
8) Evaluation will be done for a complete package (for all items together). 
9) Bidder has to necessarily quote entries in Column 5, 6 &7 of the price schedule. If the bidder does not 
    Quote in any of the Column 5, 6 &7 of any line item in a package, same shall be considered to be as      
    ‘Zero’ and no clarification will be sought from the bidder in this regard.   

 
                 
  
 



 
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SCHEDULE OF REQUIREMENT 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 

PACKAGE No 1 : Electrician  
LIST OF GOODS & DELIVERY PERIOD  
[Bidder to enter the offered delivery period for the package applied] 

Line  
Item No.  

Description of Goods and 
Related Services  

Qty Physical 
unit  

Final
Destination

(Project 
site) 

Desired  Delivery
Period for 

completion of 
supply   

  

Bidder’s  
offered 
Delivery 
Period  

   

1 2  3 4 5 6  7 

1 
A C Energy Meter Induction 
type, 3 Phase 

18 Nos. 

 
 
 
 
 
 
 

AS PER 
THE 

DELIVERY 
SCHEDULE 

 
 
 
 
 

  
  
  
 
 
 
 
 
 
 
 
 
 

  
 WITH IN 30 
DAYS OF THE 
ISSUANCE OF 
THE 
PURCHASE 
ORDER 
 
 
 
 
 
 
 
 
 
 
 
 

   

 
 
 
 
 
 
 
 
 
 
 
 
 
[insert the 
number of  
days from 
the date of 
the 
Contract; 
The details 
should be 
entered by  
bidder]  

2 A C Energy Meter Single phase 
K.W.H meter Induction Type 

17 Nos. 

3 
A C Starters. AC Motors - 
Resistance type starter 

7 Nos. 

4 
A.C Volt Meter M I analog, 
portable box type housed in 
Bakelite case  

24 
Nos. 

5 
AC Ammeter M I, Analog 
portable box type housed in 
Bakelite case 

17 
Nos. 

6 Allen key Alloy Steel set 2 Nos. 

7 
Ammeter MC Analog portable 
box type housed in Bakelite case 
0-25A  

19 
Nos. 

8 
Ammeter MC Analog portable 
box type housed in Bakelite case 
0-5A 

19 
Nos. 

9 
Ammeter MC Analog portable 
housed in Bakelite case 0-500mA

18 Nos. 

10 Battery Charger 5 Nos. 

11 Bearing puller inside and outside 4 Nos. 

12 Bradawl 2 Nos. 

13 
Brake test arrangement with two 
spring balance Rating  

5 Nos. 

14 
Bus bar with brackets  (1  meter 
each) 

33 Nos. 

15 C- Clamp - 150 mm 4 Nos. 

16 C- Clamp - 200 mm 4 Nos. 

17 

Cables : Twisted Pair Non-
Metallic Sheathed Cable 
Underground Feeder Cable 
Ribbon Cable Metallic Sheathed 
Cable Multi-Conductor Cable 
Coaxial Cable Direct-Buried 
Cable   

11 

Nos. 

18 
Chisel firmer with wooden 
Handle  

2 Nos. 

19 
Contactor and auxiliary Contacts 
3 phase, 440 volts; AC-3, 32 A  

13 Nos. 



 

20 
Contactor and Auxiliary 
Contacts3 phase, 440 volts; 
AC-3, 16 A  

15 
Nos. 

21 Copper Bit Soldering Iron(65 W) 6 Nos. 

22 
Crimping tool 16 to 95 square 
mm 

19 Nos. 

23 Crimping tool Size: 250mm (L) 12 Nos. 

24 Current Transformer 8  

25 DC Power supply 11 Nos. 

26 DC Starter, 3-point 4 Nos. 

27 DC Starter,4-point 5 Nos. 

28 
DE metric spanner Double Ended 
(set) 

6 Nos. 

29 De-soldering gun 36 Nos. 

30 Digital Multimeter 86 Nos. 

31 Digital Wattmeter  22 Nos. 

32 Divider 150 mm spring type  16 Nos. 

33 Drill hand brace 24 Nos. 

34 Earth Electrode  11 Nos. 

35 Earth Plate  11 Nos. 

36 ELCB and RCCB  11 Nos. 

37 Electrician Helmet  22 Nos. 

38 File flat Bastard Size: 250mm 4 Nos. 
39 File flat Rough Size: 150mm 8 Nos. 
40 File flat Size: 200mm 31 Nos. 

41 File half round Size: 200mm 8 Nos. 

42 
File Rasp, half round Size: 
200mm 

12 Nos. 

43 File round Size: 200mm 4 Nos. 

44 Fire buckets 11 Nos. 

45 Fire Extinguisher CO2 10 Nos. 

46 Frequency Meter 9 Nos. 

47 Function Generator 5 Nos. 

48 
Gauge, wire imperial Stainless 
steel marked in SWG & mm 

13 Nos. 

49 Grease gun 1 Nos. 

50 Growler 2 Nos. 

51 Hacksaw frame (150mm) 6 Nos. 

52 Hacksaw frame (300 mm) 10 Nos. 

53 Hammer Extractor type 12 Nos. 

54 
Hammer, ball peen with handle 
0.5Kg 

8 Nos. 

55 Hand drill Machine 8 Nos. 

56 Hand Vice (Length: 50 mm) 4 Nos. 

57 Hydrometer 18 Nos. 



 

58 Inside calliper Size: 150 mm 10 Nos. 

59 Kilowatt Meter Analog  15 Nos. 

60 
Knife Switch DPDT fitted with 
fuse terminals 

18 Nos. 

61 
Knife Switch TPDT fitted with 
fuse terminals 

19 Nos. 

62 Laboratory type Induction coil 14 Nos. 

63 Limit Switch 10 Nos. 

64 Load Bank Lamp/ heater type 3 Nos. 

65 Luxmeter 19 Nos. 

66 Magnetic Flux Meter 12 Nos. 

67 Mallet hard wood 7 Nos. 

68 MCCB 11 Nos. 

69 Megger 9 Nos. 

70 
Milli Voltmeter centre zero 
analog, portable box type housed 
in Bakelite case 

12 
Nos. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

AS PER 
THE 

DELIVERY 
SCHEDULE 

 
 
 
 
 

  
  
  
 
 
 
 
 
 
 
 
 
 

  
 WITH IN 30 
DAYS OF THE 
ISSUANCE OF 
THE 
PURCHASE 
ORDER 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
[insert the 
number of  
days from 
the date of 
the 
Contract; 
The details 
should be 
entered by  
bidder]  

71 Miniature Breaker 13 Nos. 

72 
Ohm Meter Series type Portable 
box type 

15 Nos. 

73 
Ohm Meter Shunt Type Portable 
box type 

14 Nos. 

74 Oil can 9 Nos. 

75 Oil Testing Kit 4 Nos. 

76 Out Side Micrometer 12 Nos. 

77 Outside calliper 10 Nos. 

78 Phase Sequence Indicator  22 Nos. 

79 
Pin Type, shackle type, egg type 
& suspension type insulators 
including hardware fitting  

20 
Nos. 

80 
Pipe Vice Cast Iron with 
hardened jaw open type  

11 Nos. 

81 Plane, cutters 8 Nos. 

82 Plier, long nose Insulated  40 Nos. 

83 Pliers Flat nose Insulated  14 Nos. 

84 Pliers Round nose Insulated 14 Nos. 

85 Portable Electric Drill Machine  1 Nos. 

86 Potential Transformer 10 Nos. 

87 Power factor Meter Digital  20 Nos. 

88 
Pulley puller with 3 legs 
(150mm) 

1 Nos. 

89 
Pulley puller with 3 legs (300 
mm) 

1 Nos. 

90 
RCC Pole with accessories (MS 
angle iron, ‘C’ clamp, stay 
insulator etc.) and materials  

11 
Nos. 

91 Relays - Cut out 16      Nos. 



 

92 Relays - Reverse current 19 Nos.    

93 Relays - Under voltage 17 Nos. 
94 Relays – Over current 17 Nos. 

95 
Rheostat (Sliding Type) 0-25 

Ohm, 
2 

Nos.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

AS PER 
THE 

DELIVERY 
SCHEDULE 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 WITH IN 30 
DAYS OF THE 
ISSUANCE OF 
THE 
PURCHASE 
ORDER 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

[insert the 
number of  
days from 
the date of 

the 
Contract; 

The details 
should be 
entered by  

bidder] 

96 
Rheostat (Sliding Type) 0-300 

Ohm 
2 

Nos. 

97 
Rheostat (Sliding Type)0-10 

Ohm, 5 A 
2 

Nos. 

98 
Rheostat (Sliding Type)0-

10hm, 10 A, 
2 

Nos. 

99 Rotary Switch 14 Nos. 

100 Rubber mat  21 Nos. 

101 Safety Belt  22 Nos. 

102 
Single phase Transformer core 

type, air cooled 
14 

Nos. 

103 
Single Phase Variable Auto 

Transformer 
12 

Nos. 

104 Smoothing cutters 14 Nos. 

105 
Snip Straight and bent Heavy 

duty 
14 

Nos. 

106 Soft starter 1ph 11 Nos. 

107 Solar panel with Battery  10 Nos. 

108 
Soldering Iron (25 W, 65 W 

and 120 W) Set Of 2 No 
8 

Nos. 

109 
Spanner Adjustable drop 

forged ,SS 150 mm length 
5 

Nos. 

110 
Spanner Adjustable drop 

forged, SS 300 mm length 
12 

Nos. 

111 
Starters for 2 to 5 H.P. A.C 
Motors - Auto transformer 

type 
7 

Nos. 

112 
Starters for 2 to 5 H.P. AC 

Motors - Direct on-line starter
5 

Nos. 

113 
Starters for 2 to 5 H.P. AC 
Motors - Star Delta starter - 

manual,  
7 

Nos. 

114 
Starters for 2 to 5 H.P. AC 
Motors - Star Delta starter 

fully automatic 
8 

Nos. 

115 
Starters for 2 to 5 H.P. AC 
Motors - Star Delta starter 

semi-automatic  
6 

Nos. 

116 Table vice 19 Nos. 

117 Tachometer (Analog type) 5 Nos. 

118 
Tachometer (Sensor type 

Digital) 
7 

Nos. 



 

119 
Temperature controlled 

Soldering Iron (50 Watts) 
14 

Nos. 

120 Thermometer Digital  8 Nos. 

121 Tong Tester/ Clamp Meter 12 Nos. 

122 Try square 5 Nos. 

123 Tweezers 8 Nos. 

124 Voltage Stabilizer 3 Nos. 

125 
Wheatstone Bridge with 

Galvanometer and battery 
14 

Nos. 

126 Wire cutter and stripper 33 Nos. 
  Note:  

1. All details should be filled in by Purchaser except for Column 7.  
2. Delivery Period offered by the Bidder should be filled in Column 7 by the Bidder.   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

TECHNICAL SPECIFICATIONS 
PACKAGE No 1 : Electrician   

S.No
. 

Item Name Specification Approved Makes  

1 
A C Energy 
Meter Induction 
type, 3 Phase 

Induction type, 3 Phase, 4 wire, 15 Amp, 440 V AC, 50 Hz; 
Standard, Accuracy class-1; Wall mounted, ISI Certified 

Havells, HPL or 
Better 

2 

A C Energy 
Meter Single 
phase K.W.H 
meter Induction 
Type 

Single phase K.W.H meter Induction Type Energy meter; 10 Amp, 
240 VAC, 50 Hz; Accuracy class-1. Wall mounted; ISI Certified 

Havells, HPL or 
Better 

3 

A C Starters. 
AC Motors - 
Resistance type 
starter 

Starters for 2 to 5 H.P. AC Motors - Resistance type starter; Slip 
Ring motor Starter for 2-5 HP AC motor suitable for 415 VAC 50 
Hz supply 

Schnieder,ABB,L&
T,Legrand,Siemens 

or Better 

4 

A.C Volt Meter 
M I analog, 
portable box 
type housed in 
Bakelite case  

Multi range 75 V - 150V - 300V - 600V Analog type, Large Dial; 
Accuracy: ± 0.5% of full scale; Housed in ABS Plastic case, 
Portable laboratory type, knife edge, Pointer & Anti parallax 
mirror. ISI Certified 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 

5 

AC Ammeter M 
I, Analog 
portable box 
type housed in 
Bakelite case 

Moving Iron type- 0-500mA, 0-5A, 0-25 Amp; Box type, Analog 
Display, Large Dial; Accuracy: ±0 .5% of full scale; Housed in 
ABS Plastic case, Portable laboratory type, knife edge, Pointer & 
Anti parallax mirror. ISI Certified 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 

6 
Allen key Alloy 
Steel set 

Hex Allen Keys Set, (1.5 mm, 2mm, 2.5mm, 3mm, 4mm, 5mm, 
6mm, 8mm, 10mm, 11mm, 12 mm, 13mm, 14 mm), Material: 
Chrome-Vanadium, Hardened and tempered to 55-60HRC 

Unbrako,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC 

or Better 

7 

Ammeter MC 
Analog portable 
box type housed 
in Bakelite case 
0-25A  

0-25A, Box type, Analog, Large Dial; Accuracy: ± 0.5% of full 
scale; Housed in ABS Plastic case; Portable laboratory type, knife 
edge, Pointer & Anti parallax mirror 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 

8 

Ammeter MC 
Analog portable 
box type housed 
in Bakelite case 
0-5A 

0-5A, box type; Analog Type, Large Dial; Accuracy: ± 0.5% of 
full scale; Housed in a ABS Plastic case, Portable laboratory type, 
knife, Pointer & Anti parallax mirror. ISI Certified 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 

9 

Ammeter MC 
Analog portable 
housed in 
Bakelite case 0-
500mA 

0-500mA, box type; Analog Type, Large Dial; Accuracy: ± 1% of 
full scale; Housed in ABS Plastic case, Portable laboratory type, 
knife edge, Pointer & Anti parallax mirror. ISI Certified 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 



 

10 Battery Charger 

For use with Sealed batteries, Lead Acid Batteries and Automotive 
Batteries; Capacity: 0 - 6 - 9 - 12 - 24 - 48 VDC ± 10% ; Output 
Current: 30A ± 1 Amps Controlled; Control Mode: Constant 
Voltage and Current; Type of Control: Switching Mode; Protection 
against reverse polarity of Batteries; Automatic over current Limit; 
Over voltage, under Voltage 
and over current protection 

Powertron, Shivani 
or Better 

11 
Bearing puller 
inside and 
outside  

Bearing puller; Three legs having 200mm size; High tensile 
forging alloy (steel); Standard Quality, ISI Certified 

Ambitec, Stanley 
or Better 

12 Bradawl Bradawl with PVC Handle; Size 150mm x 6mm; square pointed 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

13 

Brake test 
arrangement 
with two spring 
balance Rating  

Brake test arrangement with two spring balance; Adjustable 0 to 
25 kg rating; Mounted on CI standing powder coated frame; With 
Large dial for reading 

GVD, Festo or 
Better 

14 
Bus bar with 
brackets  (1  
meter each) 

Bus bar with brackets for 1 Meters length; 25X5 mm size 
Aluminium and copper Bus bar with brackets 

Shiv 
Enterprises, Citizen
Metlloyas or Better 

15 
C- Clamp - 150 
mm 

C- Clamp - 150 mm; Drop forged steel; Powder coated; ISI 
Certified 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

16 
C- Clamp - 200 
mm 

C- Clamp - 200 mm; Drop forged steel; Powder coated; ISI 
Certified 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

17 

Cables : Twisted 
Pair Non-
Metallic 
Sheathed Cable 
Underground 
Feeder Cable 
Ribbon Cable 
Metallic 
Sheathed Cable 
Multi-Conductor 
Cable Coaxial 
Cable Direct-
Buried Cable   

Cables; Twisted Pair; Non-Metallic Sheathed Cable; Underground 
Feeder Cable; Ribbon Cable; Metallic Sheathed Cable; Multi-
Conductor Cable; Coaxial Cable; Direct-Buried Cable Assorted 
type (02 Nos, Each) 

Anchor, Havells or 
Better 

18 
Chisel firmer 
with wooden 
Handle  

Chisel for metal and masonry applications; Drop forged from high 
grade carbon steel. 
Hardened & tempered; Size: 6X200mm, ±10%; ISI Certified 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 



 

19 

Contactor and 
auxiliary 
Contacts 3 
phase, 440 volts; 
AC-3, 32 A  

Contactor and auxiliary contacts; (03 NO) 3 phase, 440 volts; AC-
3, 32 A with 2NO+ 2NC Add-on Block, 230 VAC coil voltage; ISI 
Certified 

C &S,Schnieder, 
ABB, L&T, 

Legrand, Siemens 
or Better 

20 

Contactor and 
Auxiliary 
Contacts3 phase, 
440 volts; 
AC-3, 16 A  

Contactor and auxiliary contacts; Four No (3 Power + 01 Aux 
contact); 3 phase, 440 volts; AC-3, 16 A with 2 NO+ 2NC Add-on 
Block; 230 VAC coil voltage; ISI Certified 

C &S,Schnieder, 
ABB, L&T, 

Legrand, Siemens 
or Better 

21 
Copper Bit 
Soldering 
Iron(65 W) 

Copper Bit Soldering Iron; Size: 0. 25 Kg; Soldering iron - 65 watt; 
Type: Non-temperature controlled; Wattage: 65W; Temperature: 
400° C; Cord length: 5 feet; Iron tip: MT1, conical, 0.125”; Peg 
hook for hanging the Soldering Iron 

Dayton, Eastman, 
Weller  or Better 

22 
Crimping tool 
16 to 95 square 
mm 

Crimping Tool; Non-ratcheting Crimper Tool with soft comfort 
grips; Made from hardened steel; Suitable for crimping insulated 
terminal16 to 95 square mm; ISI Marked 

Dowells 
Technotech, 

Pressmaster or 
Better 

23 
Crimping tool 
Size: 250mm 
(L) 

Crimping Tool: Size: 250mm (L), Material: Steel; Light weight, 
Self-adjustable ratchet with Release lever to abort crimp, suitable 
for insulated and non-insulated terminals and connectors, 5 
interchangeable jaws: Range: 1.5 to 16 sq. mm, Accessories: 
Slotted 
Screwdriver to change jaws, Soft nylon pouch 

Dowells 
Technotech, 

Pressmaster or 
Better 

24 
Current 
Transformer 

BPL Type; Type:415 V, 50 Hz; RATIO: 10/1, 20/1, 30/1, 50/5, 
100/5, 150/5 and 300/5A; Volt Ampere:   5 VA; CLASS: 1,5; 
Sturdy & Safe terminals for electrical connection (02 Nos, Each) 

Kycee, Rishabh or 
Better 

25 
DC Power 
supply 

DC Power Supply- 0 to 30 V, Table Top and Portable Type, Input 
Power Requirement: 230V, 50Hz, Output voltage Range:  0 to 
30V, (Dual),  with built-in 3 digit display of output voltage and 
current, high precision adjustable voltage regulator with knobs, 
Output Current: 0 to 3A, Regulated fixed 5V, 12V output 
connectors, Load Regulation: 0.05% (from no load to full load), 
Line Regulation: 0.1% (For input 230V AC ± 10%), Output 
Stability 0.1% (after warm up of 20 min), Digital meter:  DC 
Voltage & Current, Accuracy For Voltage: 0.5%  For Current: 
0.5%, Protection: Overload & Short circuit, User Manual & 
Maintenance Manual 

Advance Tech, 
HTC or Better 

26 
DC Starter, 3-
point 

3HP 250 VDC, For 2.5 KW DC Motor 
Super ITI tools, 
Lab Vision or 

Better 

27 
DC Starter,4-
point 

3HP 250 V DC For 2.5 KW DC Motor 
Super ITI tools, 
Lab Vision or 

Better 

28 
DE metric 
spanner Double 
Ended (set) 

DE metric spanner (set); 6X7, 8X9, 10X11, 12X13, 14X15, 16X17 
,16X18, 20X22, 21X23, 24X27, 25X27, 30X32; ISI Certified 

Multitech,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC 

or Better 



 

29 
De-soldering 
gun 

De-soldering Pump Electrical Heated 40W, Type: Manual Hot 
Solder Sucker De-Soldering Pump Tool, Operation: Hand 
operated; Body: PVC Moulded 250 mm, Non-Static Teflon 
Nozzle, Nozzle cleaning kit, One Spare Nozzle, Round Shaped 
non-slipping body for 
reduced slippage and easy rotation 

Dayton, Eastman, 
Weller  or Better 

30 
Digital 
Multimeter 

Digital Multimeter: 3 digits, 4000 count, Hand held, battery 
powered, auto ranging type,, Range of Measurement: DCV: 
400mV to 600V, ÀCV: 4 to 1000V, DCA: 400 mA to 20 A, ACA: 
100 mA to 20A,, Resistance: 400 to 40 Meg Ohms, Accuracy: +-
3% to +-5%,, Continuity Tester: Buzzer sound, Diode Test 
Facility,, Accessories: Test lead, Hand strap, Instruction manual. 
Drop shock proof meter, protective body cover, capacitance, dB, 
Li 
measurement 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 

31 
Digital 
Wattmeter  

1KW, suitable for Three Phase 4 Wire system; Aux Supply: 230 V 
AC; Input:1/5 Amp; Frequency: 50 Hz; Voltage: 230 V AC to 500 
Volt Max 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 

32 
Divider 150 mm 
spring type  

Divider; Size:150mm; Spring type; ISI Certified; Standard Quality 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

33 Drill hand brace 
Drill hand brace; Plastic handle with 280 mm sweep; 10 mm round 
chuck and 13mm 4-jaw chuck with 3-position ratchet 

Multitech,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC 

or Better 

34 Earth Electrode  
Earth Electrode Primary Electrode; 2100x28x3.25mm; Secondary 
Cu Strip 20x5mm 

Vidyut Industrial 
corporation, 

Mahavir Metal or 
Better 

35 Earth Plate  
Earth Plate Copper earth plate; 60cm X •60cm X 3.15mm; 60cm 
X 60cm X 6mm GI Plate (02Nos, Each) 

Vidyut Industrial 
corporation, 

Mahavir Metal or 
Better 

36 
ELCB and 
RCCB  

ELCB and RCCB; 25Amps, double pole, 30 mA 
Schnieder, ABB, 
L&T, Legrand, 

Siemens or Better 

37 
Electrician 
Helmet  

Electrician Helmet Yellow Colour; As per IS standard; ISI mark 
Safedot, Karan or 

Better 

38 
File flat Bastard 
Size: 250mm 

File flat rough: Size: 250mm; Type - Smooth cut; Material: High 
carbon steel; Handle Material: wooden/PVC(Non Slip) 

JK , Kristeel, 
Miranda  or Better 

39 
File flat Rough 
Size: 150mm 

File flat rough: Size: 150mm; Type - Smooth cut; Material: High 
carbon steel; Handle Material: wooden/PVC(Non Slip) 

JK , Kristeel, 
Miranda  or Better 

40 
File flat Size: 
200mm 

File flat: Size: 200mm; Type - Smooth cut; Material: High carbon 
steel; Handle  Material:wooden/PVC(Non Slip) 

JK , Kristeel, 
Miranda  or Better 



 

41 
File half round 
Size: 200mm 

File Half Round, Rough: Size-200 mm, Type: File half round, 
bastard cut type, Material: High Carbon Steel wooden /PVC(Non 
Slip)handle 

JK , Kristeel, 
Miranda  or Better 

42 
File Rasp, half 
round Size: 
200mm 

Flat Wood rasp; Cut Type: Bastard; Size: 200mm; Material:  high 
carbon steel, Handle Material –Wooden/PVC(Non Slip) 

JK , Kristeel, 
Miranda  or Better 

43 
File round Size: 
200mm 

File round bastard:  Size- Minimum 200 mm. Material: High 
Carbon Steel, Handle Material – Wooden/PVC(Non Slip) 

JK , Kristeel, 
Miranda  or Better 

44 Fire buckets 
10 Liters capacity bucket made out of heavy-duty G.I. of gauge 18 
to 20 SWG Material: Iron Fire Bucket 4 nos. Stand having Hanging 
Capacity for 4 Buckets 

mlabs, Safety Zone 
or Better 

45 
Fire 
Extinguisher 
CO2 

CO2 type Fire Extinguisher 2KG, Wall Mounted with all necessary 
attachments and fixing accessories, ISI Certified 

Safe Zone, 
National Fire or 

Better 

46 
Frequency 
Meter 

Type: Digital Frequency Meter; Input Voltage: 110 to 240V AC; 
Range: 40 to 90 Hertz; Display: LED display 

Rishabh,HTC, 
Fluke, Meco, 

Sanwa, Mastech or 
Better 

47 
Function 
Generator 

Function Generator; 220 V, 50 Hz, Single Phase; Waveform 
Generation: Sine, Square, Triangular, saw tooth; Frequencies: 
From 0.2 Hz (i.e. 5S) to 1MHz (i.e. 1uS); Outputs to Drive 50/75 
Ohm Terminations; 3 Digit Digital Indication for Frequency & 
Amplitude; 10 Volts Peak to Peak Output; User Manual & 
Maintenance Manual 

APLAB, 
Tektronics or 

Better 

48 

Gauge, wire 
imperial 
Stainless steel 
marked in SWG 
& mm 

Gauge, wire imperial made from stainless steel marked in SWG & 
mm; Size: (0 to 36 swg); ISI Certified 

Kristeel, Hindustan 
Tools or Better 

49 Grease gun 
Grease Gun, Heavy duty MS body Grease gun with good spring 
lever, Grease capacity 0.5 L, Standard Quality 

Elgi, Eastman or 
Better 

50 Growler 
Growler External type, 230 V, 50 Hz, Single Phase, Adjustable 
jaws, Testing armature with ampere meter and testing probes. 

Industrial Grade   

51 
Hacksaw frame 
(150mm) 

Hacksaw frame 150 mm; fixed Standard; ISI Certified 
Ambika, Ambitec 

or Better 

52 
Hacksaw frame 
(300 mm) 

Adjustable Hacksaw Frame: Size: 300 mm; Material:  FRAME 
Tubular chrome plated with large comfortable wooden handle 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

53 
Hammer 
Extractor type 

Hammer extractor type 250 gram; Drop Forged Carbon Hardened; 
Tempered with Wood Handle; ISI Certified 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

54 
Hammer, ball 
peen with 
handle 0.5Kg 

Hammer, Ball peen with handle 0.5Kg.; Material: Drop forged, 
made of iron; Weight: 0.5 kg; Handle: Hard Wood; ISI Marked 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 



 

55 
Hand drill 
Machine 

Hand -operated drill machine; 0-6mm capacity; Maximum drilling 
Diameter - 6 mm; With Gear & Pinion arrangement; Rated power 
500 Watt, Warranty: 1-year 

Bosch, Black & 
Decker, 

KTC,Stanley or 
Better 

56 
Hand Vice 
(Length: 50 
mm) 

Hand Vice: Size: Total Length: 50 mm, Jaw width: 50 mm, Jaw 
opening: 30 mm, Material: Forged steel, Spring loaded, Rustproof 
Steel screw and wing nut. 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

57 Hydrometer Hydrometer; Glass type Standard; ISI Certified 

H.L. Scientific 
Industries, Shreeji 

Instruments or 
Better 

58 
Inside calliper 
Size: 150 mm 

Inside callipers; Size: 150 mm; ISI Certified; Standard Quality 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

59 
Kilowatt Meter 
Analog  

0-1.5-3KW, pressure coil rating- 240v/440v; current rating-
5A/10A Analog Display; Large Dial; Accuracy: ±0 .5% of full 
scale; Portable laboratory type, knife edge, Pointer & Anti parallax 
mirror. ISI Certified 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 

60 

Knife Switch 
DPDT fitted 
with fuse 
terminals 

Knife Switch DPDT fitted with fuse; DPDT, 16 A, 440 V AC; ISI 
Certified 

Samko, Flower or 
Better 

61 

Knife Switch 
TPDT fitted 
with fuse 
terminals 

Knife Switch TPDT fitted with fuse; TPDT, 16 A, 415 V AC; ISI 
Certified 

Samko, Flower or 
Better 

62 
Laboratory type 
Induction coil 

Laboratory type Induction coil 100watt: It should be work as a 
electrical transformer to produce high-voltage pulses from a low-
voltage direct current (DC) supply 

Amar 
Scientific, ITI 

Machinery 
and tools or Better 

63 Limit Switch 
Limit switch; 5amp; Lever Operated type with 1NO+1NC 
Contacts, 2Amp, 500V 

C&S,Schnieder, 
ABB, L&T, 

Legrand, Siemens 
or Better 

64 
Load Bank 
Lamp/ heater 
type 

Load bank 6kW; Three Phase 440 VAC; 6 KW heater /Lamp load 
Housed in Metal Sheet Cubical, with suitable control Switch; 
Cooling fan, Industrial Switches for control with necessary 
protection and Digital power display meter 

SUPER ITI 
TOOLS, National 
Resistor or Better 

65 Luxmeter 

Lux meter (to measure light): Range up to 0.05 – 7000 lumens, 
Resolution- 1 Lux/0.1Fc, 
Features: Digital Display, one button to switch LUX/FC unit 
selection, Data hold to freeze reading on the digital display, Show 
high and low readings, Auto power off, Automatic data recording. 
Low battery indication includes protective sensor cap. Battery 
included 

Mextech,HTC, 
Fluke, Meco, 

Sanwa, Mastech or 
Better 



 

66 
Magnetic Flux 
Meter 

Type: Digital Flux Meter; Measuring range: 0-500Tesla with 
protection; Indication: 3 ½ digit panel meter; Laboratory type; 
Accuracy: ± 0.5 % of full scale; Power Source: 240 V, 50 Hz; 
Power Cord: 5 meters; Table top type with Sturdy body 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 

67 
Mallet hard 
wood 

Wooden Mallet 500 gm: Size: 50mm X 40mm Face X 90mm (L), 
Handle Length: 250mm, Material: Chipping Free smooth, Hard 
wood 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

68 MCCB MCCB; 100Amps, Triple pole 
Schnieder, ABB, 
L&T, Legrand, 

Siemens or Better 

69 Megger 

Megger : Type: Insulation Tester / Megger, Analog, Type of 
Operation: Rotating Handel, 0– 1000 (Infinity) Mega Ohms, 
Testing Voltage: 500V DC, Accuracy: ± 5% of Indicated value, 
Accessories: Test Leads with one set of spares, Carrying Case, 
Operation Manual, Table top type 

Motwane, Sanwa 
or Better 

70 

Milli Voltmeter 
centre zero 
analog, portable 
box type housed 
in Bakelite case 

100- 0-100mV, box type, Analog Type, Large Dial; Accuracy: ± 
1% of full scale; Housed in a ABS Plastic case, Portable laboratory 
type, knife edge, Pointer & Anti parallax mirror. ISI Certified 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better 

71 
Miniature 
Breaker 

Miniature Breaker; 16 Amp Four Pole; 10KA B series; Miniature 
Circuit Breaker 16 Amp, SP, DP, TP, TPN, B types, 10 KA; ISI 
Certified (04 Nos, Each) 

Havells,Schnieder, 
ABB, L&T, 

Legrand, Siemens 
or Better 

72 

Ohm Meter 
Series type 
Portable box 
type 

Ohm Meter Series type Portable box type; Type-Portable; Display: 
Analog; Zero error correction; Measuring range: 0 to 2000 ohms ± 
20%; Accuracy: ± 1% of the displayed value; Power source: 
Battery operated 

Motwane, Nesler or 
Better 

73 

Ohm Meter 
Shunt Type 
Portable box 
type 

Type: Portable; Display: Analog, zero error correction; Measuring 
range: 0 to 2000 ohms ± 20%; Accuracy: ± 1% of the displayed 
value; Power source: Battery Operated 

Motwane, Nesler or 
Better 

74 Oil can 
Oil Can for Oiling - Car, Bike and Machines. Oil can with nozzle 
pressure feed 500 mg. Minimum Capacity: 250ml, Material: High 
carbon steel & Flexible Nozzle in Steel and Chrome Plated 

Eastman, Stanley 
or Better 

75 Oil Testing Kit 

Transformer oil testing kit: Supply:230V ± 10%, 50Hz ±10%; 
Output Voltage :60KV/80KV /100KV; Tripping Time <10ms; 
Protection: Safety Door & Zero start interlock & Overload 
protection 
Display: Digital Type with all Accessories and annexure: Test cell 
with electrodes; Go-No-Go Gauge; User manual ; Calibration 
Certificate as per IS 

Minimac systems, - 
or Better 

76 
Out Side 
Micrometer 

Outside Micrometre; Measuring range: Up to 25mm; Least 
count:0.01mm; Equipped with Rachet Stop for Constant 
measuring force; Baked enamel finishing frame; Carbide 
measuring anvils 

Mitutoyo, 
Aerospace, 

Miranda, Baker 
Dial, Insize or 

Better 



 

77 Outside calliper 
Outside callipers; 150 mm size standard; ISI Certified; Standard 
Quality 

KTC, 
Eastman,Mitutoyo, 

Aerospace, 
Miranda, Baker 
Dial, Insize or 

Better 

78 
Phase Sequence 
Indicator  

Phase Sequence Meter; Rotating disc type 3 Phase, 415 V AC; 
Size:96X96mm; It must have Connecting cable with Crocodile 
connector 

ME, Meco or 
Better 

79 

Pin Type, 
shackle type, 
egg type & 
suspension type 
insulators 
including 
hardware fitting  

Set of Pin Type, shackle type, egg type & suspension type 
insulators including hardware fitting for 11 KV Voltage 

Eastern Hardware 
& Marine 

Engineering, 
Insulator Electrical 

or Better 

80 

Pipe Vice Cast 
Iron with 
hardened jaw 
open type  

Pipe Vice Cast Iron with hardened jaw open type; 100 mm 
diameter pipe high tensile forging alloy (steel); ISI Certified 

Ambitec, Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC 

or Better 

81 Plane, cutters 
Plane, Smoothing cutters; Size: 50 mmX200mm; Blade width 50 
mm; Cutter adjusts for depth and alignment; Made from Hardened, 
tempered steel 

Multitech,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC 

or Better 

82 
Plier, long nose 
Insulated  

Pliers long nose; Size: 150 mm; High carbon steel induction 
hardened 55 hrc. with wire cutter and with PVC insulation handle; 
ISI Certified 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

83 
Pliers Flat nose 
Insulated  

Pliers Flat nose; Size: 200 mm; High carbon steel induction 
hardened 55 hrc. with wire cutter and PVC insulation handle; ISI 
Certified 

Multitech,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC 

or Better 

84 
Pliers Round 
nose Insulated 

Pliers Round nose; Size:100 mm; High carbon steel induction 
hardened 55 hrc. with wire cutter and with PVC insulation handle; 
ISI Certified 

Multitech,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC 

or Better 

85 
Portable Electric 
Drill Machine  

Hand Drill Machine Electric with Hammer action: Compact and 
Powerful impact Portable Hand drill machine, Capacity: Chuck 
capacity:0-12 mm, Rated power 650 Watt. Warranty: 1-year 

Bosch, Black & 
Decker, 

KTC,Stanley or 
Better 

86 
Potential 
Transformer 

415 V, 50 Hz; PT ratio 400/110 V; 100VA 
SUPER ITI 

TOOLS, Anjani or 
Better 



 

87 
Power factor 
Meter Digital  

Hand held type; Should be usable in single-phase and balanced 
three-phase circuits; Rating: For Use between Voltage 220 V to 
440V; Operating frequency: 45 to 65 Hz; Scale: Lead 0-0.3 to 1.0 
to 0.3-0 lag (with phase angle scale); Effective Measurement 
Range: Lead 0.5 to 1.0 to 0.5 lag; Operating position: Horizontal; 
Carrying Case; Moulded case for non – slipping operation. 

 Rishabh,HTC, 
Fluke, Meco, 

Sanwa, Mastech or 
Better 

88 
Pulley puller 
with 3 legs 
(150mm) 

Pulley puller Three legs having 150 mm size; High tensile drop 
forged alloy (steel) and Standard Quality; ISI Certified 

Ambitec, Stanley 
or Better 

89 
Pulley puller 
with 3 legs (300 
mm) 

Pulley puller; Three legs having 300 mm size; high tensile drop 
forged alloy (steel); Standard Quality, ISI Certified 

Ambitec, Stanley 
or Better 

90 

RCC Pole with 
accessories (MS 
angle iron, ‘C’ 
clamp, stay 
insulator etc.) 
and materials  

RCC Pole with accessories (MS angle iron, ‘C’ clamp, stay 
insulator etc.) Size:  6Mtrs length Standard quality 

SB Electrical, 
Maruthi or Better 

91 Relays - Cut out Relay Cut out 440 V, 16 Amp 
L&T, GE,Minilec 

or Better 

92 
Relays - Reverse 
current 

Relay Cut out 440 V, 16 Amp 
L&T, GE,Minilec 

or Better 

93 
Relays - Under 
voltage 

Relays - Under/ Over voltage 360V-440V; Electronic for three 
phase System 415 V AC; With Two potential free change over 
Output contact; 5 Amp, Aux; Supply: 230 V AC; Under Voltage:  
75 - 95% [Variable] of set value; Over Voltage:  105 - 120% 
[Variable] of set value with settable Time 

L&T, GE,Minilec 
or Better 

94 
Relays – Over 
current 

Relay- Over current 16 Amp, 440V; Electronic for three phases 
with one potential free change over output contact; 5 Amp, Aux, 
supply- 230 V AC; Settable Trip Time Delay 1-10 Sec, with auto 
reset 

L&T, GE,Minilec 
or Better 

95 
Rheostat 
(Sliding Type) 
0-25 Ohm, 

Rheostat; 0-25 Ohm, 2 A, Variable; Phosphor Bronze Sliding 
Contacts; Manual Hand Sliding, Single tube Type 

Ohmite, Piher or 
Better 

96 
Rheostat 
(Sliding Type) 
0-300 Ohm 

Rheostat; 0-300 Ohm, 2 A, Variable; Phosphor Bronze Sliding 
Contacts; Manual Hand Sliding; Single tube Type 

Ohmite, Piher or 
Better 

97 
Rheostat 
(Sliding Type)0-
10 Ohm, 5 A 

Rheostat; 0-10 Ohm, 5 A, Variable; Phosphor Bronze Sliding 
Contacts; Manual Hand Sliding; Single tube Type 

Ohmite, Piher or 
Better 

98 
Rheostat 
(Sliding Type)0-
10hm, 10 A, 

Rheostat; 0-10hm, 10 A, Variable; Phosphor Bronze Sliding 
Contacts; Manual Hand Sliding; Single tube Type 

Ohmite, Piher or 
Better 

99 Rotary Switch Rotary switch 16 Amp, 440V; 3 pole 2way, Center off Position 
Techmech, Havells 

or Better 

100 Rubber mat  Rubber mat; 2’ x 4’ x 1” As per IS; Standard: ISI mark 
Safevolt, 

Duratuf, Voltmat or 
Better 

101 Safety Belt  Safety Belt; With provision for keeping tools as per IS and standard 
Safedot, Prima or 

Better 



 

102 

Single phase 
Transformer 
core type, air 
cooled 

Transformer single phase; Cooling: Air Natural; Step down 
Transformer 
Rating: 1KVA, 240/ 415V AC, 50 Hz, The unit must be fitted in 
MS Box 20 SWG with side ventilation; Top of the box will be of 
6mm; Bakelite sheet and the terminals of primary & secondary will 
be brought out with Bakelite banana type terminals with proper 
marking 

Jyoti Transformer, 
Procon Control or 

Better 

103 
Single Phase 
Variable Auto 
Transformer 

Variable Auto Transformer; Rating: Input 220- 240V A.C. 
50/60Hz. single phase; The output voltage: Variable smoothly over 
0    to 270 V (at least 10% higher than the supply voltage); Type of 
Control: Manually Variable; Current Rating: 8 Amps (Minimum); 
Table top; Sturdy Body; Sturdy Control for Varying the output; 
Sturdy & Safe input & output 
Terminals 

Crown, Variac or 
Better 

104 
Smoothing 
cutters 

Smoothing cutters; Size: 50 mmX200mm 

Multitech,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC 

or Better 

105 
Snip Straight 
and bent Heavy 
duty 

Snip Straight and bent Heavy duty; set of two Size: 250 mm 
(Aviation Tin cutter with spring); Made of stainless steel with PVC 
Handle 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

106 Soft starter 1ph 

Soft starter, 8 Amp, 230 VAC, 50 Hz, with programmable Digital 
I/O s and Analog I/Os with Settable start timing and ramp timing 
with local and remote-control operation mounted on steel sheet 
enclosure thickness not less than 2 mm; Powder coating corrosion 
resistive paint, Panel equipped with all necessary protection, 
Details of hardware and accessories: Operating Manual for the set-
up; Circuit schematic for the panel wiring; Component layout 
diagram of the panel board; One spare set of suitable current 
capacity cables and probes for interconnections required on the 
panel 
board; One set of spare fuses 

ABB, Allen 
Bradley or Better 

107 
Solar panel with 
Battery  

Solar panel with Battery for 18 Watt Light with 2Hrs. Backup 
Super ITI tools, 

Jyptitech or Better 



 

108 

Soldering Iron 
(25 W, 65 W 
and 120 W) Set 
Of 2 No 

Set of 2 nos. 25W Soldering Iron; Copper Bit Soldering Iron, 
soldering iron - Type: Non- temperature controlled, Wattage: 25W, 
Temperature: 400° C, Cord length: 5 feet, Peg hook for hanging 
the Soldering Iron @80/- per pcSet of 2 nos. 65 W Soldering Iron: 
Copper Bit Soldering Iron; Size: 0. 25 Kg; Soldering iron - 65 watt; 
Type: Non-temperature controlled; Wattage: 65W; Temperature: 
400° C; Cord length: 5 feet; Iron tip: MT1, conical, 0.125”; Peg 
hook for hanging the Soldering Iron@500/- per Pc. Set of 2 nos. 
120 W soldering Iron: Copper Bit Soldering Iron; Size: 0. 25 Kg; 
Soldering iron - 65 watt; Type: Non-temperature controlled; 
Wattage: 65W; Temperature: 400° C; Cord length: 5 feet; Iron tip: 
MT1, conical, 0.125”; Peg hook for hanging the Soldering 
Iron@650/- per Pc 

Dayton, Eastman, 
Weller  or Better 

109 

Spanner 
Adjustable drop 
forged ,SS 150 
mm length 

Spanner Adjustable spanner 150 mm length; Jaw opening size 
25mm Approximate; ISI Certified, Spanner Adjustable spanner 
300 mm length; Jaw opening size 25mm Approximate; ISI 
Certified 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

110 

Spanner 
Adjustable drop 
forged, SS 300 
mm length 

Spanner Adjustable, spanner 300 mm length; Jaw opening size 
25mm Approximate; ISI Certified 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

111 

Starters for 2 to 
5 H.P. A.C 
Motors - Auto 
transformer type 

Starters for 2 to 5 H.P. A.C Motors - Auto transformer type Auto 
Transformer Starter for 2-5 HP Motors 415 VAC, 50 HZ with 
suitable protection, Over current and Short circuit Protection. 

Havells,Schnieder, 
ABB, L&T, 

Legrand, Siemens 
or Better 

112 

Starters for 2 to 
5 H.P. AC 
Motors - Direct 
on-line starter 

Starters for 2 to 5 H.P. AC Motors - Direct online starter Industrial 
DOL starter for 2-5 HP Motor 415 VAC, 50 Hz, with over Load 
relay. 

Havells,Schnieder, 
ABB, L&T, 

Legrand, Siemens 
or Better 

113 

Starters for 2 to 
5 H.P. AC 
Motors - Star 
Delta starter - 
manual,  

Starters for 2 to 5 H.P. AC Motors - Star Delta starter - manual: 
Star Delta starter suitable for 2-5 HP motor 415 VAC, 50 Hz, 
supply with Manual control with Over Load protection. 

Havells,Schnieder, 
ABB, L&T, 

Legrand, Siemens 
or Better 

114 

Starters for 2 to 
5 H.P. AC 
Motors - Star 
Delta starter 
fully automatic 

Starters for 2 to 5 H.P. AC Motors - Star Delta starter - Automatic: 
Star Delta starter suitable for 2-5 HP motor 415 V AC, 50 Hz 
supply; Automatic control with Over Load protection. 

Havells,Schnieder, 
ABB, L&T, 

Legrand, Siemens 
or Better 

115 

Starters for 2 to 
5 H.P. AC 
Motors - Star 
Delta starter 
semi-automatic  

Starters for 2 to 5 H.P. AC Motors - Star Delta starter - semi 
automatic: Star Delta starter suitable for 2-5 HP motor 415 VAC, 
50 Hz supply; Semiautomatic Control and with Over Load 
protection. 

Havells,Schnieder, 
ABB, L&T, 

Legrand, Siemens 
or Better 



 

116 Table vice 

Bench vice:  Material: Heavy Duty Grey Cast Iron Body, Screw 
and nut square thread with 3 mm pitch, with Polished Anvil 
60x60mm & Double Ribs, Jaw Width:  100 mm, opening: 100 mm, 
the hardened Carbon Steel Jaws Plates should be screw mounted 
on proper support and renewable/interchangeable. Each jaw plate 
is hardened as per ISI & Drawn Steel Handle dia. 20 mm with 
rivetted ball end dia. 25mm, blue color enameled body 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

117 
Tachometer 
(Analog type) 

Analog Type - 10000 RPM Range: 0 to 10,000 rpm, Graduation: 2 
rpm; Accuracy: +/- 0.5% With attachments: Measurement idler 
wheels – 2 Nos; Measurement touch tips – 2 Nos; Lengthening bar 
– 1 No.; User manual, Moulded Body, Anti-slippage body type 

Metrix, Fuji or 
Better 

118 
Tachometer 
(Sensor type 
Digital) 

Tachometer; Type: Sensor type Digital Tachometer, Hand Held; 
Measuring Range: 50 to 10,000 RPM; Resolution: 0.01 to 1 RPM; 
Power Source:  Battery; Display: Preferably LCD or LED Display; 
laser pointer, low battery indicator, and memory recall for the last 
displayed value 

Beetech, HTC or 
Better 

119 

Temperature 
controlled 
Soldering Iron 
(50 Watts) 

Soldering Iron; 50 watt 180-250 V; Range: 200 to 450 degree; 
Temperature display: LED display; Type: Set able Temperature 
controlled; Wattage: 50W ± 10%; Cord length: 5 feet 
± 10%; Peg hook for hanging the Soldering Iron; Firm Stand for 
placing the soldering iron during use with built in Sponge for Tip 
Cleaning; Moulded, soft-grip handle or PVC/Rubber grip handle; 
Round shaped handle; Stainless steel heater; Cord Strain relief 
Arrangement 

Dayton, Eastman, 
Weller  or Better 

120 
Thermometer 
Digital  

Thermometer digital with sensor; 0 to 100 deg. C Scale 
Omron, Hicks or 

Better 

121 
Tong Tester/ 
Clamp Meter 

Clamp Meter 0 -10A, Jaw opening diameter - cable of 50mm, 3¾ 
digit (4000 counts) LCD for accurate reading. 200 ohm– 200K 
ohm, Ac/Dc volt range 750 V; Overload protection on all ranges, 
Data-hold facility, Low battery indication, Auto power off, 
Accessories: Test 
leads, carrying case, manual, battery installed 

Mextec, HTC, 
Fluke, Meco, 

Sanwa, Mastech or 
Better 

122 Try square 

Blade Size:  150 mm long graduated in mm scale, MATERIAL - 
Blade & Stock made of Stainless steel. Made of finest quality 
ground Stainless steel with heavy thick stock; Blade is hardened 
and ground for straightness and parallelism Squares are accurate 
both inside and outside; Try square supplied in wooden box 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

123 Tweezers 
Stainless Steel hardened industrial Tweezers 150 mm, General 
purpose Straight pointed Tweezers Rust proof, Anti-magnetic 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 



 

124 
Voltage 
Stabilizer 

Voltage Stabilizer: Type: Automatic Voltage Stabilizer, Single 
Phase; Rating: 2500VA; Type of Control  Input voltage: 150 – 260 
volts Ac, 1-phase; Output Voltage: Stabilized 240-volt AC, 50 Hz; 
Output Regulation: Nominal ± 1% under 0 to 100% Load; 
Protection: Over-load Protection and Output Short circuit 
Protection 

V-Guard, APS or 
Better 

125 

Wheatstone 
Bridge with 
Galvanometer 
and battery 

Wheatstone Bridge The bridge should be fully portable with in 
sensitive galvanometer & dry battery, Measuring Range 1.000Ω to 
10.00MΩ ± 10% with range multi Pliers, Carrying Case and 
connecting leads. One galvanometer fitted inside the box with 
option of external or internal galvanometer with terminal, two 
press keys provided marked as initial & final. Two toggle switches 
are provided one for internal or external battery and other for direct 
or shunted sensitivity of galvanometer 

Asico, Amar or 
Better 

126 
Wire cutter and 
stripper 

Wire cutter and Striper: Size: 150 mm (L), Wire Gauge: 10 - 24 
AWG solid and 12 - 26 AWG stranded wire, capable of cutting and 
looping wire, Non-slip cushion-grip handle, Spring-loaded for self-
opening action, Induction hardened cutting edge, Laser- etched 
wire gauge markings, Material: Carbon steel 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

 
 



 

  



 

DELIVERY SCHEDULE (Item Wise) 
PACKAGE No 1 :  Electrician   

S.N
o. Item name  Total Barkot 

Ddn-
Boys Dugadda Har-V 

Kand
a 

Piran 
-

kaliyar
Tanak 
-pur 

1 A C Energy Meter Induction type, 3 Phase 18 2 7 2 2 2 2 1 

2 A C Energy Meter Single phase K.W.H meter Induction Type 17 2 7 2 2 1 2 1 

3 A C Starters. AC Motors - Resistance type starter 7 0 3 0 1 1 1 1 

4 A.C Volt Meter M I analog, portable box type housed in Bakelite case  24 3 7 6 3 0 3 2 

5 AC Ammeter M I, Analog portable box type housed in Bakelite case 17 2 6 2 2 2 2 1 

6 Allen key Alloy Steel set 2 1 0 0 0 0 1 0 

7 Ammeter MC Analog portable box type housed in Bakelite case 0-25A 19 2 6 4 2 2 2 1 

8 Ammeter MC Analog portable box type housed in Bakelite case 0-5A 19 2 6 4 2 2 2 1 

9 Ammeter MC Analog portable housed in Bakelite case 0-500mA 18 2 6 4 1 2 2 1 

10 Battery Charger 5 0 1 2 0 1 1 0 

11 Bearing puller inside and outside  4 0 0 0 1 1 1 1 

12 Bradawl 2 0 0 0 0 2 0 0 

13 Brake test arrangement with two spring balance Rating  5 0 4 0 0 0 0 1 

14 Bus bar with brackets  (1  meter each) 33 3 12 6 3 3 3 3 

15 C- Clamp - 150 mm 4 0 4 0 0 0 0 0 

16 C- Clamp - 200 mm 4 0 4 0 0 0 0 0 

17 

Cables : Twisted Pair Non-Metallic Sheathed Cable Underground 
Feeder Cable Ribbon Cable Metallic Sheathed Cable Multi-Conductor 
Cable Coaxial Cable Direct-Buried Cable   

11 1 4 2 1 1 1 1 

18 Chisel firmer with wooden Handle  2 0 0 0 0 2 0 0 

19 Contactor and auxiliary Contacts 3 phase, 440 volts; AC-3, 32 A  13 0 8 2 2 0 0 1 

20 
Contactor and Auxiliary Contacts3 phase, 440 volts; 
AC-3, 16 A  

15 2 6 4 2 0 0 1 

21 Copper Bit Soldering Iron(65 W) 6 0 4 0 0 2 0 0 

22 Crimping tool 16 to 95 square mm 19 1 8 4 2 2 2 0 

23 Crimping tool Size: 250mm (L) 12 1 8 0 0 1 2 0 

24 Current Transformer 8 1 1 2 0 1 2 1 

25 DC Power supply 11 0 6 2 0 0 2 1 

26 DC Starter, 3-point 4 0 3 0 0 0 1 0 

27 DC Starter,4-point 5 0 3 0 0 0 1 1 



 

28 DE metric spanner Double Ended (set) 6 0 0 4 0 2 0 0 

29 De-soldering gun 36 0 16 8 4 0 4 4 

30 Digital Multimeter 86 6 18 36 0 10 8 8 

31 Digital Wattmeter  22 2 8 4 2 2 2 2 

32 Divider 150 mm spring type  16 2 8 4 0 0 0 2 

33 Drill hand brace 24 0 16 0 0 4 4 0 

34 Earth Electrode  11 1 4 2 1 1 1 1 

35 Earth Plate  11 1 4 2 1 1 1 1 

36 ELCB and RCCB  11 1 4 2 1 1 1 1 

37 Electrician Helmet  22 2 8 4 2 2 2 2 

38 File flat Bastard Size: 250mm 4 0 0 0 0 4 0 0 

39 File flat Rough Size: 150mm 8 0 0 0 0 4 0 4 

40 File flat Size: 200mm 31 0 19 0 4 8 0 0 

41 File half round Size: 200mm 8 0 8 0 0 0 0 0 

42 File Rasp, half round Size: 200mm 12 1 6 0 0 1 4 0 

43 File round Size: 200mm 4 0 0 0 0 4 0 0 

44 Fire buckets 11 0 8 2 0 1 0 0 

45 Fire Extinguisher CO2 10 0 8 2 0 0 0 0 

46 Frequency Meter 9 1 3 2 0 1 1 1 

47 Function Generator 5 0 3 1 0 0 0 1 

48 Gauge, wire imperial Stainless steel marked in SWG & mm 13 2 0 4 2 2 2 1 

49 Grease gun 1 0 0 0 0 0 0 1 

50 Growler 2 0 2 0 0 0 0 0 

51 Hacksaw frame (150mm) 6 0 4 0 0 2 0 0 

52 Hacksaw frame (300 mm) 10 0 4 4 0 2 0 0 

53 Hammer Extractor type 12 0 12 0 0 0 0 0 

54 Hammer, ball peen with handle 0.5Kg 8 0 0 8 0 0 0 0 

55 Hand drill Machine 8 0 5 2 0 1 0 0 

56 Hand Vice (Length: 50 mm) 4 0 4 0 0 0 0 0 

57 Hydrometer 18 2 8 3 1 1 2 1 

58 Inside calliper Size: 150 mm 10 0 8 0 0 0 0 2 

59 Kilowatt Meter Analog  15 0 8 2 0 2 2 1 

60 Knife Switch DPDT fitted with fuse terminals 18 0 16 0 0 0 2 0 

61 Knife Switch TPDT fitted with fuse terminals 19 0 16 0 0 0 3 0 



 

62 Laboratory type Induction coil 14 1 7 2 1 1 1 1 

63 Limit Switch 10 0 4 2 1 2 0 1 

64 Load Bank Lamp/ heater type 3 0 1 0 0 1 1 0 

65 Luxmeter 19 2 7 4 1 1 2 2 

66 Magnetic Flux Meter 12 1 5 2 0 2 0 2 

67 Mallet hard wood 7 1 0 4 0 2 0 0 

68 MCCB 11 1 4 2 1 1 1 1 

69 Megger 9 1 0 3 2 0 2 1 

70 
Milli Voltmeter centre zero analog, portable box type housed in 
Bakelite case 

12 2 4 2 1 0 2 1 

71 Miniature Breaker 13 0 7 3 0 0 2 1 

72 Ohm Meter Series type Portable box type 15 2 8 0 1 0 2 2 

73 Ohm Meter Shunt Type Portable box type 14 2 8 0 1 0 1 2 

74 Oil can 9 0 5 2 0 0 1 1 

75 Oil Testing Kit 4 0 3 1 0 0 0 0 

76 Out Side Micrometer 12 1 5 2 0 2 2 0 

77 Outside calliper 10 0 8 0 0 0 0 2 

78 Phase Sequence Indicator  22 2 8 4 2 2 2 2 

79 
Pin Type, shackle type, egg type & suspension type insulators 
including hardware fitting  

20 2 8 4 0 2 2 2 

80 Pipe Vice Cast Iron with hardened jaw open type  11 2 0 4 0 2 2 1 

81 Plane, cutters 8 0 6 0 0 0 2 0 

82 Plier, long nose Insulated  40 4 16 8 4 4 4 0 

83 Pliers Flat nose Insulated  14 2 0 4 4 4 0 0 

84 Pliers Round nose Insulated 14 2 0 4 4 4 0 0 

85 Portable Electric Drill Machine  1 0 0 0 0 1 0 0 

86 Potential Transformer 10 2 2 2 0 1 2 1 

87 Power factor Meter Digital  20 2 7 4 2 2 2 1 

88 Pulley puller with 3 legs (150mm) 1 1 0 0 0 0 0 0 

89 Pulley puller with 3 legs (300 mm) 1 0 0 0 0 0 1 0 

90 
RCC Pole with accessories (MS angle iron, ‘C’ clamp, stay insulator 
etc.) and materials  

11 1 4 2 1 1 1 1 

91 Relays - Cut out 16 0 8 3 0 2 1 2 

92 Relays - Reverse current 19 2 8 4 0 2 1 2 

93 Relays - Under voltage 17 0 8 4 0 2 1 2 



 

94 Relays – Over current 17 0 8 4 0 2 1 2 

95 Rheostat (Sliding Type) 0-25 Ohm, 2 0 1 0 0 1 0 0 

96 Rheostat (Sliding Type) 0-300 Ohm 2 0 1 0 0 1 0 0 

97 Rheostat (Sliding Type)0-10 Ohm, 5 A 2 0 1 0 0 1 0 0 

98 Rheostat (Sliding Type)0-10hm, 10 A, 2 0 1 0 0 1 0 0 

99 Rotary Switch 14 0 6 2 1 2 1 2 

100 Rubber mat  21 2 8 4 2 2 2 1 

101 Safety Belt  22 2 8 4 2 2 2 2 

102 Single phase Transformer core type, air cooled 14 0 9 2 1 0 0 2 

103 Single Phase Variable Auto Transformer 12 1 5 3 0 2 0 1 

104 Smoothing cutters 14 0 8 4 0 0 2 0 

105 Snip Straight and bent Heavy duty 14 0 3 4 1 2 2 2 

106 Soft starter 1ph 11 1 4 2 1 1 1 1 

107 Solar panel with Battery  10 1 4 2 1 0 1 1 

108 Soldering Iron (25 W, 65 W and 120 W) Set Of 2 No 8 2 2 0 0 0 2 2 

109 Spanner Adjustable drop forged ,SS 150 mm length 5 0 3 2 0 0 0 0 

110 Spanner Adjustable drop forged, SS 300 mm length 12 2 4 4 0 0 2 0 

111 Starters for 2 to 5 H.P. A.C Motors - Auto transformer type 7 0 3 1 0 1 1 1 

112 Starters for 2 to 5 H.P. AC Motors - Direct on-line starter 5 0 3 0 0 1 0 1 

113 Starters for 2 to 5 H.P. AC Motors - Star Delta starter - manual,  7 0 3 2 0 1 0 1 

114 Starters for 2 to 5 H.P. AC Motors - Star Delta starter fully automatic 8 0 3 2 1 1 0 1 

115 Starters for 2 to 5 H.P. AC Motors - Star Delta starter semi-automatic  6 0 3 0 1 1 0 1 

116 Table vice 19 0 16 0 2 0 0 1 

117 Tachometer (Analog type) 5 0 2 0 1 1 0 1 

118 Tachometer (Sensor type Digital) 7 0 2 2 0 1 1 1 

119 Temperature controlled Soldering Iron (50 Watts) 14 2 2 4 0 2 2 2 

120 Thermometer Digital  8 1 3 0 1 1 1 1 

121 Tong Tester/ Clamp Meter 12 1 6 2 1 0 1 1 

122 Try square 5 0 2 0 0 0 3 0 

123 Tweezers 8 0 0 4 0 4 0 0 

124 Voltage Stabilizer 3 0 0 0 1 0 1 1 

125 Wheatstone Bridge with Galvanometer and battery 14 1 7 3 1 1 1 0 

126 Wire cutter and stripper 33 4 10 6 2 4 3 4 

  Grand Total 1537 102 644 283 90 161 140 117 



 

 



 

PACKAGE No 2 : Electronic Mechanic  
LIST OF GOODS & DELIVERY PERIOD  
[Bidder to enter the offered delivery period for the package applied] 

Line  
Item 
No.  

Description of Goods and 
Related Services  

Qty Physical 
unit  

Final
Destination

(Project 
site) 

Desired  Delivery
Period for 

completion of 
supply   

  

Bidder’s  
offered 
Delivery 
Period  

   

1 2  3 4 5 6  7 

1 Autotransformer 15 Amps 2 Nos. 

AS PER 
THE 

DELIVERY 
SCHEDULE

 

 WITH IN 30 
DAYS OF THE 
ISSUANCE OF 
THE PURCHASE 
ORDER 
 
 
 
 

 

[insert the 
number of  
days from 
the date of 
the 
Contract; 
The details 
should be 
entered by  
bidder] 
 

 

2 Clamp Meter  2 Nos. 

3 Fire buckets 2 Nos. 

4 Hammer Ball peen Weight: 0.5 kg 1 Nos. 

5 Milli Ammeter (AC) 2 Nos. 

6 Milli Ammeter (DC)  2 Nos. 

7 
Smart phones of different make 
(android/Windows) 

4 Nos. 

8 Tools Maker Vice-Hand Vice 1 

Nos 

  Note:  
3. All details should be filled in by Purchaser except for Column 7.  
4. Delivery Period offered by the Bidder should be filled in Column 7 by the Bidder.   

  



 

TECHNICAL SPECIFICATIONS 
PACKAGE No 2: Electronic Mechanic 

S.No. Item Name Specification Approved Makes 

1 
Autotransformer 15 
Amps 

Variable Auto Transformer, Rating: Input 220- 240V AC 
50Hz, The output voltage: Variable smoothly over 0 to 270 
V (at least 10% higher than the supply voltage), Type of 
Control: Manually Variable, Current Rating: 3 Amps 
(Minimum), fully covered body 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better  

2 Clamp Meter  

Clamp Meter 0 -10A, Jaw opening diameter - cable of 50mm, 
3¾ digit (4000 counts) LCD for accurate reading. 200 ohm– 
200K ohm, Ac/Dc volt range 750 V; Overload protection on 
all ranges, Data-hold facility, Low battery indication, Auto 
power off, Accessories: Test leads, carrying case, manual, 
battery installed 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better  

3 Fire buckets 

10 Liters capacity bucket made out of heavy-duty G.I. of 
gauge 18 to 20 SWG Material: Iron Fire Bucket 4 nos. Stand 
having Hanging Capacity for 4 Buckets  
 

mlabs, Safety Zone 
or Better  

4 
Hammer Ball peen 
Weight: 0.5 kg 

Hammer, Ball peen with handle 0.5Kg.; Material: Drop 
forged, made of iron; Weight: 0.5 kg; Handle: Hard Wood; 
ISI Marked 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 

5 Milli Ammeter (AC) 

Milli Ammeter (AC), Analog Display 0-200 mA, Large Dial, 
Accuracy: +- 1% of full scale, Portable laboratory type, 
ebonite/Bakelite Body, dial scale 150 mm with knife edge, 
Pointer & Anti parallax mirror with terminal connectors and 
probes 

Jainco,HTC or 
Better  

6 Milli Ammeter (DC)  

DC milli ammeter- Analog Display 0-500 mA, Large Dial, 
Accuracy: +- 1% of full scale, Portable laboratory type, 
ebonite/Bakelite Body, dial scale 150 mm with knife edge, 
Pointer & Anti parallax mirror 

Jainco,HTC or 
Better  

7 
Smart phones of 
different make 
(android/Windows) 

Smart phones of different make (android/Windows). 3 nos. 
1 Dual Sim, IOS operating system, 12 MP & 5MPFaceTime 
Camera with Flash, Proprietary OS 4.7 Inch Display, GPRS 
Supported, FM Radio, Dual Sim, Micro-SIM, GSM + 1 
Mini-SIM, Android  13 Megapixels Camera with Flash, 5 
Inch Display; 8 GB Internal Memory, 1 GB RAM, GSM 4G 
GSM; 13.0 Megapixels Camera with Flash Android; 5.0 Inch 
Display, 8 GB Internal Memory; 2 GB RAM, Single Sim, 
Micro-SIM, GSM, Windows phone withdrawn 

Lenevo,Samsung,O
ppo,Vivo or Better 

8 
Tools Maker Vice-
Hand Vice 

Hand Vice: Size: Total Length: 50 mm, Jaw width: 50 mm, 
Jaw opening: 30 mm, Material: Forged steel, Spring loaded, 
Rustproof Steel screw and wing nut. 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better 



 

DELIVERY SCHEDULE (Item Wise) 
PACKAGE No 2 :  Electronic Mechanic  
 

S.No. Item Name Total Pantnagar 
1 Autotransformer 15 Amps 2 2 
2 Clamp Meter  2 2 
3 Fire buckets 2 2 
4 Hammer Ball peen Weight: 0.5 kg 1 1 
5 Milli Ammeter (AC) 2 2 
6 Milli Ammeter (DC)  2 2 

7 
Smart phones of different make 
(Android/Windows) 

4 4 

8 Tools Maker Vice-Hand Vice 1 1 

 Grand Total 16 16 
 

 
 
 
 
 
 



 

PACKAGE No 3 : Mechanic Consumer Appliances   
LIST OF GOODS & DELIVERY PERIOD  
[Bidder to enter the offered delivery period for the package applied] 

Line  
Item 
No.  

Description of Goods and 
Related Services  

Qty Physical 
unit  

Final
Destination

(Project 
site) 

Desired  Delivery
Period for 

completion of 
supply   

  

Bidder’s  
offered 
Delivery 
Period  

   

1 2  3 4 5 6  7 

1 Autotransformer 2 Nos. 

AS PER 
THE 

DELIVERY 
SCHEDULE

 
 
 
 
 

  WITH IN 30 
DAYS OF THE 
ISSUANCE OF 
THE PURCHASE 
ORDER 
 
 
 

 
 
 
 

 

 
 
 
 
[insert the 
number of  
days from 
the date of 
the 
Contract; 
The details 
should be 
entered by  
bidder]  

2 Battery Charger 1 Nos. 

3 Bench Vice-125mm 1 Nos. 

4 Bench Vice-50mm 1 Nos. 

5 Centre conductor cleaner 1 Nos. 

6 Clamp meter 2 Nos. 

7 
DC regulated variable 
Programmable DC power supply 

2 Nos. 

8 Digital IC Trainer 3 Nos. 

9 Dimmer starter 2 Nos. 

10 Dual DC Regulated Power supply 4 Nos. 

11 
F - connector tool for RG 6/11 
cables 

1 Nos. 

12 
F – connector compression tool 
for RG 6/11 cables 

1 Nos. 

13 Fire Buckets 2 Nos. 

14 
Jacket stripper/ Coring tool for500 
series cable 

1 Nos. 

15 LED lighting system (SETS) 2 Nos. 

16 Milli Ammeter (AC) 2 Nos. 

17 Milli Ammeter (DC) 2 Nos. 

18 Precision set of screw drivers 2 Nos. 

19 Tweezers – Bend tip 2 Nos. 

20 
Universal drop trimmer for RG 
6/11 cables 

1 Nos. 

  Note:  
5. All details should be filled in by Purchaser except for Column 7.  
6. Delivery Period offered by the Bidder should be filled in Column 7 by the Bidder.   

  



 

TECHNICAL SPECIFICATIONS 
PACKAGE No 3: Mechanic Consumer Electronics  

S.no. Item Name Specification Approved Make  

1 Autotransformer 

Variable Auto Transformer, Rating: Input 220- 240V AC 50Hz, 
The output voltage: Variable smoothly over 0 to 270 V (at least 
10% higher than the supply voltage), Type of Control: Manually 
Variable, Current Rating: 15 Amps (Minimum), fully covered 
body 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better  

2 Battery Charger 

For use with Sealed batteries, Lead Acid Batteries and 
Automotive Batteries; Capacity: 0 – 6 – 9 – 12 – 24 – 48 VDC 
± 10% ; Output Current: 30A ± 1 Amps Controlled; Control 
Mode: Constant Voltage and Current; Type of Control: 
Switching Mode; Protection against reverse polarity of 
Batteries; Automatic over current Limit; Over voltage, under 
Voltage and over current protection 

Powertron,BOSCH   
or Better  

3 
Bench Vice-
125mm 

Bench vice:  Material: Heavy Duty Grey Cast Iron Body, Screw 
and nut square thread with 3 mm pitch, with Polished Anvil 
60x60mm & Double Ribs, Jaw Width:  125 mm, opening: 125 
mm, the hardened Carbon Steel Jaws Plates should be screw 
mounted on proper support and renewable/interchangeable. 
Each jaw plate is hardened as per ISI & Drawn Steel Handle dia. 
20 mm with rivetted ball end dia. 25mm, blue color enameled 
body 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better  

4 
Bench Vice-
50mm 

Hand Vice: Size: Total Length: 50 mm, Jaw width: 50 mm, Jaw 
opening: 30 mm, Material: Forged steel, Spring loaded, 
Rustproof Steel screw and wing nut. 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better  

5 
Centre conductor 
cleaner 

Centre conductor cleaner: Flat wedge type cleaners with plier 
operation. Hand held toughened tool steel with adjustable, 
replicable flat cleaners for removal of residual dielectric coating 
on the conductor without damaging the wire 

Lemco, Ripley  or 
Better 

6 Clamp meter 

Clamp Meter 0 -10A, Jaw opening diameter – cable of 50mm, 
3¾ digit (4000 counts) LCD for accurate reading. 200 ohm– 
200K ohm, Ac/Dc volt range 750 V; Overload protection on all 
ranges, Data-hold facility, Low battery indication, Auto power 
off, Accessories: Test leads, carrying case, manual, battery 
installed 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better  

7 

DC regulated 
variable 
Programmable 
DC power 
supply 

DC Power Supply- 0 to 30 V, Table Top and Portable Type, 
Input Power Requirement: 230V, 50Hz, Output voltage Range:  
0 to 30V, (Dual),  with built-in 3 digit display of output voltage 
and current, high precision adjustable voltage regulator with 
knobs, Output Current: 0 to 3A, Regulated fixed 5V, 12V output 
connectors, Load Regulation: 0.05% (from no load to full load), 
Line Regulation: 0.1% (For input 230V AC ± 10%), Output 
Stability 0.1% (after warm up of 20 min), Digital meter: DC 
Voltage & Current, Accuracy For Voltage: 0.5%  For Current: 
0.5%, Protection: Overload & 
Short circuit, User Manual & Maintenance Manual 

Advance Tech, 
HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better  



 

8 
Digital IC 
Trainer 

Digital IC Trainer Kit with wooden box, The Digital IC Trainer 
Model kit must cover following: Study of basic gates and 
verification of their truth tables (NOT, OR, AND, NOR, NAND, 
EX-OR, EX-NOR); Study and verifications of the laws of 
Boolean Algebra and De-Morgan’s Theorems; Study of 
important TTL terminologies. Verification of important TTL 
circuit parameters; Construction and verification of various 
types of flip – flops using gates & IC’s (RS, JK, D, T, M / SJK); 
Construction and verification of various types of combinational 
circuits such as Half Adder, Full Adder, Half Subtractor, Full 
Subtractor, Even I Odd Parity Checker, Multiplexer, de-
multiplexer, Binary to Gray & Gray to Binary Converters; 
Construction and verification of various types of Up / Down, 
Synchronous I Asynchronous, Ripple / Reverse, Ring, Binary, 
BCD & Decade Counters;  Construction and verification of 4 Bit 
Universal Shift Register (SR / SL operation); Study of 7 –
segment display and decoder / driver; Many other experiments 
are possible using the onboard components and special 
Veroboard provided. (for us e of external components without 
soldering); 
DC Power Supply 5 V I 500 mA (IC based regulated output). 
Clock Generators (TTL, 5V) 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better  

9 Dimmer starter 
Dimmer start: single phase, output Voltage: 0 to 270 volts, 
Current Capacity: 3 amp, fully covered body 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better  

10 
Dual DC 
Regulated Power 
supply 

DC Power Supply- 0 to 30 V Table Top and Portable Type; Input 
Power Requirement: 230V, 50Hz; Output voltage Range:  0 to 
30V, (Dual),  with built in 3 digit display of output voltage and 
current,high precision adjustable voltage regulator with knobs, 
Output Current: 0 to 2A, Regulated fixed 5V, 12V output 
connectors, Load Regulation: 0.05% (from no load to full load); 
Line Regulation: 
0.1% (For input 230V AC ± 10%); Output Stability 0.1% (after 
warm up of 20 min); Digital meter: DC Voltage & Current; 
Accuracy For Voltage: 0.5%  For Current: 0.5%, Protection:  
Overload & 
Short circuit; User Manual & Maintenance Manual 

APLAB, Tektronics  
or Better 

11 
F - connector 
tool for RG 6/11 
cables 

F – connector tool for RG 6/11 cables: Tool suitable for F 
connector crimping coaxial RG 6/11 cables. 

Shiksha telecom, 
Beldenindia  or 

Better 

12 

F – connector 
compression tool 
for RG 6/11 
cables 

F – connector tool for RG 6/11 cables: Tool suitable for F 
connector compression crimping coaxial RG 6/11 cables. 

Shiksha telecom, 
Beldenindia  or 

Better 

13 Fire Buckets 
10 Litres capacity bucket made out of heavy-duty G.I. of gauge 
18 to 20 SWG Material: Iron Fire Bucket 4 nos. Stand having 
Hanging Capacity for 4 Buckets 

mlabs,safety zone  
or Better 

14 
Jacket stripper/ 
Coring tool for 
500 series cable 

Jacket stripper: universal Jacket stripper, professional grade for 
heavy duty, for stripping the hard- line semi flex cables of 500 
series 

Monoprice,Eastman, 
Taparia, Stanley, 
Freeman, Groz, 

Gedore, Kristeel, 
Dewalt, 3M, KTC or 

Better  



 

15 
LED lighting 
system (SETS) 

LED lighting system with Measurement of Power, Voltage, 
Current, Power Factor and Light output performance of different 
lighting products like LED, CFL at variable input voltages 0 to 
245V variable AC all measuring instruments mounted on a 
display board with power supply and battery 

Super Iti Tools, 
Anjani  or Better 

16 
Milli Ammeter 
(AC) 

Milli Ammeter (AC), Analog Display 0-200 mA, Large Dial, 
Accuracy: +- 1% of full scale, Portable laboratory type, 
ebonite/Bakelite Body, dial scale 150 mm with knife edge, 
Pointer & Anti parallax 
mirror with terminal connectors and probes 

Jainco,Htc, 
Meco,fluke  or 

Better 

17 
Milli Ammeter 
(DC) 

DC milli ammeter- Analog Display 0-500 mA, Large Dial, 
Accuracy: +- 1% of full scale, Portable laboratory type, 
ebonite/Bakelite Body, dial scale 150 mm with knife edge, 
Pointer & Anti parallax 
mirror 

Jainco,Htc, 
Meco,fluke  or 

Better 

18 
Precision set of 
screw drivers 

Screwdriver set of three nos.  T5, T6, T7 High Grade Steel, 
Transparent Green Cellulose Acetate Handle (Non-Flammable), 
Material: TEMPERED STEEL (Tip Hardness 55 – 58 HRC) 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better  

19 
Tweezers – Bend 
tip 

Stainless Steel hardened industrial Tweezers 150 MM, General 
purpose Tweezers Rust proof With Curved Tips 

Eastman, Taparia, 
Stanley, Freeman, 

Groz, Gedore, 
Kristeel, Dewalt, 

3M, KTC or Better  

20 
Universal drop 
trimmer for RG 
6/11 cables 

Universal drop trimmer (UDT) for RG 6/11 cables: For 
Preparation of all 59, 6, N48, 7, 11 drop cable constructions. To 
remove jacket and clean the conductor as per SCTE and Bell 
core specifications. With Cassettes for ¼-inch (6.35mm) or 1/8-
inch (3.18mm) cable preparation 

J c i, Montronics  or 
Better 

 



 

DELIVERY SCHEDULE (Item Wise) 
PACKAGE No 3 :  Mechanic Consumer Appliances  

S.no. Item Name 
Grand 
Total 

ITI 
Bajpur 

1 Autotransformer 2 2 
2 Battery Charger 1 1 
3 Bench Vice-125mm 1 1 
4 Bench Vice-50mm 1 1 
5 Centre conductor cleaner 1 1 
6 Clamp meter 2 2 
7 DC regulated variable Programmable DC power supply 2 2 
8 Digital IC Trainer 3 3 
9 Dimmer starter 2 2 
10 Dual DC Regulated Power supply 4 4 
11 F - connector tool for RG 6/11 cables 1 1 
12 F – connector compression tool for RG 6/11 cables 1 1 
13 Fire Buckets 2 2 
14 Jacket stripper/ Coring tool for 500 series cable 1 1 
15 LED lighting system (SETS) 2 2 
16 Milli Ammeter (AC) 2 2 
17 Milli Ammeter (DC) 2 2 
18 Precision set of screw drivers 2 2 
19 Tweezers – Bend tip 2 2 
20 Universal drop trimmer for RG 6/11 cables 1 1 
 Grand Total 35 35 

 



 

PACKAGE No 4 : ICTSM 

LIST OF GOODS & DELIVERY PERIOD  
[Bidder to enter the offered delivery period for the package applied] 

Line  
Item 
No.  

Description of Goods and 
Related Services  

Qty Physical 
unit  

Final
Destination

(Project 
site) 

Desired  Delivery 
Period for 

completion of 
supply   

  

Bidder’s  
offered 
Delivery 
Period  

   

1 2  3 4 5 6  7 

1 Allen key set 4 Nos. 

AS PER 
THE 
DELIVERY 
SCHEDULE
 
 
 
 
 

   
 
 
 
 
 
 
 
 
WITH IN 30 
DAYS OF THE 
ISSUANCE OF 
THE PURCHASE 
ORDER 
 
 
 
 
 
 
 
 
 
 
 
 

   

 
 
 
 
 
 
 
 
[insert the 
number of  
days from 
the date of 
the 
Contract; 
The details 
should be 
entered by  
bidder]  

2 Cold chisel 2 Nos. 

3 Computer Toolkits 12 Nos. 

4 Continuity tester 12 Nos. 

5 Crimping tool (pliers) 2 Nos. 

6 Crimping Tools 14 Nos. 

7 Digital Multimeters 15 Nos. 

8 Fluke Meter 4 Nos. 

9 Handsaw 2 Nos. 

10 LAN cable tester 4 Nos. 

11 Laptop kits 24 Nos. 

12 Magneto spanner set 4 Nos. 

13 Magnifying lenses 6 Nos. 

14 PCI slot Testing tool 8 Nos. 

15 Post error debugging card 8 Nos. 

16 Power Meter 8 Nos. 

17 SC Couplers 24 Nos. 

18 SC Pigtails 24 Nos. 

19 Scissors 2 Nos. 

20 Screw driver 8 Nos. 

21 Scriber straight 4 Nos. 

22 SMPS Tester 8 Nos. 

23 Soldering iron, 10 W 12 Nos. 

24 Soldering Iron, 250W 2 Nos. 

25 Soldering Iron, 25W 12 Nos. 

26 Steel rule 3 Nos. 

27 Tubular box spanner 2 Nos. 
  Note:  
7. All details should be filled in by Purchaser except for Column 7.  
8. Delivery Period offered by the Bidder should be filled in Column 7 by the Bidder.   

 
 



 

TECHNICAL SPECIFICATIONS 
PACKAGE No 4: ICTSM   

S.No. Item Name Specification APPROVED MAKES  

1 Allen key set 
Allen key set of 9: Size 1.5 to 10 mm, ISI Marked, made from 
Chrome Vanadium Steel 

Eastman, Taparia, 
Stanley, Freeman, Groz, 

Gedore, Kristeel, Dewalt, 
3M, KTC or Better  

2 Cold chisel 

Chisel size: blade 20mm x 200 mm; Material high carbon 
steel; Hardness at the striking end is - 40 -50 HRC for carving 
or cutting a hard material; Shank is powder coated and the 
cutting edge is accurately ground 

Eastman, Taparia, 
Stanley, Freeman, Groz, 

Gedore, Kristeel, Dewalt, 
3M, KTC or Better  

3 
Computer 
Toolkits 

Professional Precision Screwdriver Set Multi-function 
Magnetic Repair Tool Kit Compatible with Phone/ iPad/ 
Android/ Computer/ Laptop/ Computer/ PC, 1 x magnetic 
handle 1 x extension shaft 1 x short post 1 x aluminum alloy 
extension shaft 1 x toolbox, 1 x tweezers 1 x iPhone pin 1 x 
suction cup 1 x magnetizer/demagnetizer 1 x bracts, 2 x 
crowbar 8 x 4mm Mini Sockets: M2.5 ꞏ M3 ꞏ M3.5 ꞏ M4 (2 
pieces) ꞏ M4.5 ꞏ M5 ꞏ M5.5, 90x precision bit, Slit: 1.0 (2 
pieces) ꞏ 1.5 (2 pieces) ꞏ 2.0 (2 pieces) ꞏ 2.5 (2 pieces) ꞏ 3.0 
(2 pieces) ꞏ 3.5 (2 
pieces) ꞏ 4.0 (2 pieces) 
Phillips: PH000 (2 pieces) ꞏ PH00 (2 pieces) ꞏ PH0 (2 
pieces) ꞏ PH1 (2 pieces) ꞏ PH2 (2 pieces), Pozidriv: PZ00 (2 
pieces) ꞏ PZ0 (2 pieces) ꞏ PZ1 (2 pieces) ꞏ PZ2 (2 pieces), 
Torx: T3 (2 pieces) 
ꞏ T4 (2 pieces) ꞏ T5 (2 pieces) ꞏ T6 (2 pieces) ꞏ T7 (2 pieces) 
ꞏ T8 (2 pieces) ꞏ T9 (2 pieces) ꞏ T10 (2 pieces) ꞏ T15 (2 
pieces) ꞏ T20 (2 pieces), Screw: 0.7 ꞏ 0.9 ꞏ 1.0 ꞏ 1.3 (2 
pieces) ꞏ 3.5 (2 pieces) ꞏ 1.5 (3 pieces) ꞏ 2.0 (3 pieces) ꞏ 2.5 
(3 pieces) ꞏ 3.0 (3 pieces) ꞏ 4.0 (3 pieces), Pentalob: 0.8 (2 
pieces) ꞏ 1.2 (2 pieces) ꞏ 1.5 (2 pieces) ꞏ 2.0 (2 pieces), Tri-
Wing: 2.0 - 3.0 Spanner: 2.6 (2 pieces) Dreikant: 2.0 - 2.3 - 
2.7 - 3.0 

Eocean,Eastman, 
Taparia, Stanley, 

Freeman, Groz, Gedore, 
Kristeel, Dewalt, 3M, 

KTC or Better  

4 Continuity tester 
Multipurpose Digital Line Tester, Measure leakage Voltage, 
locate break point of an insulated wire, flow of current in an 
insulated wire from outside 

Eastman, Taparia, 
Stanley, Freeman, Groz, 

Gedore, Kristeel, Dewalt, 
3M, KTC or Better  

5 
Crimping tool 
(pliers) 

Crimping Tool: Size: 250mm (L), Material: Steel; Light 
weight, Self-adjustable ratchet with Release lever to abort 
crimp, suitable for insulated and non-insulated terminals and 
connectors, 7 interchangeable jaws: Range: 0.5 to 35mm, 
Accessories: Slotted Screwdriver to change jaws, Soft nylon 
pouch 

Dowells Technotech, 
Pressmaster or Better  

6 Crimping Tools 

Crimping Tool: Modular crimping tool to crimp 
RJ45/RJ12/RJ11 types of connectors, Self locking and 
releasing mechanical unit, Provision for cutting, striping & 
crimping round or flat Solid & stranded 22 ~ 26 AWG wires, 
Compact & rugged tool for continuous use. 

D-Link, iBall or Better  



 

7 
Digital 
Multimeters 

Digital Multi meter: 3 ¾ digit, 4000 count, Hand held, battery 
powered, auto ranging type, Range of Measurement: DCV: 
400mV to 600V, ÀCV: 4 to 1000V, DCA: 400 mA to 20 A, 
ACA: 100 mA to 20A, Resistance: 400 to 40 Meg Ohms, 
Accuracy: +-3% to +-5%, Continuity Tester: Buzzer sound, 
Diode  Test Facility, Accessories: Test lead, Hand strap, 
Instruction manual. Drop shock proof meter, protective body 
cover, capacitance, dB, Li measurement 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better  

8 Fluke Meter 

LAN Cable Tester: 
Twisted-pair: UTP, FTP, SSTP 8-pin modular jack, 8-pin 
modular (RJ45) and 4-pin modular (RJ11) plugs; Coax: F-
connector for 75 Ω, 50 Ω, 93 Ω cables; Tests for - Length , 
wiremap to TIA-568A/B standards, remote ID locators 

HTC, Fluke, Meco, 
Sanwa, Mastech or 

Better  

9 Handsaw 
Handsaw 450 mm, size adjustable frame, comfortable plastic 
gripping, multiple angle locking mechanism, Industrial grade 
frame, with multiple blades for cutting, wood, fiber etc. 

Ambika, Ambitec or 
Better  

10 LAN cable tester 

LAN Cable Tester: 
Twisted-pair: UTP, SSTP 8-pin modular jack, 8-pin modular 
(RJ45) and 4-pin modular (RJ11) plugs; Coax: F-connector 
for 75 Ω, 50 Ω, 93 Ω cables; Tests for - Length, wireman to 
TIA- 568A/B standards, remote ID locators 

D-Link, iBall or Better  

11 Laptop kits 

Laptop repairing tool kit: 38 in 1 Precision Multifunction 
Repairing Screwdriver Tool Kit; Hexagonal Screwdriver 
(10pcs): T2 T3 T4 T5 T6 T7 T8 T9 T10 T15; PH Screwdriver 
(4pcs): PH1.2 PH1.5 PH2.0 PH3.0; Slot Screwdriver (2pcs): 
1.5 2.0; Triangle Screwdriver (2pcs): 2.0 2.3; HEX 
Screwdriver (7pcs): 2.5mm 3mm 3.5mm 4mm 4.5mm 5mm 
5.5mm 

Eocean,Eastman, 
Taparia, Stanley, 

Freeman, Groz, Gedore, 
Kristeel, Dewalt, 3M, 

KTC or Better  

12 
Magneto spanner 
set 

Magneto Spanner Set of 8, 9, 10, 11,13,14,17,19, chrome 
vanadium hardened and tempered, 

Eastman, Taparia, 
Stanley, Freeman, Groz, 

Gedore, Kristeel, Dewalt, 
3M, KTC or Better  

13 
Magnifying 
lenses 

Size: 75 mm Diameter, Material Used: Glass, with frame of 
Steel Material, Magnification Power: 10X 

Dowells Technotech, 
Pressmaster or Better  

14 
PCI slot Testing 
tool 

PCI slot Testing tool : PCI-E PCI express 16 Slot Tester Card 
to diagnose the open circuit or Short Circuit of the pci-e Slot 
Plate 

Advantech, Sintech or 
Better  

15 
Post error 
debugging card 

Diagnostic Card : Dual Mini Card PCI-E / Mini PCI for POST 
error debugging. 

Advantech, Sintech or 
Better   

16 Power Meter 

Power Meter Three Pin Socket and Plug Suitable for Indian 
SocketLarge Dual Row LCD Display with Backlight and 
Annunciators, Memory Retention (KWh, EUT), Continuous 
Measurement, CO2 generation count by Electrical 
Equipment, Measuringcapability for - TRMS Voltage (V), 
Frequency (Hz), TRMS Current (A), Power Factor (PF), 
Apparent Power (KVA), Reactive Power (KVAr), Active 
Power (KW), Energy Consumption (KWh), Energy Usage 
Time (EUT), Carbon Emission (CO2 in kg). 

Meco, Generic or Better  

17 SC Couplers SC Couplers : DAPTOR SC SM ; adaptor SC SM DUPLEX 
D-Link, TP-Link or 

Better  



 

18 SC Pigtails 
SC Single Mode Fiber Pigtail consists of 9/125-micron bulk 
single mode fiber cable of 1.5 mtr. 

D-Link, TP-Link or 
Better  

19 Scissors 
Scissors Heavy duty 200 mm, Carbonized Steel, Forged Brass 
Handle, strong tapered design with sturdy scissor blades 

Ambika, Ambitec or 
Better  

20 Screw driver 
Screwdriver: Size: 150mmx9mm Material: HSS, insulated by 
PVC, Large Dia. Handle, Blade material: Chrome Vanadium 
steel, Blade 

Eastman, Taparia, 
Stanley, Freeman, Groz, 

Gedore, Kristeel, Dewalt, 
3M, KTC or Better  

21 Scriber straight 
Scriber: Scriber size: 150 mm; Type: Straight & Knurled at 
centre position; Material high carbon steel, it is a hand tool 
used in metalworking to mark 

Eastman, Taparia, 
Stanley, Freeman, Groz, 

Gedore, Kristeel, Dewalt, 
3M, KTC or Better  

22 SMPS Tester 

PC Power Supply Tester: 20/24 Pin Psu Atx SATA Hdd 
SMPS LED; Display supply Voltage source:20/24PIN (ATX 
Connector); voltage test:+12V,-12V +5V,-5V +3.3V, 5V 
standby (SB), power good (PG), Connectors: Floopy, HDD, 
CD-ROM, SATA, 4PIN(P4), 8PIN, 6PIN 

Technotech or Better    

23 
Soldering iron, 10 
W 

Copper Bit Soldering Iron, soldering iron - Type: Non-
temperature controlled, Wattage: 10w, Temperature: 400° C, 
Cord length: 5 feet, Peg hook for hanging the Soldering Iron 

Dayton, Eastman, Weller  
or Better  

24 
Soldering Iron, 
250W 

Soldering Iron copper bit Set-: Suitable for soldering metals 
with following items; 1 Soldering Iron: 250 watt , Voltage: 
230volts 350 g, 1 Soldering Lead: 3 meter; 1 Soldering Paste 
(Flux); 1 Box (necessary for soldering with ease) ; 1 de-
soldering wik; 1 high quality GEC soldering stand; Material 
Type: Metal and Plastic; Reaches working temperature in 2 
minutes.; Comes with 2 soldering tips; Pin Head: Round Pin 

Dayton, Eastman, Weller  
or Better  

25 
Soldering Iron, 
25W 

Copper Bit Soldering Iron, soldering iron - Type: Non-
temperature controlled, Wattage: 25W, Temperature: 400° C, 
Cord length: 5 feet, Iron tip: MT1, conical, 0.125”, Peg hook 
for hanging the Soldering Iron 

Dayton, Eastman, Weller  
or Better  

26 Steel rule 

Steel Rule:150mm, 1.2mm Thick X 19mm Wide, Satin 
Chrome Finish Tempered Stainless Steel both metric and inch 
graduations., Metric edge is graduated in 1 mm increments 
with numbers/markings every 2 mm. Inch edge is graduated 
in inches in 1/32nd increments  with numbers/markings every 
1/16th inch.,  On the back-conversion tables like for linear 
measurements, square measurements, weight measurements 
and cubic measurements. 

Eastman, Taparia, 
Stanley, Freeman, Groz, 

Gedore, Kristeel, Dewalt, 
3M, KTC or Better  

27 
Tubular box 
spanner 

Tubular Spanners Set, 6x7, 8 x 9, 10 x 11, 12 x 13, 14 x 15, 
16 x 17, 18 x 19, 20 x 22 with tommy rod 

Eastman, Taparia, 
Stanley, Freeman, Groz, 

Gedore, Kristeel, Dewalt, 
3M, KTC or Better  

 



 

DELIVERY SCHEDULE (Item Wise) 
PACKAGE No 4 :ICTSM   
 

S.No. Item Name  Total 
ITI Dehradun-

Women 
ITI 

Pithoragarh 
1 Allen key set 4 2 2 

2 Cold chisel 2 1 1 

3 Computer Toolkits 12 6 6 

4 Continuity tester 12 6 6 

5 Crimping tool (pliers) 2 0 2 

6 Crimping Tools 14 6 8 

7 Digital Multimeters 15 5 10 

8 Fluke Meter 4 2 2 

9 Handsaw 2 1 1 

10 LAN cable tester 4 2 2 

11 Laptop kits 24 12 12 

12 Magneto spanner set 4 2 2 

13 Magnifying lenses 6 3 3 

14 PCI slot Testing tool 8 4 4 

15 Post error debugging card 8 4 4 

16 Power Meter 8 4 4 

17 SC Couplers 24 12 12 

18 SC Pigtails 24 12 12 

19 Scissors 2 1 1 

20 Screw driver 8 4 4 

21 Scriber straight 4 2 2 

22 SMPS Tester 8 4 4 

23 Soldering iron, 10 W 12 6 6 

24 Soldering Iron, 250W 2 1 1 

25 Soldering Iron, 25W 12 6 6 

26 Steel rule 3 1 2 

27 Tubular box spanner 2 1 1 

 Grand Total 230 110 120 

 
 



 

 
ATTACHMENT   

  
OFFICE OF ………………………………………………………………………………  
……………………………………………………………………………………………  
  

PURCHSE/SUPPLY ORDER  
To:   
  

M/s   
  …………………………………………………………  
  …………………………………………………………  
  …………………………………………………………  
  …………………………………………………………  
  
Dear Sirs,  
  
  Sub: Supply of …………………………………………………………  
  ……………………………………………………………………………  
  
  Ref:  Request for Quotation no…………. dated ………………………………  
  
1. Your quotation no…………..of ………………(Date) for the supply of  

…………………………… has been accepted. You are requested to supply  
the following goods/equipment at the rates quoted by you and specified against each as per the 
specifications and terms & conditions specified hereunder:   

  
Serial.  

No  
Brief 

description 
of goods/ 
equipment  

Specifications  Quantity 
to be 

supplied  

Unit  
Rate  
(Rs.)  

GST*   Total  
Price  

(Rs.) including  
all taxes and duties 

1              
2              
3              
4              
5              
      Total        

  
*GST and similar other taxes and duties applicable on finished goods. Indicate each applicable 

tax separately.  
  

2. Delivery Period: ……….days from the date of issue of this supply order.   
  1  

 

  
3. Place of delivery ……………………………………………………  
  
4. Consignee Address: …………………………………………  



 

  
5. GST and other taxes and duties, if any will be reimbursed at actual rates paid on the date of 

supply or the rate/amount shown in 1. above, whichever is lower.   
  
6. Standard Manufactures commercial Warranty/Guarantee shall be 12 months  

from the date of delivery and acceptance.   
  
7. Payment shall be made on delivery or within 7 days of delivery; and acceptance of the 

goods/equipment. 
8. Other terms and conditions are as under:  

The Purchase has the right to reject any item at any point of time before the complete supply & 
payment without any reason whatsoever. 

  
  
  

(Purchaser) Date:   
  
Place:                   Name: …………………………….   

  
Designation:……………………….  

  
  
  
  
  
  
  
   
  

 



 

ANNEXURE – 1 – EVALUATION CRITERIA FOR OTHER BRAND QUOTED  
[To be filled by the bidder in case of any other Brand Quoted in the Technical Bid. Bidder to submit 

the required documents as required in the criteria below] 
Name of the Package:- [Mention the name of the package applied ] 
Name of the Item(s):-[Mention List of the Item(s) quoted in the Bid in a Tabular Format] 
Equivalent Brand Quoted: - [Mention the brand name of other Brand Quoted for items(s)] 
Name and Address of the OEM: [Mention the complete name, address & website of the OEM]    
  

Sr.No Criteria 
[Bidder to Mention the 

details] 
Submission 

requirements 
Remarks 

 
1.  Year of Incorporation of 

the Firm. The Firm must 
have been incorporated 
for more than Ten (10) 
years.  

  
Enclose the 

Certificate of 
Incorporation 

 

2.  Total No of Employees 
working Globally and List 
of Offices  

 Enclose the 
Employees details 
and list of offices 

 

3.  Items quoted should be 
listed on the official 
website of the OEM 

 Bidder to mention 
the website link 

 

4.  Annual Sales Turnover 
for the Financial Year FY 
2018-19 should be greater 
than Ten (10) Crore. 
  

     
Audited Financial 
Statements for FY 

2018-19 

5.  

The Firm should have 
good dealer network in 
India  

 List of Authorized 
dealer with contact 
details needs to be 

enclosed. 

 

6.  

The firm should have a 
manufacturing facility in 

India or Outside 

[Mention the details of the 
manufacturing facilities in 
India or abroad  with details 
such as Area of the 
Manufacturing unit and 
Quality and other 
Certifications other than 
ISO]     

Enclose the 
Certificates 

 

7.  General Commentary by 
the bidder to that why the 
brand quoted can be 
considered as ‘better to 
other brand mentioned for 
the said item(s).     

 
[The Bidder shall mention 
that additional credentials 
for the brand quoted.]  

  

 
Note: The technical and financial capability of the firm as determined from the above 
documents should be comparable the other brands quoted for the Item.  
 

 
 



 

ANNEXURE-3 (FORMAT FOR SUBMITTING PERFORMANCE 

SECURITY)  

PERFORMANCE SECURITY - BANK GUARANTEE 
[Guarantor letterhead or SWIFT identifier code] 

 
Performance Guarantee No… ............................. [Insert guarantee reference number] 
Date ......................................... [Insert date of issue of the guarantee] 

 
To:   [name of Purchaser] 

  [address of Purchaser] 
WHEREAS   [name and address of Supplier21] (hereinafter 

called "the Applicant") has undertaken,  in  pursuance  of  Contract  No.             Dated  to 
execute  [name of Contract and brief description of Goods and 
related Services] (hereinafter called "the Contract"); 

 
AND WHEREAS it has been stipulated by you in the said Contract that the Applicant shall 

furnish you with a Bank Guarantee by a recognized bank for the sum specified therein as security 
for compliance with his obligations in accordance with the Contract; 

 
AND WHEREAS we have agreed to give the Applicant such a Bank Guarantee; 

 
NOW THEREFORE we hereby affirm that we are the Guarantor and responsible to you, on 

behalf   of   the   Applicant,   up   to   a   total   of      [amount of guarantee22] 

   [in words], such sum being payable in the types and proportions 
of currencies in which the Contract Price is payable, and we undertake to pay you, upon your first 
written demand and without cavil or argument, any sum or sums within the limits of                           
[amount of guarantee] as aforesaid without your needing to prove or to show grounds or reasons 
for your demand for the sum specified therein. 

We hereby waive the necessity of your demanding the said debt from the Applicant before 
presenting us with the demand. 

We further agree that no change or addition to or other modification of the terms of the 
Contract or of the Goods and related Services to be supplied there under or of any of the Contract 
documents 

 

  



 

which may be made between you and the Applicant shall in any way release us from any liability under 
this guarantee, and we hereby waive notice of any such change, addition or modification. 

This guarantee shall be valid until ……… (i.e.) 30 days following the Completion date of the 
warranty obligations period, and any demand for payment under it must be received by us at this office 
on or before that date. 

 
 
 

Signature and seal of the guarantor     

Name of Bank     

Address    

Date    
 

 

Note: All italicized text (including footnotes) is for use in preparing this form and shall be deleted 
from the final product. 

 
 


