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THROUGH
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REQUEST FOR QUOTATIONS
Procurement of Goods under RFQ/Shopping Procedures
E-Procurement Notice

: Project Director (UKWDP), State Project Implementation Unit, 26 EC, Road

Purchaser’s Name

Dehradun-248001.

Assignment Title : Supply & Installation of Mechanic Auto body Repair, Mechanic Auto body

RFQ No
Date

Painting , Mechanic Motor Vehicle & Mechanic Diesel Trade Tools & Equipment
for the up gradation of Priority ITIs under UKWD Project

: UKWDP/T&E/04
:31-01-2021

The Government of India has received financing from the World Bank in various currencies towards
the cost of the Uttarakhand Workforce Development Project and intends to apply part of the proceeds
towards eligible payments under the contract for which this request for quotations is issued. The
Project Director, UKWDP invites quotations electronically from eligible bidders for the packages
mentioned as under:-

Sr.no Name of the Package Trades
1 PACKAGE NO 1 Mechanic Auto body Repair
2. PACKAGE NO 2 Mechanic Auto body Painting
3. PACKAGE NO 3 Mechanic Motor Vehicle
4 PACKAGE NO 4 Mechanic Diesel

The Bidder may submit quotations for at least one or more packages. The Bidders must quote for all
the items in a package. The Evaluation of the quotations will be done package wise.

This e-Procurement notice includes the terms and conditions applicable to submission of quotations;
criteria for qualification, evaluation, and for award of supply order(s); and relevant forms to be filled
by the bidders. Implementing Agency has not issued a separate RFQ document for this purchase. The
e-Procurement notice including the terms and conditions etc. can be downloaded free of cost by
logging on to the website www.uksdm.org & https://uktenders.gov.in.

For submission of Quotation, the Bidder is required to have Digital Signature Certificate (DSC) from
one of the Certifying Authorities authorized by Government of India for issuing DSC. Bidders can see
the list of licensed CA’s from the link (www.cca.gov.in). Bidders who have not obtained the user ID
and password for participating in e-procurement in this Project, may obtain the same from any
certifying authorities, authorized by Gol for participating in e-tenders.

Bidder can participate in more than one packages mentioned above. If a bidder participates in more
than one package, Technical Bids for the packages should be arranged sequentially clearly indicating
the name of the package respectively and same shall be uploaded on the e-portal. The name of the
packages is mentioned as per the below table:-

Sr.no Name of the Package Trades




il

1. PACKAGE NO 1 Mechanic Auto body Repair
2. PACKAGE NO 2 Mechanic Auto body Painting
3. PACKAGE NO 3 Mechanic Motor Vehicle
4. PACKAGE NO 4 Mechanic Diesel

For Example, if a bidder participates in Package No 1 & Package No 3, the technical bids of both
the packages i.e. Package No 1 & Package No 3 should be prepared separately and arranged
sequentially in a single scan copy to be uploaded on E-portal website.

Quotations shall be submitted on https://uktenders.gov.in on or before 1100 hrs. On 20/02/2021. Any

Quotation or modifications to quotation received outside e-procurement system will not be considered.
The electronic bidding system would not allow late submission of quotations. The Quotations will be
opened online on 20/02/2021 at 1600 Hrs. this can also be viewed by the bidders online. The
electronic summary of quotation opening will be generated and uploaded online. The Important Dates
regarding the submission of the bid is mentioned as below:

) RFQ Document download/ '
a Sale Start date and time : Date 31.01.2021 Time: 1500 Hrs.
b) Pre-Bid Meeting Date & Time : Date 10.02.2021 Time: 1500 Hrs.
) RFQ Document download/ '
¢ Sale End date and time : Date 20.02.2021 Time: 1100 Hrs.
d Bid Submission end Date and .
) . _ : : Date 20.02.2021 Time: 1100 Hrs.
Time on https://uktenders.gov.in
Bid Submission end Date )
e) . : Date 20.02.2021 Time: 1400 Hrs.
and Time(Hardcopy)
f) Date and Time of opening . Date 20.02.2021 Time: 1600 H
of the Technical bids + Date 20.02. fme: s
Date and Time of opening ) i .
g) ) g : To be decided after Technical evaluation
of the Financial bids

Hardcopy Submission:-The Bidder must submit the hardcopy of the uploaded technical bid at the
Purchaser’s office by the deadline mentioned above. The Bidder should not submit the financial bid
in Hardcopy and same should only be uploaded in the E-portal.

If the Purchaser’s office happens to be closed on the date of opening of the Quotations as specified,
the Quotations will be opened on the next working day at the same time.

Other details can be seen in the RFQ document. The Purchaser shall not be held liable for any delays
due to system failure beyond its control. A Bidder requiring any clarification of the RFQ Document
may notify the Purchaser via email or may visit the office of the Purchaser at the address given below.

The Project Director (UKWDP) SPIU,

UTTARAKHAND WORKFORCE DEVELOPMENT PROJECT, GOVT. ITI
(WOMEN) CAMPUS, 26 EC ROAD, DEHRADUN
Email: spiuukwdp@gmail.com



RFQ No: UKWDP/T&E/04
Date: 31/01/2021

Terms and Conditions

(a)
(b)

(c)
(d)

)
(2

l.

Eligibility: A Bidder (a) can participate in more than one Package; (b) shall not have
conflict of interest as defined in the Bank’s Procurement Regulations; and (c) should
not have been (i) temporarily suspended or debarred by the World Bank Group in
compliance with the Bank’s Anti-Corruption Guidelines and its Sanctions Framework

Clarifications & Amendments: If the Purchaser receives any request for clarification
of this RFQ Document, it will upload its response together with any amendment to this
document, on the e-procurement portal for information of all Bidders. Bidders should
check on the e-procurement system, for any amendments to the terms and conditions.

The Quotation shall comprise the following( For Each package):

Letter of Quotation(Prescribed format attached);

Technical Specifications: confirmation that the offered Goods conform to the
required specifications; Clause by clause commentary in the Prescribed format attached
Evidence in accordance with Clause 6 establishing Bidder’s qualifications to perform
the contract, if its quotation is accepted;

Delivery Period Offered: List of Goods indicating Bidder’s offered delivery period in
the prescribed Form;
Complete address and contact details of the Bidder having the following information:
Name of Firm
Address for communication Telephone No(s):
Office Mobile No.
Facsimile (FAX) No.
Electronic Mail Identification (E-mail ID)
Copy of GST Certificate, PAN Card, Certificate of Incorporation.
Price Schedule using the schedule uploaded with the RFQ document.
Wherein the rates shall be entered online. (To be submitted for all packages applied on
the e-portal)

Quotation Prices

The contract shall be for the full quantity for all items in a package as specified in the
Price Quotation Form. Corrections, if any, can be carried out by editing the information
before electronic submission.

All duties, taxes and other levies payable on the raw materials and components shall be
included in the total price.

GST and any other taxes, which will be payable on the goods at the time of invoicing
in connection with the sale, shall be shown separately. If these are only stated to be
extra, such quotations are liable to be rejected. Wherever these taxes are not shown,
these will be assumed to have been included in the quoted price.



d) The rates quoted by the bidder shall be fixed for the duration of the contract and shall
not be subject to adjustment on any account.
e) The Prices shall be quoted in Indian Rupees only.

5. Conformity of Goods: Bidder shall furnish, documentary evidence that the Goods conform to

the technical specifications and standards, as relevant for example catalogue, warranty/
guarantee etc. of the manufacturer.
In case the bidder has quoted any other brand apart from as mentioned in the list of goods, the
bidder needs to submit the relevant documents for the OEM of quoted brand as per Annexure-1.
The credentials of the OEM will be evaluated as per the criteria mentioned as per Annexure-1.
Based on the evaluation of the details and documents enclosed in the technical bid, the technical
bid will be determined to be as technically responsive or non-responsive.

6. Qualification of the Bidder:
(a) Bidder should have supplied goods of similar type or machineries for not less than a

value as mentioned below in any State or Central Government Organizations/ PSUs/
Universities/Colleges/Industries in multiple orders during last three years.

Sr.no | Name of the Package Trades Threshold
1. PACKAGENO 1 Mechanic Auto body Repair INR 9.5 Lakhs
2. PACKAGE NO 2 Mechanic Auto body Painting INR 8.0 Lakhs
3, PACKAGE NO 3 Mechanic Motor Vehicle INR 3.5 Lakhs
4 PACKAGE NO 4 Mechanic Diesel INR 2.0 Lakhs

Copy of bills/invoices for similar items by the bidder shall be submitted as a proof of
Supply/Sale of goods. The documents enclosed for determining the qualifications should
clearly indicate the amount of order completed.

(b) Supplies for any particular item in different packages (if multiple packages quoted) should
be from one manufacturer only. Quotations offering supplies from different manufacturers for
the same item in different packages will be treated as non-responsive.

7. Validity of Quotation: Quotation shall remain valid for a period not less than 90 days after the
deadline date specified for submission.

8. Signing of Quotations: The name and position held by each person signing the quotation and
related documents must be typed or printed below the signature.

9. Quotation Submission: The Letter of Quotation shall be filled, signed and scanned copies shall
be uploaded along with the Price Schedules that shall be furnished using the Forms available
online without any alterations. All blank spaces shall be filled in with the information requested.
Scanned copies of all other documents shall also be uploaded on this website.

10. Online Opening and Evaluation of Quotations: The Quotations will be opened online on the
specified date and time. This can also be viewed by the bidders online, and electronic summary
of quotation opening will be generated and uploaded online.



11.

12.

13.

14.

(a) The Purchaser shall examine the quotation to determine whether the quotation (a) has
been properly signed (Clause 8); b) meets the eligibility criteria (Clause 1); (c) conforms
to all terms, conditions, technical specifications, warranty/guarantee etc.; and (d) the
bidder has accepted the delivery schedule.

(b) Only Quotations that are substantially responsive to the RFQ document, and meet all
Qualification Criteria shall qualify.

(c) The evaluation shall be based on the total price of Goods at project site including GST
and any other taxes, which will be payable on the finished goods at the time of invoicing.

Clarification on the Bids:-To assist in the examination, evaluation, comparison of the bids and
post-qualification of the Bidders, the Purchaser may, at its discretion, ask any Bidder for a
clarification of its Bid. Any clarification submitted by a Bidder in respect to its Bid, that is not
in response to a request by the Purchaser shall not be considered. The Purchaser’s request for
clarification and the response shall be in writing. No change, including any voluntary increase
or decrease, in the prices or substance of the Bid shall be sought, offered, or permitted, except to
confirm the correction of arithmetic errors discovered by the Purchaser in the Evaluation of the
bids.

Warranty Obligations of the Bidder & Performance Warranty:

The bidder shall furnish a performance security (as per the format Specified in Annexure-3)
amounting to 10% of the order value (inclusive of GST) valid up to one month after the
completion of the warranty period , within in 15 days of the notification of award to the bidder.
Failure of the bidder to submit the required performance security with in the stipulated time may
lead to debarment of the bidder to participate in the future assignments under the project.

The Purchaser shall give notice to the Supplier stating the nature of any such defects together
with all available evidence thereof, promptly following the discovery thereof. The Purchaser
shall afford all reasonable opportunity for the Supplier to inspect such defects. Upon receipt of
such notice, the Supplier shall, within the Fifteen (15) calendar days, expeditiously repair or
replace the defective Goods or parts thereof, at no cost to the Purchaser. If having been notified,
the Supplier fails to remedy the defect within the period, the Purchaser may proceed to take
remedial action as may be necessary, at the supplier’s risk and expense.

Award of contract: The Purchaser will award the contract to the bidder whose quotation has
been determined to be substantially responsive and who has offered the lowest evaluated
quotation price.

(a) Notwithstanding the above, the Purchaser reserves the right to accept or reject any
quotations and to cancel the bidding process and reject all quotations at any time prior to
the award of contract.

(b) The bidder whose quotation is accepted will be notified of the award of contract by the
Purchaser prior to expiration of the quotation validity period. The terms of the accepted
offer shall be incorporated in the supply order (sample form attached).



(©)

(d)

(e)

100% Payment shall be made immediately/or within 7 days after delivery of the goods.
Payment of GST and other taxes payable for the goods at the time of invoicing, although
already included in the total cost, will be at actuals or the rate/amount of these taxes
specified in the supply order, whichever is lower.

Standard Manufactures commercial Warranty/Guarantee shall be 12 months from the date
of delivery and acceptance

At the time of the issuance of the Purchase order, the Purchaser reserves the right to
increase or decrease the quantity of Goods and Related Services originally specified in
Schedule of Requirements, up to 15 %, and without any change in the unit prices or other
terms and conditions of the bid and the RFQ Documents.



Quotation Forms

All Quotations forms should be duly filled by the bidder for each package
respectively, if applied for more than one packages. Technical Bids for the
packages should be arranged sequentially clearly indicating the name of the
package respectively and same shall be uploaded on the e-portal.




Letter of Quotation

The Bidder must prepare the Letter of Quotation on stationery with its letterhead clearly showing the Bidder’s complete
name and address. The italicized text is for Bidder’s guidance in preparing these forms and shall be deleted from the
final products.

RFQ No.: [insert identification]
Package No.:[insert Package applied for]
Our Reference: NO........coeveeeveeciieenenns Dated......ccccovvveirnene.

To:

(Purchaser’s name and address)

Subject: SUPPLY OF ..o e Sir,

1. We, the undersigned, hereby submit our Quotation. In submitting our Quotation, we make the following declarations:

(a)
(b)

(©

(d)

(e)

¢

(2

No reservations: We have examined and have no reservations to the RFQ Document;

Conformity: We offer to supply in conformity with the RFQ Document and in accordance with the Delivery
Schedules specified in the Schedule of Requirements of the Goods;

Commissions, gratuities and fees: We have paid, or will pay the following commissions, gratuities, or fees with
respect to the Bidding process or execution of the Contract: [insert complete name of each Recipient, its full address,
the reason for which each commission or gratuity was paid and the amount and currency of each such commission
or gratuity. If none has been paid or is to be paid, indicate “none.”]

Quotation Validity Period: Our Quotation shall be valid for the period of 90 days, from the deadline fixed for the
Quotation submission;

Eligibility: We meet the eligibility requirements and have no conflict of interest, and we have not been temporarily
suspended or debarred by the World Bank.

Fraud and Corruption: We hereby certify that we have taken steps to ensure that no person acting for us or on our
behalf will engage in any type of corrupt, fraudulent, collusive, coercive, or obstructive practices.

Warranty Obligations: We hereby agrees to the warranty obligations as per clause 12 of Instruction to bidders.

Yours faithfully,

Authorized Signature

Name & Title of Signatory

In the capacity of [insert legal capacity of person signing the Letter of Quotation]
Name of Bidder
Address

Dated on day of , [insert date of signing]




Clause by Clause Commentary on the Technical Specifications

Sr.No Name of the Item Technical Make/ Model | Deviations if Any
Specifications No
Quoted
1. [Mention Name of [Mention [Mention the [Mention any
items ] Specifications quoted Make and deviations in the
by the Bidder] Model number] specifications]
2. [Mention Name of |  .oiiiiiiiis | e |
items ]
Note:-

1) Specifications shall also be supported by other relevant literature and catalogues.

2) Bidder should essentially mention the Make and Model in the above table, failure to which, the bid
may be treated as non-responsive.

3) The Bidder should quote the best industrial Grade brand for items whose makes are specified as
‘Industrial Grade’. Spurious and non-industrial brands/makes will not be accepted.

4) In case the bidder offers more than one approved make/brand for any item, then the purchaser has
the right to choose/install any of the makes quoted in the technical bid.



Price Schedule (To be uploaded on E-portal)

The Price Schedule Form (in Excel Format) is documented separately and can be downloaded

from e-procurement portal http://uktenders.gov.in

[UNIT RATE | GST Amount In Figures TOTAL Taxes applicable
£ EXW Price To be entered by the of discounts, on goods at final
=] In Figures Bidder Destination TOTAL AMOUNT With TOTAL AMOUNT
'% ‘E ) Rs. P In Figures To be entered by Taxes In Words
5| 2|5 | E| Tobe the Bidder
_ 5, = | entered by Rs. P Col 8=(Col 3 * Col 5) +
£ the Bidder Col 6+ Col 7
= Rs. P
1 2 3 4 5 6 7 8 9

IMPORTANT NOTE FOR PREPARING FINANCIAL BID:-

1) Price to be Quoted EXW (ex-works, ex-factory, ex-showroom, or off-the-shelf as applicable)

2) Unit EXW Rate for each item is to be quoted in Col 5.
3) Total Amount in Col 6 &7 is to be quoted for all quantities for each line item as per Col 2.
4) Col 8 =(Col 3 * Col 5) + Col 6 + Col 7.

5) Bidder should fill the entries with due diligence and check the overall total "Total in Figures".

6) The Bidder should only fill in the entries for all the packages applied by the bidder. The bidder should not
entry the rates in the package , which is not applied by the bidder.
7) Payment of GST and other taxes payable for the goods at the time of invoicing, although already included
in the total cost, will be at actuals or the rate/amount of these taxes specified in the supply order, whichever

1s lower.

8) Evaluation will be done for a complete package (for all items together).
9) Bidder has to necessarily quote entries in Column 5, 6 &7 of the price schedule. If the bidder does not
Quote in any of the Column 5, 6 &7 of any line item in a package, same shall be considered to be as

‘Zero’ and no clarification will be sought from the bidder in this regard.




SCHEDULE OF REQUIREMENT




PACKAGE No 1 : Mechanic Auto body Repair
LIST OF GOODS & DELIVERY PERIOD

[Bidder to enter the offered delivery period for the package applied]

Line | Description of Goods and Related | Qty | Physical Final Desired Delivery| Bidder’s
Item Services unit Destination Period for offered
No. (Project completion of Delivery
site) supply Period
1 2 3 4 5 6 7
1 Adjustable spanner 2 Nos.
) Air impact wrench with standard 4 Nos.
accessories
3 Air ratchet with standard accessories | 4 Nos.
4 Allen Key set of 12 pieces 2 Nos.
Ammeter 300A/ 60A DC with Nos.
5 5
external shunt
Angle grinder (10-12 cm) - for Nos.
6 . o 2
cutting and grinding
7 Angle plate adjustable,size - 1 Nos.
250x150x200 mm
8 Angle plate, size -200x100x200 mm 2 Nos.
9 Anvil 50 Kgs with Stand 1 Nos.
10 Arbor press hand operated 1 Nos. [insert the
11 Battery charger 2 Nos. number of
12 Bench lever shears 1 Nos. days from
13 Blow Lamp 1 litre 2 Nos. the date of
Body measurement tools- Gunsight, Nos. WITH IN 30 the
14 trammel gauge, 2m straight edge & 2 AS PER DAYS OF THE | Contract;
Measuring tape(EACH) ISSUANCE OF | The details
- - THE
Body repair hand tools - Various Nos. THE should be
hammers, dollies, spoons, files, line DELIVERY
15 ’ > , Sp s > 1 2 SCHEDULE | PURCHASE entered by
chisel, hacksaw, clamps, & sanding ORDER bidder]
blocks(EACH)
16 Body shell - Light Motor vehicle of 4 Nos.
different Manufactures
17 Bonded auto glass removal & ) Nos.
replacement tools
18 Caliper inside 15 cm Spring 4 Nos.
19 Calipers outside 15 cm spring 4 Nos.
Caulking / panel seam sealer / panel Nos.
20 . o 2
adhesive application gun
71 Chain Pulley Block-3 ton capacity 1 Nos.
with tripod stand
22 Chisel 10 cm flat 4 Nos.
23 Chisels cross cut 4 Nos.
Circlip pliers Expanding and
24 . 4
contracting type
25 Clamps C, 10 cm 4 Nos.
26 Clamps C, 15 cm 4 Nos.




27 Clamps C, 20 cm 4 Nos.
28 Cleaning tray 4 Nos.
29 Collapsible panel stands 2 Nos.
30 Compressed air line 1 Nos.
31 Copper bit soldering iron- 65 watt 4 Nos.
32 Crow bar 2 Nos.
33 Cylinder bore gauge capacity 2 Nos.
34 DC Ohmmeter 0 to 300 Ohms, mid ) Nos.
scales at 20 Ohms
35 Depth micrometer 4 Nos.
Dial gauge type 1 Gr. A (complete Nos.
36 with clamping 4
devices and stand)
37 Die Grinding kit 2 Nos.
38 Different type of body hammers 1 Nos.
39 Different type of body picks 1 Nos.
40 Different type of body spoon 1 Nos.
41 Different type of Bumping hammers 1 Nos.
42 Different type of dolly block 1 Nos.
43 Different type of finishing hammers 1 Nos.
44 Different type of pick hammers 1 Nos.
45 Digital thermometer, Temperature ) Nos.
range 30 to 3000C
46 Disc sander 2 Nos.
47 Dividers 15 cm Spring 4 Nos.
48 Door handle tool (clip pullers) 1 Nos.
49 Drift Punch Copper 4 Nos.
50 Drill point angle gauge 1 Nos.
Drill twist 1.5 mm to 15 mm Nos.
51 . . 4
(various sizes) by 0.5 mm
Dust extraction connections Nos.
52 2
(Vacuum)
53 Electric Soldering Iron- 65 5 Nos.
watt(EACH)
54 Electric testing screw driver 2 Nos.
Electronic heat shrinking equipment Nos.
55 . . 1
(carbon rod, induction or copper)
56 Engineer’s square 15 cm. Blade 4 Nos.
57 Feeler gauge 20 blades (metric) 2 Nos.
58 File flat 20 cm bastard 4 | Nos.
59 File, half round 20 cm second cut 4 Nos.
60 File, Square 20 cm second cut 4 Nos.
61 File, Square 30 cm round 4 Nos.
62 File, triangular 15 cm second cut 4 Nos.
Files assorted sizes and types Nos.
63 including safe edge file (20 2
Nos)(SET)
64 Fire Extinguishers 2 Nos.
65 Flat File 25 cm second cut 4 Nos.
66 Flat File 35 cm bastard 4 Nos.
67 Garage rack 2 Nos.




Gloves for Welding (Leather and Nos.
68 1

Asbestos)
69 Grease Gun 2 Nos.
70 Grip Wrench 1 Nos.
71 Growler 10 Nos.
72 Hacksaw frame adjustable 2 Nos.
73 Hammer Ball Peen 750 g 5 Nos.
74 Hammer Chipping-250 g 4 Nos.
75 Hammer copper-1000 g 4 Nos.
76 Hammer Mallet(50x40x90 MM) 4 Nos.
77 Hammer Plastic- 50 mm 2 Nos.
78 Hand operated crimping tool 2 Nos.
79 Hand reamers adjustable(SET) 2 Nos.
80 Hand Shear Universal 2 Nos.
81 Hand vice, 50 mm 2 Nos.
20 Hollow Punch set of seven 4 Nos.

pieces(SET EACH) [insert the

Hydraulic jack HI-LIFT Nos.

84 Infrared drying lamp unit 1 Nos. DAYS OF THE ays from
85 Insulated Screw driver, Size: 4 Nos. ISSUANCE OF | the date of
200mmx9mm THE the

Insulated Screw driver, Nos. PURCHASE Contract;
86 . 1 .
Size:300mmx9mm The details
a ORDER
87 Interchangeable driver set 2 Nos. A’? é ER should be
88 Lead light 4 Nos.
89 Left cu% snips 4 Nos DELIVERY E%Zred »
c_ S SUp - SCHEDULE ider]
90 Lifting jack screw type 1 Nos.
91 Liquid penetrant Inspection kit 1 Nos.
92 Magneto spanner set with 8 spanners | 2 Nos.
93 Magnifying glass 1 Nos.
Nos.
94 Multimeter digital 2
95 Oil can 0.5/0.25 liter capacity 1 Nos.
96 Oil Stone 4 Nos.
Outside micrometer, Range (mm) : Nos.
97 1
25-50 mm
Outside micrometer, Range (mm): Nos.
98 4
0-25 mm
Outside micrometer, Range (mm): Nos.
99 1
50-75 mm
100 Outside micrometer, Range (mm): ) Nos.
75-100 mm
101 | Panel assembly hold/support arms 2 Nos.
102 | Panel cutter (two-way nibbler) 2 Nos.




Philips Screw Driver set of 5

Nos.

103 pieces(SET) 2
104 | Pipe cutting tool 2 Nos.
105 | Pipe flaring tool 2 Nos.
106 | plastic feeler gauges 2 Nos.
107 | Pliers combination 2 Nos.
108 | Pliers flat nose 2 Nos.
109 | Pliers round nose 1 Nos. [insert the
110 | Pliers side cutting 4 Nos. number of
111 | Pneumatic rivet gun 2 Nos. ASPER | WITH IN 30 days from
112 | Portable electric drill Machine 2 Nos. THE DAYS OF THE the date of
: DELIVERY the
113 | Prick Punch 4 Nos. SCHEDULE ISSUANCE OF Contract:
114 | Punch Letter 4mm (Number)(SET) 4 Nos. THE The details
115 | Random /dual action orbital sander 2 Nos. PURCHASE should be
116 | Right cut snips 2 Nos. ORDER entered by
117 | Rivet sets snap and Dolly combined 4 Nos. bidder]
118 | Scraper flat 4 Nos.
119 | Scraper half round 4 Nos.
120 | Scraper Triangular 2 Nos.
Scriber with scribing block Nos.
121 . 4
universal, 300 mm
122 | Scriber, size: 150 mm 2 Nos.
123 | Set of stock and dies - Metric(SET) 1 Nos.
124 | Shear Tin Man's 2 Nos.
125 Sheet metal gutting pliers-left , right 4 Nos.
hand and straight -jaw
126 | Sheet Metal Gauge 4 Nos.
127 | Sher Tin mans 2 Nos.
128 | Soldering Copper Hatchet type 1 Nos.
Solid Parallels in pairs (Different Nos.
129 NN . 4
size) in Metric
130 | Spanner Clyburn 2 Nos.
131 | Spanner D.E. set of 12 pieces 2 Nos.
Spanner T. flocks for screwing up Nos.
132 L : 2
and up-screwing inaccessible
133 | Spanner, adjustable 2 Nos.
134 | Spanner, ring set of 12 metric sizes 2 Nos.
135 Spanners socket with speed handle, 5 Nos.
T-bar, ratchet.
136 | Spark lighter 2 Nos.
137 | Spark plug spanner 4 Nos.
138 | Spirit level 4 Nos.
139 Spot weld cutter- Drill type, Hole 1 Nos.
saw type
Spot weld removal kit/drill along Nos.
140 . . 2
with accessories
141 | Steel measuring tape 4 Nos.
142 | Steel rule 15 cm inch and metric 4 Nos.
143 | Steel rule 30 cm inch and metric 2 Nos.
144 | Steel wire Brush 2 Nos.




145 | Straight edge gauge, Size - 2 feet 2 Nos.
146 | Straight edge gauge, Size - 4 feet 1 Nos.
147 | Stud extractor set of 3(SET) 2 Nos.
148 | Stud remover with socket handle 2 Nos.
149 | Suction cup 1 Nos.

Surface gauge with dial test indicator Nos.
150 . 2

plunger typei.e. 0.01 mm
151 | Taps and Dies complete sets 4 Nos.
152 | Taps and wrenches - Metric(SET) 1 Nos.
153 | Telescope gauge 1 Nos.
154 | Thread pitch gauge metric, BSW 2 Nos.
155 | Tin smiths bench folder 1 Nos.
156 | Torque wrenches(EACH) 1 Nos.
157 | Trammel 2 Nos.
158 | Trim and upholstery tools 1 Nos.

Trolley type portable air compressor Nos.

single cylinder with 45 liters
159 | capacity Air tank, along with 1

accessories & with working pressure

6.5 kg/sq cm

Tyre pressure gauge with holding Nos.
160 . 2

nipple

Universal puller for removing Nos.
161 . 2

pulleys, bearings

V' Block 75 x 38 mm pair with Nos.
162 4

Clamps
163 | Vacuum gauge to read 2 Nos.
164 | Vernier caliper, 0-300 mm 4 Nos.
165 | Vice grip pliers 2 Nos.
166 | Voltmeter (Digital) 5 Nos.
167 Wel.d through primer application ) Nos.

equipment
168 | Wire Gauge (metric) 5 Nos.

Note:

1. All details should be filled in by Purchaser except for Column 7.
2. Delivery Period offered by the Bidder should be filled in Column 7 by the Bidder.




TECHNICAL SPECIFICATIONS

PACKAGE No 1 : Mechanic Auto body Repair
S.No. Name of the Item ‘ Specification ‘ Approved Brands

Eastman, Taparia,
. ) Stanley, Freeman,
| At spamer | Somer Adttle smer 350 gl v |G G,
P & pp ’ Kristeel, Dewalt, 3M,
KTC,or Better
Air Ratchet: Size: 1/2"; Pneumatic impact wrench
set, Max. tightening torque:300 -350 Nm, No-load
Air impact wrench with speed: 7000 RP"M, Direction of rotation: Reversible, Chicago Pneumatic,
2 . bit holder:1/2" external square Set of socket
standard accessories Bosch,or Better
spanners: 14 mm, 17 mm, 19 mm, 21 mm, 22 mm,
Spindle extension:90 mm, suitable nipple and
Pneumatic tube, full set
Air Ratchet: Size: 1/2" Pneumatic impact wrench
set, Max. tightening torque:300 -350 Nm, No-load
Air ratchet with standard speed: 7000 RPl\’/{, Direction of rotation: Reversible, Chicago Pneumatic,
3 . Bit holder: 1/2" external square Set of socket
accessories Bosch,or Better
spanners: 14 mm, 17 mm, 19 mm, 21 mm, 22 mm,
Spindle extension:90 mm, Suitable nipple and
Pneumatic tube with QRC
Hex Allen Keys Set, (2mm, 2.5mm, 3mm, 4mm, Eastman, Taparia,
Allen Kev set of 12 Smm, 6mm, 8mm, 10mm, 11mm, 12 mm, 13mm, Stanley, Freeman,
4 ‘eces y 14 mm), Material: Chrome-Vanadium, Hardened Groz, Gedore,
p and tempered to 55- | Kristeel, Dewalt, 3M,
60HRC KTC,or Better
Range:300A/60A 48 V DC with external shunt,
Terminals: Clamp strap M4 for up to 25A. Clamp
5 Ammeter 300A/ 60A DC | strap M8 for over 25A. Humidity range: Up to 95% }Slgncvéflll\l/}(;s’tggﬁcg)r’
with external shunt RH (non-condensing) I,Be ter ’
Test voltage@50Hz:3kV RMS for 1 minute;
Operating temperature: 20°C to +60°C
A . Angle Grinder, AG 4 Grinder, 2000W motor, Bosch, Black &
ngle grinder (10-12 cm) . . . . Decker,
6 . L professional model, cm cutting and grinding of mild
- for cutting and grinding v KTC,Stanley,or
steel.4”, 220vac
Better
Anele plate Size of Angle Plate: Slotted Angle Plates: size -
igle plate 250x150x200 mm; Accuracy: for Squareness,
7 adjustable,size - RO . Jash, Luthra,or Better
250x150x200 mm Flatness & Parallelism is within 10 microns per 100
mm; Material: Cast Iron
Size of Angle Plate: Slotted Angle Plates: size -
Angle plate, size - 200x100x200 mm; Accuracy: for Squareness,
8 200x100x200 mm Flatness & Parallelism is within 10 microns per 100 Jash, Luthra,or Better
mm; Material: Cast Iron
One-horn anvil: Size (approx.): Face: 500 mm(L)X .
150 mm(W), Horn length: 200 mm, Height: 300 Eastman, Taparia,
mm; Material: High quality alloy steel. Face of the Stanley, Freeman,
9 Anvil 50 Kgs with Stand ] ) . ) Groz, Gedore,
anvil is Quench .
. Kristeel, Dewalt, 3M,
hardened, tempered edges, ground working surface, KTC.or Better
Weight:50 Kg ’
10 Arbor press hand Hand Arber Pres: Capacity-2 Ton, 4 Position Plate, Bhavya machine
operated Robust rack and pinion Design tools, Jeet,or Better




For use with Sealed batteries, Lead Acid Batteries
and Automotive Batteries; Capacity: 0-6-9 - 12 -
24 - 48 VDC + 10% ; Output Current: 30A + 1
Amps Controlled; Control Mode: Constant Voltage

Powertron, Shivani,or

1 Battery charger and Current; Type of Control: Switching Mode; Better
Protection against reverse polarity of Batteries;
Automatic over current Limit; Over voltage, under
Voltage and over current protection
Heavy duty multi-purpose, bench lever shear: Size- Bhavya machine
12 Bench lever shears 250 mm x 3 mm thick. Suitable to cutting sheets tools, Jeet,or Better
Blow lamp with long powerful jet of flame, Suitable
13 Blow Lamp 1 litre for quick soldering, heating and brazing work. | Philips, Elgi,or Better
Capacity: 0.50 litres
Set of Body measurement tools- Gunsight, .
. ) . . < Eastman, Taparia,
Body measurement tools- | Telescopic trammel gauge: Suitable for obtaining
. . . . . . Stanley, Freeman,
14 Gunsight, trammel gauge, | precise dimensional data for chassis alignment Groz. Gedore
2m straight edge & purposes, Integral measuring tape for metric read- . ’ ’
. . Kristeel, Dewalt, 3M,
Measuring tape(EACH) out between end probes, 2m straight edge &
. KTC,or Better
Measuring tape
Body repair hand tools - Complete Set of Body repair hand tools: Various Eastman, Taparia,
Various hammers, dollies, | types of hammers, dollies, spoons, files, line chisel, Stanley, Freeman,
15 spoons, files, line chisel, | hacksaw, clamps, & sanding blocks, complete Groz, Gedore,
hacksaw, clamps, & portable kit for car body repair in an organized kit | Kristeel, Dewalt, 3M,
sanding blocks(EACH) box KTC,or Better
car Body shells of different 3 car makes. Door
RY panels Front left and right, back left and right,
Body shell .nght Motor bonnet, hatch back hood panel, front and back | Maruti, Hyundai,or
16 vehicle of different . . .
Manufactures bumper, left and right A, B and C pillar, running Better
board panel, roof, trunk cover panel, left and right
fenders. Left and right quarter panels
Bonded auto glass removal & replacement tools: Set Eastman, Taparia,
Bonded auto glass of rubber gasket knife, cutting wire, two (2) handles, Stanley, Freeman,
17 removal & replacement wire feeder tool, trim pad remover and molding Groz, Gedore,
tools release tool; | Kristeel, Dewalt, 3M,
Bonded auto glass replacement tools KTC,or Better
Eastman, Taparia,
Caliper inside 15 cm Inside callipers; Size: 150 mm; ISI Certified; Stanley, Freeman,
18 Sprin, Standard Qualit Groz, Gedore,
pring anda uality Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Calipers outside 15 cm Outside callipers; 150 mm size standard; ISI Stanley, Freeman,
19 sprin Certified; Standard Qualit Groz, Gedore,
pring ’ y Kristeel, Dewalt, 3M,
KTC,or Better
Caulking / panel seam Cgulkmg Gun/s1l'1con adheswc.e appllcatlot} gun:
: with 300ml caulking sealant suitable for fixing the ..
20 sealer / panel adhesive . . . . Fixit, 3M,or Better
L windshield of a car, Mechanical with sturdy frame
application gun .
and applicator
71 Chain Pulley Block-3 ton | Chain Pulley Block: Capacity: 3 tons, Hook with Indeff, - or Better

capacity with tripod stand

chain; With certificate




Cold Chisel: Hardness: 55 - 57 HRC on cutting

Eastman, Taparia,
Stanley, Freeman,

22 Chisel 10 cm flat edge, 35 - 45 HRC on striking portion, Size 100mm Groz, Gedore,
X 6 mm x 3.0mm Kristeel, Dewalt, 3M,
KTC,or Better
Chisel size: blade 6mm x 250 mm, Material high Eastman, Taparia,
carbon steel; Hardness at the striking end is - 40 -50 Stanley, Freeman,
23 Chisels cross cut HRC for carving or cutting a hard material; Shank Groz, Gedore,
is powder coated and | Kristeel, Dewalt, 3M,
the cutting edge is accurately ground KTC,or Better
Set of Circlip Pliers one each 4 nos.; External Eastman, Taparia
Straight Circlip Plier, External Bent Circlip Plier, Stanle ’Freeman,
Circlip pliers Expanding | Internal Straight Circlip Pliers. Internal Bent Circlip Y, ’
24 . . . . Groz, Gedore,
and contracting type Plies Size: 150-200mm, Material: Heat treated .

; Kristeel, Dewalt, 3M,
forged carbon steel, polished heads, ground heat KTC.or Better
treated cutting edges, Comfort grip handles ’

C-Clamps: 10 cm cast iron “C” -to Clamp / Hold Eastman, Taparia,
work together during drilling, tapping and other Stanley, Freeman,
25 Clamps C, 10 cm machining operations. Size: Minimum 100 mm, Groz, Gedore,
Material: Made of drop | Kristeel, Dewalt, 3M,
forged - High-Grade Steel KTC,or Better
C-Clamps: 15 cm cast iron “C” -to Clamp / Hold Eastman, Taparia,
work together during drilling, tapping and other Stanley, Freeman,
26 Clamps C, 15 cm machining operations. Size: Minimum 150 mm, Groz, Gedore,
Material: Made of drop | Kristeel, Dewalt, 3M,
forged - High-Grade Steel KTC,or Better
C-Clamps: 20 cm cast iron “C” -to Clamp / Hold Eastman, Taparia,
work together during drilling, tapping and other Stanley, Freeman,
27 Clamps C, 20 cm 108 rng criting, tapping Groz, Gedore,
machining operations. Size: Minimum 200 mm, .
Material: Made of dropforged - High-Grade Steel Kristeel, Dewalt, 3M,
KTC,or Better
73 Cleaning tray Cleaning tray: Height:130mm, Width:300mm, | Industrial Grade ,or
length: 450mm, Color: blue, Material: PP Better
Collapsible panel stands: Set of 4 nos.
collapsible/foldable auto body parts stands. Weight
carrying capacity 100 kg, Suitable for storing and .
29 Collapsible panel stands | painting purpose. Material: MS pipe dia. 30mm, Industrial Grade ,or
painted blue. Height 600mm. width 200, 300, 500 Better
and 700mm. rubber sleeve for the top tubing to
prevent scratch to the auto body
Compressed Air line: Hose Reel to accommodate Festo, Norgren,or
30 Compressed air line 8mm pipe, Length-10m: Pressure Rating 10 Bar, ’Better ’
Including FRL and QRC
Copper Bit Soldering Iron; Size: 0. 25 Kg;
Soldering iron - 65 watt; Type: Non- temperature
Copper bit soldering iron- | controlled; Wattage: 65W; Temperature: 400° C; Dayton, Soldron,
31 Eastman, Weller ,or
65 watt Cord length: 5 feet; Iron Better
tip: MT1, conical, 0.125”; Peg hook for hanging the
Soldering Iron
3 Crow bar Crow Bar: Size: 910 x 25mm, Mat.erialz Hardened Desons, Soba,or
and tempered Drop forged high quality carbon steel. Better
Cylinder bore gauge Measuring range: 20-160 mm, least count: 0.01 | Mitutoyo, Aerospace,
33 capacity mm, Accuracy: +/- 4 u m. with Carry Box, setting | Miranda, Baker Dial,

standards, certificate of inspection of inspection

Insize,or Better




DC Ohmmeter 0 to 300

DC Ohmmeter: Range 0 to 300 Ohms, mid scales at

HTC, Fluke, Meco,

34 Ohms, mid scales at 20 20 Ohms Sanwa, Mastech,
Ohms Rishabh,or Better
Depth Micrometer with Standard set of extension
rods up to 200 mm with flat end, Ratchet stop. .
. Mitutoyo, Aerospace,
35 Depth micrometer Measqrement ranse: 0-25 mm. Accuracy 0.01 mm. Miranda, Baker Dial,
Material: Stainless Steel; Package Contents: 1 Insize.or Better
Depth Micrometer, 1 Key with catalogue in ’
Wooden Box, Warranty: - 1 year.
Dial gauge type 1 Gr. A Dial gauge Plunger type, Plunger movement 0- | Mitutoyo, Aerospace,
36 (complete with clamping | 20mm, Dial graduations Least count 0.01mm, Set of | Miranda, Baker Dial,
devices and stand) universal clamps and Magnetic base and lock. Insize,or Better
Portable rotary dry Die Grinding kit:
Grinder230VAC, 540w, with 1.5m length flexible Bosch. Makita.or
37 Die Grinding kit shaft attachment, with over 100 types of assorted }’Better ’
burrs, grinding pins, steel wire
brushes, diamond wheels
Set of Body Hammer: set of 2 hammers, Pick &
38 Different type of body finish hammer and Reverse curve hammer, | Martin,Eastwood ,or
hammers Precision ground drop forged heat-treated steel with Better
polished surfaces, cushioned rubber grips
Different type of body picks: set of 6 nos. body
picks: material carbon steel hardened with hard
39 Different type of body plastic handle on one side and picks on the other | Martin,Eastwood ,or
picks side, Medium Curved Pick, Long Curved Pick, Better
Long Chisel Bit Pick, Short Curved Pick, Medium
Short Curved Pick, Light Chisel Bit Pick
Set of Body repair Spoons 6 numbers: 100g to 200g,
for general purpose slapping on thin sheet metal,
Different type of body Light Dinging Spoon,. Combination Sl.) oon, Long Martin, Eastwood,or
40 spoon Curved Spoon, Surfacing Spoon, Medium Crown Better
Spoon, S Spoon for fender. Flat Dinging spoon,
hardened surface with smooth finish. Good holding
grip handles
Different type of bumping hammers: weight 200g,
set of 4 nos. 2 x long head bumping hammer shape
41 Different type of striking face radius 50mm, dia. 40mm and square | Martin, Eastwood,or
Bumping hammers 40mm and 2xShort Head Bumping hammer, Shape Better
striking face radius 50mm, dia. 40mm and square
40mm
Set of 6 General purpose dolly Blocks: 1000g, for
general purpose auto body sheet metal forming,
4 Difterent type of dolly with different crowned working faces, toe, wedge, | Martin, Eastwood,or
block heel works, wedge work and ding spoon long Better

handle, hardened steel with good polished surface,
chrome plated




Different type of finishing hammers: Body hammer
long pick: 300 gm, forged carbon steel tempered
and polished, Wooden Handle 400 mm length
striking head diameter 30 mm and spherical 50mm
Radius, pick stem diameter 15 mm x 40 mm

43 gigirgg gfrfn?irs spherical tip; Body hammer, cross chisel: suitable Martm,BEe if;YOOd’Or
for sheet metal work finishing. 40mm striking
surface 500 g, spherical 50mm Radius, face vertical
chisel body hammer with wooden handle; Body
hammer short pick: 400 g, Ground and Polished
Head, Wooden Handle
44 Different type of pick Picking hammer: Set of 3 nos. one end picking other | Martin, Eastwood,or
hammers end round head, Sizes: 200 g, 300 g, 400 g Better
Digital thermometer, Digital thermometer: hand held thermometer with .
> HTC ,Metravi,H-
45 Temperature range 30 to | solid probe. Temperature range 30 to 3000C. to Guru.or Better
3000C show the maximum temperature hold function. ’
Disc sander: Disc size: 180mm motor, 23VDC, Makita. Bosch.or
46 Disc sander 240w, 5,000 RPM, soft rubber grip handle, with all B,e tter ’
electrical accessories and clamping units for discs
Eastman, Taparia,
e i . . i Stanley, Freeman,
47 Dividers 15 cm Spring ]S)tle:/rflz;a gj;iiltiomm’ Spring type; ISI Certified; Groz, Gedore,
Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Door handle tool (clip Door handle tqol: Car door clip puller, hardened Stanley, Freeman,
48 pullers) carbon steel with different profile at each end to Groz, Gedore,
remove the door handle clips Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
. ] . L Stanley, Freeman,
49 Drift Punch Copper 3C/(2)31')'p§r 6c’1'r 1t1‘t/§'1'1 I)l(c};',, :g(ti (;f;f:r;fzgc}'r ift punch, Sizes: Groz, Gedore,
’ ’ Kristeel, Dewalt, 3M,
KTC,or Better
Drill Angle gage: Suitable to measures angles of
50 Drill point angle gauge 120°, 118°, 90°, 60°, 55°, Made of Polished | ABM tool,or Better
Stainless Steel, Clearly etched graduations.
Drill twist 1.5 mm to 15 Miranda, Addison,
51 mm (various sizes) by 0.5 | HSS Drill Bit SET: Parallel Shank, 3 to 15mm JK, Irwin, Bosch,or
mm Better
Dust extraction Dust extraction gonnections: Vacuum type, ATS Elgi, Manatec,or
52 connections (Vacuum) Includes dust collection hoods vacuum hose adapter Better
1-1/4", 1-1/2" and 35 mm hoses
Copper Bit Soldering Iron; Size: 0. 25 Kg;
Soldering iron - 65 watt; Type: Non- temperature
controlled; Wattage: 65W; Temperature: 400° C;
Cord length: 5 fee‘F; Iron tip: MT1, conical, 0.125"’; Dayton, Soldron
53 Electric Soldering Iron- Peg hook for hanging the Soldering IronCopper Bit Eastman, Weller ,or

65 watt(EACH)

Soldering Iron, soldering iron - Type: Non-
temperature controlled, Wattage: 25W,
Temperature: 400° C, Cord length: 5 feet, Iron tip:
MT1, conical, 0.125”, Peg hook for hanging the
Soldering Iron

Better




Electric testing screw

Electric testing Screwdriver: 220V Electrical Tester
Pen Screwdriver Include Voltage Test Power

Eastman, Taparia,
Stanley, Freeman,

54 driver Detector arterial: high grad steel, Hardness on Groz, Gedore,
tip:55-58 HRC; Transparent: | Kristeel, Dewalt, 3M,
Yellow cellulose acetate, non-flammable KTC,or Better
Electronic heat shrinking | Electronic heat shrinking equipment: 1800W heat
. . . . Bosch,Dewalt,or
55 equipment (carbon rod, gun, variable temperature control, high / low switch, Better
induction or copper) Temperature range from 120-1200-degree Celsius
Try Square: used for checking Sureness &
Engineer’s square 15 cm. s‘Fralghtr}ess; Blade. Size- - 150 mm; Made from Kristeel, Mitutoyo,or
56 single piece high quality tool steel; a groove on the
Blade . Better
inner corner of the stock;
Packed in wooden box; Warranty: - 1 year
Feeler Gauge: Set of 20 Standard precision blades Eastman, Taparia,
type feeler gauge with blades fold into metal case, Stanley, Freeman,
57 f;eelteécg;’auge 20 blades Size: 0.04mm to 1.00mm, Blade Length: 100 mm, Groz, Gedore,
Material: Anti rust | Kristeel, Dewalt, 3M,
wear resistant High grade hardened stainless steel. KTC,or Better
File flat Bastard : Size: 200mm; Type - Smooth cut; Miranda, Addison,
58 File flat 20 cm bastard Material: High carbon steel; Handle Material: | JK, Irwin, Bosch,or
wooden/PVC(nonslip) Better
File. half round 20 cm File Half Round, Rough: Size—200. mm,.Type: File Mirandg, Addison,
59 seC(;n d out half round, bastard cut type, Material: High Carbon | JK, Irwin, Bosch,or
Steel wooden/PVC(nonslip) handle Better
File, Square 20 cm File square bastard: Size- Minimum 200 mm. Mirandg, Addison,
60 SCC(;H d cut Material: High Carbon Steel, Handle Material — | JK, Irwin, Bosch,or
Wooden/PVC(nonslip) Better
File triangular, rough: Size: 300 mm, Material: high | Miranda, Addison,
61 File, Square 30 cm round | carbon steel, Handle Material — | JK, Irwin, Bosch,or
Wooden/PVC(nonslip) Better
File, triangular 15 cm F‘ile triangular, second cut: Size: 150 mm, Mater.ial: Mirandg, Addison,
62 seco,n d out high carbon steel, Handle Material- | JK, Irwin, Bosch,or
Wooden/PVC(nonslip). Better
Set of Hand Files (needle 20 nos.files): Length:
Files assorted sizes and 150mm, Shape: Tz}p oL, FlaF, Mill, Half- unnd, and Miranda, Addison,
. : Round cross-section, Knife, Square, Triangular, .
63 types including safe edge o . JK, Irwin, Bosch,or
file (20 Nos)(SET) Materlal.. High-carbon . steel, Rubber-coated Better
ergonomic handles, Packing: Roll-up pouch -up
pouch
. o CQZ type Fire Extinguisher 2KG, Wall Mounj[ed Safe Zone, National
64 Fire Extinguishers with all necessary attachments and fixing .
. : Fire,or Better
accessories, ISI Certified
Flat File 25 cm second File flat second cut: Size: 250 mm; Type - Smooth | Miranda, Addison,
65 cut cut; Material: High carbon steel; Handle Material: | JK, Irwin, Bosch,or
wooden/PVC(nonslip) Better
File flat Bastard : Size: 350 mm; Type - Smooth cut; Miranda, Addison,
66 Flat File 35 ¢cm bastard Material: High carbon steel; Handle Material: | JK, Irwin, Bosch,or
wooden/PVC(nonslip) Better
Garage rack: Metal Rack, 900mm width x1800mm
67 Garage rack height x400mm depth. 16-gauge MS sheet panel, Industrial Grade ,

with MS Pipe construction




Welding Gloves: Leather Hand Gloves: Heat

68 Gloves for Welding Resisting, fully lined and Kevlar Stitched, A ESAB, Linclon,or
(Leather and Asbestos) Welding Glove Made of Hard Leather-Wearing, Better
size 350mm
Grease Gun, Heavy duty MS body Grease gun with Elei. Eastman.or
69 Grease Gun good spring lever, Grease capacity 0.5 L, Standard &l ’
. Better
Quality
Eastman, Taparia,
Vice Grip Plier: Size: 200 mm; Material: Nickel Stanley, Freeman,
70 Grip Wrench Chrome plated, Hardened drop forged Carbon Groz, Gedore,
Steel., Jaw Opening: 40 mm Kristeel, Dewalt, 3M,
KTC,or Better
Growler External type, 230 V, 50 Hz, Single Phase,
71 Growler Adjustable jaws, Testing armature with ampere Industrial Grade ,
meter and testing probes
Eastman, Taparia,
Hacksaw frame AdjusFable Hacksaw Frame: Size: 300 mm; Stanley, Freeman,
72 adjustable Material: FRAME Tubular chrome plated with Groz, Gedore,
large comfortable wooden handle Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
) - Stanley, Freeman,
73 Hammer Ball Peen 750 g ZtSQ(élg hammer Ball -peen hammer; Material: forged Groz, Gedore,
Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
. . . ) - Stanley, Freeman,
74 Hammer Chipping-250 g (Siilgplrzliohgmmer with Steel wire brush; Material: Groz, Gedore,
’ Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
i - Stanley, Freeman,
75 Hammer copper-1000 g Cca.;lirgé H:rm\l)r\;zg deszlllzleniarllgl(i O 3%Oi\n/lgter1al. forged Groz, Gedore,
Pper, ) Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Hammer Wooden Mallet: Size: 50mm X 40mm Face. X Stanley, Freeman,
76 Mallet(50x40x90 MM) 90mm (L), Handle Length: 250mm, Material: Groz, Gedore,
Chipping Free smooth, hard wood Kristeel, Dewalt, 3M,
KTC,or Better
Double Face Plastic Mallet: Material: transparent Eastman, Taparia,
Stanley, Freeman,
77 Hammer Plastic- 50 mm cgllulosg acetate head and.wooden/steel handle, Groz, Gedore,
Size: Diameter 50 mm: Weight: 350 gm. approx., .
with two spare Heads Kristeel, Dewalt, 3M,
KTC,or Better
Crimping Tool: Size: 250mm (L), Material: Steel;
Light weight, Self-adjustable ratchet with Release
78 Hand operated crimping ii:ﬁfaingontggﬁﬁ ;fsltab;igor ms:)iieeij?s(’i nons Dowells Technotech,

tool

interchangeable jaws: Range: 4mm to 10mm,
Accessories: Slotted
Screwdriver to change jaws, Soft nylon pouch

Pressmaster,or Better




Specification: Adjustable straight shank, Hand
precision ground Reamer of set 3. Material: High
Speed Steel; Straight flutes; Number: - 6; Cutting

Miranda, Addison,

79 Hand reamers Hole Size: Diameter of 6,8,10,12 16 mm,25mm JK. Trwin. Bosch.or
adjustable(SET) Precision: - H7, Flute Length : - 60-80 mm ; Square ’ Bei[ ter ’
End Size : - 9 x 9mm; Total Size : - 130 mm;
Colour: Black/ Bright; Package Content: 1 x
Adjustable Hand Reamer
Cutting Capacity at Rectangle 0°100 x 250 mm,
80 Hand Shear Universal Cutting Capacity at Square 0°110 x 120 mm; Industrial Grade ,
Cutting Capacity at L-Profile 0°130 x 140 mm,
Hand Vice: Size: Total Length: 50 mm, Jaw width: Eastman, Taparia,
. 50 mm, Jaw opening: 30 mm, Material: Forged Stanley, Freeman,
81 Hand vice, 50 mm steel, Spring loaded, Rustproof Steel screw and . Groz, Gedore,
Wing, nut. ’ Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Hollow punch set of 5 nos., Material: HSS, 100mm Stanley, Freeman,
Hollow Punch set of . )
82 seven picces(SET EACH) length, Size: Con'te.nts. 6mm, 8mm, IOmm., 12mm, .Groz, Gedore,
15mm, Surface Finish: Polished, Black Oxidized Kristeel, Dewalt, 3M,
KTC,or Better
Hydraulic jack HI-LIFT HI_L.IFT typ.e -3 Top & > "l."on. capacity, an'd self—. Durajac, ELGI,or
83 type(EACH) lockmg. type; Material: MS; Lifting height:175m; Better
Body dia:50.8 mm
Infrared drying lamp: 2 x 1000W quartz halogen
84 Infrared drying lamp unit | short wave infrared lamp, instant heating, Variable Industrial Grade ,
power control
Eastman, Taparia,
Insulated Screw driver Insulaj[ed . Screwdriver:  Size: 2OQmmX9mm, Stanley, Freeman,
85 Size: 200mmx9mm ’ Material: insulated by PVC,25mm Dia. Handle, Groz, Gedore,
) Blade material: Chrome Vanadium steel Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Insulated Screw driver Insulajted . Screwdriver: Size:300mmx9mm, Stanley, Freeman,
86 Size:300mmx9mm ’ Material: insulated by PVC,15-25mm Dia. Handle, Groz, Gedore,
) Blade material: Chrome Vanadium steel Kristeel, Dewalt, 3M,
KTC,or Better
Interchangeable ratchet socket set: with a 12 mm Eastman, Taparia,
square driver, sized 10-32 mm set of 18 socket & Stanley, Freeman,
87 Interchangeable driver set | attachments, Material: Forged with high grade steel, Groz, Gedore,
and Nickel Chrome | Kristeel, Dewalt, 3M,
finish, Packing: Box packing, Warranty: - 1 years KTC,or Better
Lead light: Car Repair Lamp, flameproof cover, 10
88 Lead light m thick insulated flexible cable. 12VDC White bulb Industrial Grade ,
with translucent cover.
Left Cut Snips with induction hardened cutting edge Eastman, Taparia,
suitable to cut up to 18 gauge cold-rolled steel or 22- Stanley, Freeman,
89 Left cut snips gauge stainless steel, prevent catching on materials Groz, Gedore,
while cutting, Auto release mechanism for fast one- | Kristeel, Dewalt, 3M,
handed operation. Size- 250 mm KTC,or Better
Screw type Lifting jack: Capacity: 3 ton; Material:
90 Lifting jack screw type Iron with adjustable ratchet rated claw, Powder Industrial Grade ,

coated finish, Easy to handle, Handle: 600mm
length and 12mmDiameter




9] Liquid penetrant Liquid penetrant Inspection kit: Developer, Easb,or Better
Inspection kit Penetrant, and Cleaner
Eastman, Taparia,
Magneto spanner set with | Magneto Spanner Set of 8, 9, 10, 11,13,14,17,19, Stanley, Freeman,
2 8 spanners chrome vanadium hardened and tempered Groz, Gedore,
P v u P ’ Kristeel, Dewalt, 3M,
KTC,or Better
Size: 75 mm Diameter, Material Used: Glass with, Ninebo. Jaxy.or
93 Magnifying glass with frame of Steel Material, Magnification Power: £20, Jaxy.
10X Better
Digital Multimeter: 3 % digit, 4000 count, Hand
held, battery powered, auto ranging type,, Range of
Measurement: DCV: 400mV to 600V, ACV: 4 to
1000V, DCA: 490 mA to 20 A, ACA: 100 mA tc? HTC, Fluke, Meco,
94 Multimeter digital 20A,, Resistance: 400 to 40 Meg Ohms, Accuracy: Sanwa. Mastech.or
+-3% to +-5%,, Continuity Tester: Buzzer sound, I’Better ’
Diode Test Facility,, Accessories: Test lead, Hand
strap, Instruction manual. Drop shock proof meter,
protective body cover, capacitance, dB, Li
measurement
Oil Can for Oiling - Car, Bike and Machines. Oil }SE?;IEIIEan’FI:SriSE’
Oil can 0.5/0.25 liter can with nozzle pressure feed 500 mg. Minimum Y ’
95 . . . . Groz, Gedore,
capacity Capacity: 500ml, Material: High carbon steel & .
. . Kristeel, Dewalt, 3M,
Flexible Nozzle in Steel and Chrome Plated
KTC,or Better
Norton,
96 Oil Stone Oil Stone -150 x 50 x 25 mm Carborandum,or
Better
Outside Micrometer with Ratchet Stop & Lock;
Range (mm) : 25-50 mm; Accuracy: 0.01 mm;
Scale: Metric , Graduation: 0.01 mm; Material: Mitutovo. Aeroshace
Outside micrometer, Measuring Faces- Carbide; Standards Setting with UHoYo, pace,
97 . . . ; . . Miranda, Baker Dial,
Range (mm) : 25-50 mm | Calibration certificate of inspection; Packing —In .
Insize,or Better
Carry Wood /
Plastic Box with Product Catalogue, Warranty: 1
year
Outside Micrometer with Ratchet Stop & Lock,
Range (mm): 0-25 mm, Accuracy: 0.01 mm, Scale:
Outside micrometer Metric, Graduation: 0.01 mm; Material: Measuring | Mitutoyo, Aerospace,
98 Range (mm): 0-25 I’nm Faces- Carbide; Standards Setting with Calibration | Miranda, Baker Dial,
& ) certificate of inspection; Packing —In Carry Wood / Insize,or Better
Plastic Box with Product Catalogue; Warranty: 1
year
Outside Micrometer with Ratchet Stop & Lock,
Range (mm): 50-75 mm; Accuracy: 0.01 mm;
Scale: Metric, Graduation: 0.01 mm; Material: Mitutoyo, Aerospace
99 Outside micrometer, Measuring; Faces-Carbide; Standards Setting with Miranda, Baker Dial,

Range (mm): 50-75 mm

Calibration certificate of inspection; Packing —In
Carry Wood /
Plastic Box with Product Catalogue; Warranty: 1
year

Insize,or Better




Outside micrometer,

Outside Micrometer with Ratchet Stop & Lock.
Range (mm): 75-100 mm., Accuracy: 0.01 mm.,
Scale: Metric, Graduation: 0.01 mm. Material:

Mitutoyo, Aerospace,

100 Range (mm): 75-100 mm | Measuring Faces- Carbide. Standards Setting with M1raqda, Baker Dial,
Calibration certificate of inspection. Packing —In Insize,or Better
Carry Wood / Plastic Box with Product Catalogue.
Panel assembly Pgnel agsembly hold/support arms: Steel pipg stand .
101 with clips to hold the car panels for repair and Industrial Grade ,
hold/support arms S
painting
102 Pgnel cutter (two-way Panel cutter: Two Way Nibbler Bosch, Makita,or
nibbler) Better
Screwdriver Set:High Grade Steel, Transparent
Green Cellulose Acetate Handle (Non- Flammable), Eastman, Taparia,
Philips Screw Driver set Blade - 4..0 x 0.6 mm, Material: TEMPERED Stanley, Freeman,
103 of 5 picces(SET) STEEL (Tip Hardness 55 - 58 HRC),, Bit length: Groz, Gedore,
100mm, 150 mm, 200mm, 250mm, 300mm | Kristeel, Dewalt, 3M,
(excluding Handle),, KTC,or Better
Handle Length: 80 mm
Tube cutter-3mm to 16mm DIA copper tubes. With
) . holder, hardened alloy steel sharp die rollers and Galaxy, Stanley,or
104 Pipe cutting tool supporting cylindriceﬁ rollers. rpWith adjustable }IIBetter g
spring-loaded cutter roller
Flaring Tool (Swaging tool and punch-) set: flaring
to SAE 450 standards-4.7mm to 16mm O.D with
105 Pipe flaring tool forged yoke, rotating flaring pqnch and dies set for | Stanley, Galaxy,or
all tube sizes from Better
4 mm to 16 mm. hardened Carbon alloy steel
chrome plated
Feeler Gauge: Set of 25 Standard precision blades Eastman, Taparia,
type feeler gauge with blades fold into metal case, Stanley, Freeman,
106 plastic feeler gauges Size: 0.04mm to 1.00mm, Blade Length: 100 mm, Groz, Gedore,
Material: Anti rust | Kristeel, Dewalt, 3M,
wear resistant High grade hardened stainless steel. KTC,or Better
Eastman, Taparia,
Combination Pliers Insulated, 200mm; Material: Stanley, Freeman,
107 Pliers combination alloy steel; Hardened and Tempered mouth; Non- Groz, Gedore,
slip insulated plastic handle; ISI Certified Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Pliers Flat nose; Size: 150 mm; High carbon steel Stanley, Freeman,
108 Pliers flat nose induction hardened 55 hrc. with wire cutter and Groz, Gedore,
PVC insulation handle; ISI Certified Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Pliers Round nose; Size:150 mm; High carbon steel Stanley, Freeman,
109 Pliers round nose induction hardened 55 hrc. with wire cutter and with Groz, Gedore,
PVC insulation handle; ISI Certified Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Side Cutting Pliers: Insulated Anti-rust Protected., Stanley, Freeman,
110 Pliers side cutting Size: Minimum 150 mm., Material: Carbon steel/ Groz, Gedore,

Drop Forged chrome vanadium steel.

Kristeel, Dewalt, 3M,
KTC,or Better




Pneumatic rivet gun: A spring-loaded handle that
makes loading rivets simple and a slip resistant grip
for precise rivet placement. All-steel construction

Arrow, Stanley,or

Ml Pneumatic rivet gun for durability, should Better
have 4 interchangeable heads 3/16°, 5/32”°, 3/32”’
and 1/8’
Hand Drill Machine Electric with Hammer action: Bosch, Black &
112 Portable electric drill Compact and Powerful impact Portable Hand drill Decker,
Machine machine, Capacity: Chuck capacity:0-13 mm, Rated KTC,Stanley,or
power 650 Watt. Warranty: 1-year Better
Eastman, Taparia,
Dot slot punch Size: Minimum 150 mm, Material: Stanley, Freeman,
113 Prick Punch High speed steel with a shaped tip at one end and a Groz, Gedore,
blunt butt end at the other Kristeel, Dewalt, 3M,
KTC,or Better
letter Punch Set: is made from hardened and Eastman, Taparia,
tempered Carbon Steel Metal; Square heads, Stanley, Freeman,
Punch Letter 4mm . . .
114 (Number)(SET) knurled grip and polished tips; letter A to Z, letter Groz, Gedore,
height Size: 4 mm; Shape or Style: Letter A to Z | Kristeel, Dewalt, 3M,
Stamp Set, for use on metal. KTC,or Better
Random /dual action Random /dual actior} orbital sa}'nder: Size- 12-15 cm ATS-Elgi,
115 . hook and loop sanding pad: 5", Free speed: 12,000 .
orbital sander . . : Precision,or Better
revolutions per minute, Working Pressure: 6 bar
Right Cut Snips with induction hardened cutting | Eastman, Taparia,
edge suitable to cut up to 18 gauge cold-rolled steel Stanley, Freeman,
116 Right cut snips or 22-gauge stainless steel, prevent catching on Groz, Gedore,
materials while cutting, Auto release mechanism for | Kristeel, Dewalt, 3M,
fast one-handed operation. Size- 250 mm KTC,or Better
Rivet sets snap and Dolly Rivet sets snap and Dolly combined: Size 3mm,
117 . 4mm and 5mm, hardened tool steel with good | Martin,Eastwood,
combined . .
polished finish
Engineers flat square end scraper size: Width x
Length: 15 mm X 150 mm, Overall length Godrej, Stanley,or
118 Scraper flat including handle: - 250 mm, Surface Material: ’ ’
. Better
Chrome-plated -vanadium steel,
Material grip handle: Wood
Engineers half round scraper size: Width x Length:
15 mm X 150 mm, Overall length including handle: Godrej, Stanley,or
19 Scraper half round - 250 mm; Surface Material: Chrome-plated - Better
vanadium steel Material grip handle: Wood
Engineers triangular scraper size: Width x
. Length:15 mm X 150 mm, Overall length including Godrej, Stanley,or
120 Scraper Triangular handle: - 250 mm, Surface Material: Chrome- Better
plated -vanadium steel, Material grip handle: Wood
Universal scribing block Size: 300 mm; Material:
Scriber with scribin Making Cast iron surface plates are designated b .
121 block universal, 300gmm their 1egngth, breadth, gradg as per IndiangStandarz Kristeel, IT,or Better
number
Eastman, Taparia,
Scriber: Scriber size: 150 mm; Type: Straight & Stanley, Freeman,
122 Scriber, size: 150 mm Knurled at centre position; Material high carbon Groz, Gedore,

steel, it is a hand tool used in metalworking to mark

Kristeel, Dewalt, 3M,
KTC,or Better




Round split Dies Adjustable Set, Size: 6mm to 32
mm threads at an increment of 1 mm, Material:

Miranda, Addison,

123 E/fé t?iigog,l;)and dies - HSS: Round Die Stock: Rugged steel construction | JK, Irwin, Bosch,or
with heavy duty set screws; Efficient & clean Better
cutting of external threads, Handle Length: 350 mm
124 Shear Tin Man's Tin Mans shears: set of two numbers 450 mm and Industrial Grade ,
600 mm. cut up to 2mm steel sheet
Eastman, Taparia,
Sheet metal cutting Set of Sheet cutting shears/Pliers- Straight, Left and Stanley, Freeman,
125 pliers-left , right hand and | Right Jaw: Size-300mm, drop forged, heat treated Groz, Gedore,
straight -jaw steel and polished jaws. Lever lock for safe storage | Kristeel, Dewalt, 3M,
KTC,or Better
Size: SWG1 to SWG 36, graduations in both British | Mitutoyo, Aerospace,
126 Sheet Metal Gauge & metric system, material: forged high carbon steel | Miranda, Baker Dial,
hardened and tempered Insize,or Better
127 Sher Tin mans Shear Tin Man- 300mm Industrial Grade ,
Soldering Copper Hatchet | Soldering Copper Hatchet type: 1.5x3mmx500mm Dayton, Soldron,
128 . . Eastman, Weller ,or
type length pieces; Weight: 500 grams
Better
Solid parallel block set: set of two blocks finished
as pair. Hardened tool steel precision ground set of
Solid Parallels in pairs two blocks. Parallelism 0.005mm, Material tool
129 (Different size) ianetric steel, Hardness HRC55- Global, Alfa,or Better
62. Set of three sizes: 10X20X125mm,
15X30X150mm and 20X40X200mm
Jhalani,Eastman,
Spanner Clyburn /Adjustable Spanners, Size: 150 Taparia, Stanley,
130 Spanner Clyburn mm., Left hand thurpb screw movement as standard. Freeman, Qroz,
Material: Forged with high grade steel, heat treated Gedore, Kristeel,
and Nickle chrome finish Dewalt, 3M, KTC,or
Better
Eastman, Taparia,
Spanner D.E. set of 12 DE metric spanner (set); 6X7, 8X9, 10X11, 12X13, Stanley, Freeman,
131 ‘eces o 14X15, 16X17 ,16X18, 20X22, 21X23, 24X27, Groz, Gedore,
p 25X27, 30X32; ISI Certified Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Spanner T. flocks for Spanner T: flocks for screwing up and up-screwing Stanley, Freeman,
132 screwing up and up- inaccessible Material: Forged with high grade steel, Groz, Gedore,
screwing inaccessible and Nickel Chrome finish, Packing: Box packing Kristeel, Dewalt, 3M,
KTC,or Better
Adjustable Spanners Size: 150 mm; Left hand Eastman, Taparia,
. thumb screw movement as standard; Material: Stanley, Freeman,
133 Spanner, adjustable Forged with high grade steel, and Nickel Chrome .Groz, Gedore,
finish ’ Kristeel, Dewalt, 3M,
) KTC,or Better
Jhalani,Eastman,
Spanner. rine set of 12 Ring Spanner Set: Size: 6mmto 32, Material: giiiﬁltn&?}ﬂ)ezy’
134 P , Ng Forged with high grade steel, and Nickel Chrome ; ’

metric sizes

finish, Set of 12 pcs -Box Packing

Gedore, Kristeel,
Dewalt, 3M, KTC,or
Better




Spanners socket with

Socket Spanners with T Ratchet handle, T-bar,
ratchet and universal set of bits 6 mm to 32mm, 28

Jhalani,Eastman,
Taparia, Stanley,
Freeman, Groz,

135 :gti eildethandle, T-bar, pieces of sockets, Material: Forged with high grade Gedore, Kristeel,
) steel, and Nickel Chrome finish with box. Dewalt, 3M, KTC,or
Better
Spark Lighter: Suitable for gas welding burners,
136 Spark lighter with refillable gas container, sturdy and safe Industrial Grade ,
industrial model
Eastman, Taparia,
Spark Plug Spanner (Metric): Size: 14mm x 18mm Stanley, Freeman,
137 Spark plug spanner Length of wrech:15cm, Length of bar:13cm, Groz, Gedore,
Material: High Grade Steel, Chrome Plated Kristeel, Dewalt, 3M,
KTC,or Better
Measuring Type: Horizontal & Vertical, Base
length: 300 mm; Accuracy-0.1 mm/Meter; Base Eastman, Taparia
width: 25 -30mm; Height: Maximum 25-30 mm; ’ ’
.. Bubble opening: 80 mm x 8 mm; (length x width); Stanley, Freeman,
138 Spirit level . . . ] Groz, Gedore,
Weight (Without packing box): 150-250 gs, .
Effective length of bubble: 20-25mm, Least count Kristeel, Dewalt, 3M,
) . . KTC,or Better
of graduation: Maximum 2 mm; Packaging: In
wooden box
Spot weld cutter- Drill Spo.t weld cutter: Drill type, pointer di.a. 4mm ATS-Elgi,
139 t Hole saw tvbe sliding shank with 10mm Hole saw type: Cobalt Precision.or Better
yPe, M high-speed steel construction, cutting edges HSS ’
Spot weld removal kit / drill along with accessories:
Spot weld removal Double-Sided rotary spot weld cutter, set of 14 ATS-Elei
140 kit/drill along with cutters and pilots, 3/8" Heavy Duty double end Precision or%B’e tter
accessories cutter with pilot and shank. High Speed Rotary ’
High-Quality Heat Resistant Steel Cutting Blade
Eastman, Taparia,
Measuring steel tape 10 meters, [SI mark steel tape Stanley, Freeman,
141 Steel measuring tape of Om length spring retractable, with stopper, tape Groz, Gedore,
width: 19 mm, tape material: tempered steel Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Steel rule 15 cm inch and Stefel Rule specification: SIZE:. 150 mm, Material: Stanley, Freeman,
142 metric Stainless Steel Etched Ruler with zero at the edge, Groz, Gedore,
Standard Unit: Metric/Inch Graduation Kristeel, Dewalt, 3M,
KTC,or Better
Eastman, Taparia,
Steel rule 30 cm inch and | Steel Rule - 300mm; Material: Stainless Steel; ISI Stanley, Freeman,
143 metric Marked Groz, Gedore,
Kristeel, Dewalt, 3M,
KTC,or Better
Steel wire Brush: Size 50 mm x 150 mm, material Industrial Grade or
144 Steel wire Brush wood mounted with brushes hardened carbon steel ’
. . Better
5 rows and 3 rows, steel wire bristle
145 Straight edge gauge, Size | Straight edge: Size - 2 feet, Material - Rustproof Kiristeel, Jash,or
- 2 feet seasoned Tool steel 60 HRC Better
146 Straight edge gauge, Size | Straight edge: Size - 4 feet, Material - Rustproof Kristeel, Jash,or
- 4 feet Seasoned Tool steel 60 HRC Better




Stud extractor set of

Broken Damaged Screw Extractor, Bolt, Stud
Extractor Set extractor, set suitable for a range of

Eastman, Taparia,
Stanley, Freeman,

147 3(SET) sizes from 3 - 25mm, Minimum -08 Piece of Groz, Gedore,
Extractor Set., Packing: single box | Kristeel, Dewalt, 3M,
with Product Catalogue KTC,or Better
Stud remover set of 4 sizes: Set suitable for a range Eastman, Taparia,

. of sizes from 6, 8, 10 and 12mm; suitable locking Stanley, Freeman,
Stud remover with socket .

148 handle arrangement for removal of good studs in assembly. Groz, Gedore,
Extractor Set with suitable square key drive handle; | Kristeel, Dewalt, 3M,
Packing: single box KTC,or Better

149 Suction cup Suction Ct}p: for dent pqller/ suction tool. With Industrial Grade .
sturdy suction cup and pulling handle
Surface gauge with Magnetic Base: with On/off
Switch: Size: 58(L) x 50(B) x 55(H) mm;, Material:

Hardened steel alloy base, with ground "V" and
parallel side edges,, Main Stem:12x176mm:;,
Branch Stem: 10x160mm; Clamps for Dial
Surface gauge with dial Indic?tor§ and brgnch stem Wi.t h Lug Back or Plai.n Mitutoyo, Aerospace,
150 test indicator plunger type Back,. l?me adjustment, Dial Tgst Indicator:, Miranda, Baker Dial,
e 0.0] mm Mqterlal. SS Body, Waterproof, 01.1 and scratgh Insize.or Better
resistant cover, Knurled Clamp Ring & Plastic ’
Case, outer frame clamp with and lifting lever,, Dial
Size: 50mm, Colour: White background with black
indicator arms, Range: 10mm, Least count:
0.01lmm;, Reading Scale: 0-100,
Stylus: 2mm Carbide Point Contact Stylus
A boxed set Taps and Dies complete set in box 6, 8,
. 10& 12 mm set of 5.and dies complete with tap : .

151 ;reigs and Dies complete wrench, die holder and screwdriver; Material: High K, Krcl)srt%e;j[ tl;/rhranda
Carbon Steel; Tap and Die has size and starting side ’
permanently marked on each
A boxed set Taps complete set in box 5, 6, 8, 10- &

152 Taps and wrenches - 12-mm. material HSS. each size of Tap should have | JK , Kristeel, Miranda

Metric(SET) three stages of taps 1st, 2nd and bottoming tap. Set ,or Better
of 5. tap wrench, Material: High carbon steel
Gauge: telescopic type used to measure internal
dimensions of work pieces; Capacity to Measure: -
8-150mm depth; Size:8-12.7mm,12.7-19mm,19- | Mitutoyo, Aerospace,

153 Telescope gauge 32mm,32-54mm,54- 90mm,90-150mm wup to | Miranda, Baker Dial,
150mm. Packing: In Wooden Box, foam inside Stanley,or Better
package,

Warranty: 1 year
. Screw Pitch Gauge: 28 leaves 4-80 pitch,30 leaves Mi.tutoyo, Aeroquce,
154 Thrgad pitch gauge 4-42 pitch,30 leaves 3.5-60 pitch, Metric & BSW Miranda, quer Dial,
metric, BSW . Stanley,Kristeel,or
threads, Material: SS
Better
Tin smiths bench folder: capacity to fold 600 length
155 Tin smiths bench folder X 1.6mm thick MS sheet. With foot operated Industrial Grade ,

mechanism and adjustable angle and edge width
guide




Torque wrenches with ratchet release mechanism
used for proper torqueing of nuts, bolts and other
fasteners, Range of Torque Measurement 5-35 Nm
12-68 NM and 50- 225 Nm. (All), Material: Forged

Eastman, Taparia,
Stanley, Freeman,

156 Torque wrenches(EACH) | steel, Torque Wrenches are calibrated on Groz, Gedore,
mechanical torque tester to an accuracy of +/ 3%., | Kristeel, Dewalt, 3M,
Packing —In Box with Product catalogue with KTC,or Better
accessories, with calibration certificate, Warranty:

Minimum 1 year
Trammel 300mm, Material: Stainless Steel beam:;

157 Trammel with two trammel pointers hardened and tempered Taparia, General
for circle drawing, one attachment for parallel tool,or Better
marking
Trim and upholstery tools Set of 14 tools for
removal of Door Panels, mouldings, Window

158 Trim and upholstery tools | Trims, Clips, Fasteners, Emblems, Panels, Radios | Aomax, -,or Better
and interior and exterior car
trimming

Trolley type portable air
compressor single Trolley type portable air compressor: suitable for
cylinder with 45 liters pressure: 8 bar, delivery: 50 lpm, reservoir capacity: .

159 capacity Air tank, along 45 liters, 230V, 50 Hz, 2HP motor with FRL unit Elgi, Aélascopco,or
with accessories & with and gauge, complete with electricals, switch, 10m ctter
working pressure 6.5 pipe with QRC, mounted on sturdy trolley
kg/sq cm

Digital tyre Pressure Gauge: Accurate and quick
reading, Unit display: psi, bar and kPa mode push

160 Tyre pressure gauge with | button; Materials: ABS Plastic; Pressure Range: 2 HTC, Michelin,or
holding nipple to 150 psi; Accuracy: +1%; Better

Display: 3-1/2-digit, 1/4 backlit LCD; Battery Life:

2000 hours or more
Universal puller for Uni\{ersal pully pulle.r for removing pulleys and o

161 removing pulleys, bearings from shaft: Three Jaws d.rop forged | Taparia, Timken,or
. hardened and tempered steel pulley size 150mm Better

bearings

spread

Size: 150x100x100mm with clamps; Material: g?;;?;an%f:é);zi’
V' Block 75 x 38 mm pair | HCHCR - hardened and ground; Accuracy for Y, ’

162 . . . Groz, Gedore,
with Clamps Flatness, Squareness; Parallelism within 0.006- .

0.008 mm Kristeel, Dewalt, 3M,
KTC,or Better
H Guru, Waree,or

163 Vacuum gauge to read Vacuum gauge: Range: 0 to 760 mm of Hg Better
Venire calliper with Thumb lock and Bezel:

Vernier caliper, 0-300 Measuring Range: 0-300 mm, Least count: 0.02 | Mitutoyo, Aerospace,

164 mm ’ mm, Material: Hardened stainless steel smooth | Miranda, Baker Dial,
slides, Packing —In Carry Wooden Insize,or Better
Box/ Hard, Plastic Box with Product Catalogue

Eastman, Taparia,
Vice Grip Plier: Size: 250 mm; Material: Nickel Stanley, Freeman,
165 Vice grip pliers Chrome plated, Hardened drop forged Carbon Groz, Gedore,

Steel., Jaw Opening: 40 mm

Kristeel, Dewalt, 3M,
KTC,or Better




Digital volt meter: 3-digit display, Hand held,
battery powered, auto ranging type, Range of
Measurement: DCV: 0 to 50V, Accessories: Test

HTC, Fluke, Meco,

166 Voltmeter (Digital) lead, Hand strap, Instruction manual. Drop shock Sanwa, Mastech,or
. Better

proof meter, protective body cover. Rugged

automotive grade.
167 Welq th'rough primer Weld' thrqugh primer application equipment: with 3M, -.or Better

application equipment 10Lzinc rich primer
. . . ] . . | Mitutoyo, Aerospace,

168 Wire Gauge (metric) Wire Gauge Whitworth Disk type; Unit: Metric; Miranda, Baker Dial,

Material: Stainless Steel

Insize,or Better

DELIVERY SCHEDULE (Item Wise)

PACKAGE No 1: Mechanic Auto body Repair

All Items is to be delivered at GITI Haldwani Boys




PACKAGE No 2 : Mechanic Auto body Painting
LIST OF GOODS & DELIVERY PERIOD

[Bidder to enter the offered delivery period for the package applied]

Line |Description of Goods and Related| Qty (Physical unit Final Desired Delivery | Bidder’s
Item No. Services Destination Period for offered
(Project site)| completion of Delivery
supply Period
1 2 3 4 5 6 7
1 IAdjustable spanner (pipe wrench Nos.
2
350 mm)
2 IAir blow gun with standard 1 Nos.
accessories
3 Air impact wrench with standard 4 Nos.
accessories
4 IAir ratchet with standard 4 Nos.
accessories AS PER THE
5 Allen Key set of 12 pieces 2mm to | Nos. DELIVERY
14mm) SCHEDULE
6 IAmmeter 300A/ 60A DC with 5 Nos.
external shunt
7 Angle grinder (10-12 cm) - for ) Nos.
cutting and grinding
8 IAngle plate adjustable 1 Nos. )
250x150x175 [insert the
9  |Angle plate size 200x100x200mm | 2 Nos. WITH IN 30 number of
10 |Anvil 50 Kgs with Stand 1 Nos. DAYS OF THE  (days from
11 |Arbor press hand operated 2 ton 1 Nos. ISSUANCE OF  [[ne date of
capacity THE PURCHASE [t(he Contract;
12 Battery —charger 2 Nos. ORDER The details
13 Belt sander (Narrow surface) 2 Nos. should be
14 Bench lever shears 250mm Blade x 1 Nos. ehtered by
3mm Capacity bidder]
15 [Blow Lamp 1 litre 2 Nos.
16 Bucket, sponge, squeegee, chamois ) Nos.
& tack rags(EACH)
17 Caliper inside 15 cm Spring 4 Nos.
18 |Calipers outside 15 cm spring 2 Nos.
19 Chain Pulley Block-3 ton capacity 1 Nos.
with tripod stand
20 Chisel 10 cm flat 4 Nos.
21 Chisels cross cut 200 mm X 6mm 4 Nos.
22 Circlip pliers Expanding and Nos.
contracting type 15cm and 20cm 2
each
23 |Clamps C 100mm 2 Nos.
24 (Clamps C 150mm 2
25 Clamps C 200mm 2 Nos.
26 Cleaning tray 45x30 cm. 4 Nos.




27 Collapsible panel stands 2 Nos.

28 Colour matching cards /panels Nos.
(Magnetic, chromalux card or 10

rimed metal)

29 compressed air line -10m (on Nos.
retractable reel, with high flow 2
connectors) with FRL unit

30 Copper bit soldering iron 0.25 Kg Nos.

31 Cylinder bore gauge capacity 20 to Nos.
160 mm

32 IDC Ohmmeter 0 to 300 Ohms, mid > Nos.
scales at 20 Ohms

33 Depth micrometer 0-25mm 4 Nos.

34 Dial gauge type 1 Gr. A (complete 4 Nos.
with clamping devices and stand)

35 Die Grinding kit 2 Nos.

36 Different type of -body 1 Nos.
hammers(SET)

37 Different type of body picks(SET) 1 Nos.

38 Different type of body spoon(SET) 1 Nos.

39 Different type of Bumping 1 Nos.
hammers(SET)

40 Different type of dolly block(SET) 1 Nos.

41 Different type of finishing 1 Nos.
hammers(SET)

42 Different type of pick 1 Nos.
lhammers(SET)

43 Digital thermometer, Temperature 2 Nos.
range 30 to 3000C

44 Disc sander - 18 cm 2 Nos.

45 Dividers 15 cm Spring 4 Nos.

46 Door handle tool (clip pullers) 1 Nos.

47 Drift Punch Copper 15 Cm 4 Nos.

48 Drill point angle gauge 1 Nos.

49 Drill twist 1.5 mm to 15 mm Nos.
(various sizes) by 0.5 mm 4

50 Dust extraction connections Nos.
(Vacumm) 2

51 Electric Soldering Iron 230 V 60 > Nos.
watts 230 V 25 watts(EACH)

52 Electric testing screw driver 2 Nos.

53 Engineer's square 15 cm. Blade 2 Nos.

54 Feeler gauge 20 blades (metric) 2 Nos.

55 File flat 20 cm bastard 4 Nos.

56 File, half round 20 cm second cut 4 Nos.

57 File, Square 20 cm second cut 4 Nos.

58 File, Square 30 cm round 4 |Nos.

59 File, triangular 15 cm second cut 4 Nos.

60 Files assorted sizes and types Nos.
including safe edge file (20 2
INos)(SET)

61 Fire Extinguishers 1 Nos.




62 Flat File 25 cm second cut 4 Nos.
63 Flat File 35 cm bastard 4 Nos.
64 Garage rack 2 Nos.
65 Gloves for Welding (Leather and 5 Nos.
|Asbestos)(SET)
66 Granite surface plate 1600 x 1000 1 Nos.
with stand and cover
67 Grease Gun 2 Nos.
68 Grip Wrench 200mm 2 Nos.
69 Growler 1 Nos.
70 Hacksaw frame adjustable 20-30 cm| 10 Nos.
71 Hammer Ball Peen 0.75 Kg 4 Nos.
72 Hammer Chipping 0.25 Kg 5 Nos.
73 Hammer copper 1 Kg with handle 4 Nos.
74 Hammer Mallet(50X40X19) 4 Nos.
75 Hammer Plastic-350 gm 4 Nos.
76 Hand operated crimping tool (i) for Nos.
crimping up to 4mm and (ii) for 2
crimping up to 10mm
77 Hand reamers adjustable 10.5 to Nos.
11.25 mm, 11.25 to 12.75 mm, )
12.75 to 14.25 mm and 14.25 to
15.75 mm(SET)
78 Hand Shear Universal 250mm 2 Nos.
79 Hand vice - 50 mm 2 Nos. [insert the
80  |Hollow Punch set of seven pieces ) Nos. AS PER THE | 11 1N 30 number of
6mm to 15Smm(SET EACH) DELIVERY |\ oo op tgp  [days from
81 Hydraulic jack HI-LIFT type -3 ton 1 Nos. SCHEDULE ISSUANCE OF [the date of
capacity. & % ton capacity(EACH) the Contract:
. ~ THE PURCHASE '
82 Infrared drying lamp unit 1 Nos. The details
83 Insulated Screw driver 20 cm x Nos. ORDER
9mm blade 2 should be
84 Insulated Screw driver 30 cm x > Nos. er_1tered by
9mm blade bidder]
85 Interchangeable driver set 1 Nos.
86 Lead light 2 Nos.
87 Left cut snips 250mm 4 Nos.
88 Lifting jack screw type 3 ton 4 Nos.
capacity
89 Liquid penetrant Inspection 1 Nos.
kkit(SET)
90 Magneto spanner set with 8 1 Nos.
spanners(SET)
91 Magnifying glass 75mm 2 Nos.
92 Multimeter digital 5 Nos.
93 Oil can 0.5/0.25 liter capacity 2 Nos.
94 Oil Stone 15cm x 5 ecm x 2.5 cm 1 Nos.
95 Outside micrometer 0 to 25 mm 4 Nos.
96 Outside micrometer 25 to 50 mm 4 Nos.
97 Outside micrometer 50 to 75 mm 1 Nos.
98 Outside micrometer 75 to 100 mm 1 Nos.




99 Paint measuring / mixing stick &jug 4 Nos.
sets
100 [Paint scrapper, putty mixing board, ) Nos.
utty applicator /knife(EACH)
101 Paint surface film thickness gauge ) Nos.
(electronic)
102 [Panel buffing machine (18 cm) 2 Nos.
103 Philips Screw Driver set of 5 pieces ) Nos.
(100 mm to 300 mm)(SET)
104 Pipe cutting tool 2 Nos.
105  [Pipe flaring tool 2 Nos.
106  plastic feeler gauges 2 Nos.
107 Pliers combination 20 cm. 2 Nos.
108  [Pliers flat nose 15 cm 2 Nos.
109 [Pliers round nose 15 cm 2 Nos. [insert the
110 [Pliers side cutting 15 cm 2 Nos. number of
111 Pneumatic rivet gun 2 Nos. AS PER THE | WITH IN 30 days from
112 [Portable electric drill Machine 1 Nos. DELIVERY |hAYS OF THE the date of
113 |Prick Punch 15 cm 4 Nos. |SCHEDULE |qaNCEOF | o t?e .
114 |Punch Letter 4mm (Number)(SET) | 2 Nos. THE PURCHASE Th‘;” d;?; i<
115 |Right cut snips 250mm 4 Nos. ORDER should be
116  [Rivet sets snap and Dolly combined 4 Nos. entered by
3mm, 4mm, 6mm bidder]
117 |Scraper flat 25 cm 4 Nos.
118  [Scraper half round 25 cm 4 Nos.
119 [Scraper Triangular 25 cm 2 Nos.
120 [Scriber 150 MM 4 Nos.
121 Scriber with scribing black > Nos.
universal 300 MM
122 Set of stock and dies - Metric(SET) | 2 Nos.
123 Shear Tin Man's 450 mm x 600mm | 4 Nos.
124 Sheet metal cutting pliers-left , right Nos.
hand and straight - jaw 1
Configuration(SET)
125 |Sheet Metal Gauge 2 Nos.
126 |Sher Tinmans 300mm 4 Nos.
127  |Soldering Copper Hatchet type 5 Nos.
500gms
128 Solid Parallels in pairs (Different ) Nos.
size) in Metric
129 |Spanner Clyburn 15 cm 1 Nos.
130  |Spanner D.E. set of 12 pieces (6bmm 4 Nos.
to 32mm)
131 Spanner T. flocks for screwing up ) Nos.
and up-screwing inaccessible
132 |Spanner, adjustable 15cm. 2 Nos.
133 Spanner, ring set of 12 metric sizes ) Nos.
6 to 32 mm.
134 Spanners socket with speed handle, > Nos.
T-bar, ratchet and universal
135 [Spark lighter 2 Nos.




136 Spark plug spanner 14mm x 18mm ) Nos.
x Size

137 |Spirit level 2 V 250, 05 metre 2 Nos.

138 Spray gun & mixing equipment Nos.
cleaning machine(explosion proof) 2
& bench(EACH)

139  [Spray guns (gravity feed primer. Nos.
COB/2K colour& clear coat. touch-| 1
up set)

140 |spring scale 2 Nos.

141 Steel measuring tape 10 meter in a ) Nos.
case

142 Steel rule 15 cm inch and metric 4 Nos.

143 |Steel rule 30 cm inch and metric 4 Nos.

144 |Steel wire Brush 50mmx150mm 4 Nos.

145 [Straight edge gauge 2 ft. 1 Nos.

146  |Stud extractor set of 3(SET) 2 Nos.

147 |Stud remover with socket handle 1 Nos.

148 Suction cup 2 Nos.

149 [Surface gauge with dial test 2 Nos.
indicator plunger type i.e. 0.01 mm

150  [Taps and Dies complete sets (5 1 Nos.
types)(SET)

151 Taps and wrenches - Metric(SET) 2 Nos.

152 [Telescope gauge 4 Nos.

153 [Thread pitch gauge metric, BSW 1 Nos.

154  [Tin smiths bench folder 600 x 1 Nos.
1.6mm

155 Torque wrenches 5-35 Nm, 12-68 1 Nos.
Nm & 50-225 Nm(EACH)

156  [Trammel 30 cm 2 Nos.

157 [Trim and upholstery tools(SET) 1 Nos.

158  [Tyre pressure gauge with holding ) Nos.
nipple

159  |[Underbody sealer & corrosion Nos.
proofing materials & spray 2
units(EACH)

160  |Universal puller for removing 1 Nos.

ulleys, bearings

161  |V'Block 75 x 38 mm pair with ) Nos.
Clamps

162 'Vacuum gauge to read 0 to 760 mm > Nos.
of Hg.

163  |Various sanding blocks-soft, hard, ) Nos.
speed file & de-nibbling tools(SET)

164  vernier caliper 0-300 mm with least 4 Nos.
count 0.02mm

165  |Vice grip pliers 2 Nos.

166 [Voltmeter SOV/DC 5 Nos.

167  [Water &oil separation system 1 Nos.

168  |Weld through primer application ) Nos.

equipment




169 |Wire Gauge (metric) ‘ 5 | Nos. ‘

Note:
3. All details should be filled in by Purchaser except for Column 7.
4. Delivery Period offered by the Bidder should be filled in Column 7 by the Bidder.




TECHNICAL SPECIFICATIONS

PACKAGE No 2: Mechanic Auto body Painting

S.No

Item Name

Specification

Approved Makes

Eastman, Taparia,

200x100x200mm

Parallelism is within 10 microns per 100 mm; Material: Cast
Iron

Adjustable. Spanner Adjustable, spanner 350 mm length; Jaw opening Stanley, Freem? 1,
! spanner (pipe size 25mm Approximate; ISI Certified Groz, Gedore, Kristeel,
wrench 350 mm) PP ’ Dewalt, 3M, KTC or
Better
Air blow gun with | Air Blow Gun with standard accessories: Pressure Rating: 7 Chicago
2 standard Bar, Nozzle:0.3mm Air consumption: 5lpm; Air inlet:1/4. | Pneumatics,Stanley,Hu
accessories Material: Aluminum Alloy sky or Better
Air Ratchet: Size: 1/2" Pneumatic impact wrench set, Max.
Air impact wrench tightening torque:300 -350 Nm, No-load speed: 7000 RPM,
3 with stle)l ndard Direction of rotation: Reversible, Bit holder:1/2" external Bosch, Chicago
AcCessories square Set of socket spanners: 14 mm, 17 mm, 19 mm, 21 Penumatic or Better
mm, 22 mm, Spindle
extension:90 mm, Suitable nipple and Pneumatic tube
Air Ratchet: Size: 1/2" Pneumatic impact wrench set, Max.
Air ratchet with tightening torque:300 -350 Nm, No-load speed: 7000 RPM,
4 standard Direction of rotation: Reversible, Bit holder:1/2" external Bosch, Chicago
accessories square Set of socket spanners: 14 mm, 17 mm, 19 mm, 21 Penumatic or Better
mm, 22 mm, Spindle extension:90 mm, Suitable nipple and
Pneumatic tube
Unbrako,Eastman,
Hex Allen Keys Set, 2mm, 2.5mm, 3mm, 4mm, 5Smm, Taparia, Stanley,
5 ?gle?efeesy(;f;;fto 6mm, 8mm, 10mm, 1lmm, 12 mm, 13mm, 14 mm), Freeman, Groz,
) 4£m) Material: Chrome-Vanadium, Hardened and tempered to 55- Gedore, Kristeel,
60HRC Dewalt, 3M, KTC or
Better
Range:300A/60A DC with external shunt, Terminals:
Clamp HTC, Fluke, Meco,
6 6A£m]§§r£i(t)l?A/ strap M4 for up to 25A. Clamp strap M8 for over 25A. Sanwa,
external shunt Humidity range: Up to 95% RH (non-condensing) Test | Mastech,Rishabh or
voltage @50Hz:3kV RMS for 1-minute, Operating Better
temperature: - 20°C to +60°C.
Angle grinder (10-
12 cm) - for Angle Grinder, AG 4 Grinder, 2000W motor, professional Bosch,Dewalt,KTC,Sta
7 . . .. : - nley,Black&Decker or
cutting and model, cm cutting and grinding of mild steel.4”, 220vac Better
grinding
Anele plate Size of Angle Plate: Slotted Angle Plates: size -
i8lep 250x150x175 mm; Accuracy: for Squareness, Flatness &
8 adjustable L . . Jash, Luthra or Better
250x150x175 Parallelism is within 10 microns per 100 mm; Material: Cast
Iron
Size of Angle Plate: Slotted Angle Plates: size -
9 Angle plate size 200x100x200 mm; Accuracy: for Squareness, Flatness & Jash, Luthra or Better




One-horn anvil: Size (approx.): Face: 500 mm(L)X 150

mm(W), Horn length: 200 mm, Height: 300 mm; Material:

Eastman, Taparia,
Stanley, Freeman,

10 2:;:;15 S0 Kgs with High quality alloy steel. Face of the anvil is Quench | Groz, Gedore, Kristeel,
hardened, tempered edges, ground working surface, | Dewalt, 3M, KTC or
Weight:50 Kg Better
Arbor press hand Hand Arber Pres: Capacity-2 Ton, 4 Position Plate, Robust | Bhavya Machine Tools,
11 | operated 2 ton .
. Design Jeet or Better

capacity
For use with Sealed batteries, Lead Acid Batteries and
Automotive Batteries; Capacity: 0
-6-9-12-24-48 VDC £ 10% ; Output Current: 30A + 1

12 | Battery —charger Amps Controlled; Control Mode: Constant Voltage and | Powertron, Shivani or

Current; Type of Control: Switching Mode; Protection Better
against reverse polarity of Batteries; Automatic over current
Limit; Over voltage, under Voltage and over current
protection
Powerful, compact Belt Sender: Portable, belt size:

Belt sander 100mmx6QOmm, Suitable for grinding, burnishing and Metabo, APT tools or

13 deburring in difficult to reach places, constant under load,

(Narrow surface) . . . Better
easy to work in any working position, easy change of
sanding belt and adjustment, smooth start, 220vac 800w
Bench lever shears . . .
Heavy duty multi-purpose, bench lever shear: Size- 250 mm | Bhavya machine tools,

14 | 250mm Blade x : . .

. x 3 mm thick. Suitable to cutting sheets Jeet or Better
3mm Capacity
. Blow lamp with long powerful jet of flame, Suitable for .. .

15| Blow Lamp 1 litre quick soldgring, heati%lgpand brazijng work. Capacity: 1 litre Philips, Elgi or Better
Bucket, sponge,

16 | Sdueegee, chamois | Set of one Bucket, 5 nos. sponge, 5Snos. squeegee, 5 nos. Industrial Grade or
& tack chamois & 10 nos. absorbent tack rags for car painting Better
rags(EACH)

Eastman, Taparia,
Caliper inside 15 Caliper Size :150 mm, Type: Inside, spring joint, Material: Stanley, Freeman,
17 cm Spring high carbon steel & MEASURING POINT are hardened up | Groz, Gedore, Kristeel,
to 50-55 HRC. Dewalt, 3M, KTC or
Better
Eastman, Taparia,
Calipers outside C.aliper Size 150 mm, Type: Outside, spring joint, Material: Stanley, Freemgn,
18 15 cm spring high carbon steel & MEASURING POINT are hardened up | Groz, Gedore, Kristeel,
to 50-55 HRC. Dewalt, 3M, KTC or
Better
Chain Pulley

19 BIOCk._3 top Chain Pulley Block: Capacity: 3 tons, With certificate Indeff, - or Better
capacity with
tripod stand

Eastman, Taparia,
Cold Chisel, Hardness: 55 - 57 HRC on cutting edge. 35 — Stanley, Freeman,
20 | Chisel 10 c¢m flat 45, HRC on striking portion, Size 100mm x 6 mm x | Groz, Gedore, Kristeel,

3.0mm,

Dewalt, 3M, KTC or
Better




Chisels cross cut

Chisel size: blade 200mm x 6 mm, Material high carbon
steel; Hardness at the striking end is - 40 -50 HRC for

Eastman, Taparia,
Stanley, Freeman,

21 200 mm X 6mm carving or cutting a hard material; Shank is powder coated | Groz, Gedore, Kristeel,
and Dewalt, 3M, KTC or
the cutting edge is accurately ground Better

Circlip pliers Set of Circlip Pliers one each 4 nos.; External Straight Eastman, Taparia,
Expanding and Circlip Plier, External Bent Circlip Plier, Internal Straight Stanley, Freeman,
22 | contracting type Circlip Pliers. Internal Bent Circlip Plies Size: 150mm, | Groz, Gedore, Kristeel,
15cm and 20cm Material: Heat treated forged carbon steel, polished heads, | Dewalt, 3M, KTC or
each ground heat treated cutting edges, Comfort grip handles Better
C-Clamps: 10 cm cast iron “C” -to Clamp / Hold work Eastman, Taparia,
together during drilling, tapping and other machining Stanley, Freem‘a 1,
23 | Clamps C 100mm ) T - Groz, Gedore, Kristeel,
operations. Size: Minimum 100 mm, Material: Made of drop
. Dewalt, 3M, KTC or
forged - High-Grade Steel
Better
C-Clamps: 15 cm cast iron “C” -to Clamp / Hold work Eastman, Taparia,
together during drilling, tapping and other machining Stanley, Freeman,

24 | Clamps C 150mm . . .. = . Groz, Gedore, Kristeel,

operations. Size: Minimum 150 mm, Material: Made of drop
. Dewalt, 3M, KTC or
forged - High-Grade Steel
Better
C-Clamps: 20 cm cast iron “C” -to Clamp / Hold work Eastman, Taparia,
together during drilling, tapping and other machining Stanley, Freemg 0,
25 | Clamps C 200mm ) Lo - Groz, Gedore, Kristeel,
operations. Size: Minimum 200 mm, Material: Made of drop
. Dewalt, 3M, KTC or
forged - High-Grade Steel
Better
Cleaning tray Cleaning tray: Height:130mm, Width:300mm, length: .

26 45x30 cm. 450mm, Color: blue, Material: PP Industrial Grade
Collapsible panel stands: Set of 4 nos. collapsible/foldable
auto body parts stands. Weight carrying capacity 100 kg,

Collapsible panel | Suitable for storing and painting purpose. Material: MS pipe .

27 stands dia. 30mm, painted blue. Height 600mm. width 200, 300, Industrial Grade
500 and 700mm. rubber sleeve for the top tubing to prevent
scratch to the auto body

Colour matching
cards /panels . .

28 | (Magnetic, Coloyr matching cards /panels (Magnetic, chroma lux card Industrial Grade

or primed metal)
chromalux card or
primed metal)
compressed air
line -10m (on
29 retractable reel, 10m (on retractable reel, with high flow connectors) with Elgi, Atlascopco or
with high flow FRL unit Better
connectors) with
FRL unit
Copper bit Copper Bit Soldering Iron; Size: 0. 25 Kg; Soldering iron - Dayton, Soldron,
L 65 watt; Type: Non- temperature controlled; Wattage: 65W;
30 | soldering iron 0.25 o : Eastman, Weller or
K Temperature: 400° C; Cord length: 5 feet; Iron tip: MT1, Better
& conical, 0.125”; Peg hook for hanging the Soldering Iron
Cylinder bore Measuring range: 20-160 mm, least count: 0.01 mm, | Mitutoyo, Aerospace,

31 | gauge capacity 20 | Accuracy: +/- 4 u m. with Carry | Miranda, Baker Dial,

to 160 mm Box, setting standards, certificate of inspection of inspection Insize or Better




DC Ohmmeter 0

DC Ohmmeter: Range 0 to 300 Ohms, mid scales at 20

HTC, Fluke, Meco,

32 | to 300 Ohms, mid Ohms Sanwa, Mastech or
scales at 20 Ohms Better
Depth Micrometer with Standard set of extension rods up to
Depth micrometer 200 mm with flat end, Ratchet stop. Measurement range: 0- | Mitutoyo, Aerospace,
33 0—21?5mrn 25 mm. Accuracy 0.01 mm. Material: Stainless Steel; | Miranda, Baker Dial,
Package Contents: 1 Depth Micrometer, 1 Key with Insize or Better
catalogue in Wooden Box, Warranty: - 1 year.
g;af?;lf;tﬁg fel Dial gauge Plunger type, Plunger movement 0-20mm, Dial | Mitutoyo, Aerospace,
34 . P graduations Least count 0.0lmm, Set of universal clamps | Miranda, Baker Dial,
with clamping . .
. and Magnetic base and lock Insize or Better
devices and stand)
) L . . ) . Bosch, Black &
35 | Die Grinding kit Dilrfs Grinding kit- Standard with different types of grinding Decker, KTC,Stanley
pIns. or Better
. Set of Body Hammer: set of 2 hammers, Pick & finish
Different type of - o .
hammer and Reverse curve hammer, Precision ground drop | Martin, Eastwood or
36 | body . . .
forged heat-treated steel with polished surfaces, cushioned Better
hammers(SET) .
rubber grips
Different type of body picks: set of 6 nos. body picks:
Different type of mater.lal carbop steel hardened Wlth hard .plastlc handle' on |\ rtin, Eastwood or
37 body picks(SET) one side and picks on the other side, Medium Curved Pick, Better
yp Long Curved Pick, Long Chisel Bit Pick, Short Curved Pick,
Medium Short Curved Pick, Light Chisel Bit Pick
Set of Body Repair Spoons 6 numbers: 100g to 200g, for
general purpose slapping on thin sheet metal, Light Dinging
38 Different type of Spoon, Combination Spoon, Long Curved Spoon, Surfacing | Martin, Eastwood or
body spoon(SET) | Spoon, Medium Crown Spoon, S Spoon for fender. Flat Better
Dinging spoon, hardened surface with smooth finish. Good
holding grip handles
Different type of bumping hammers: weight 200g, set of 4
Different type of nos. 2 x long head bumping hammer shape striking face .
39 | Bumping radius 50mm, dia. 40mm and square 40mm and 2xShort Martm,}i i:;‘rVOOd or
hammers(SET) Head Bumping hammer, Shape striking face radius 50mm,
dia. 40mm and square 40mm
Set of 6 General purpose dolly Blocks: 1000g, for general
o | Dilmnpear | Pupose ety et el forning i STy, o o
dolly block(SET) g laces, foe, wedge, - weds Better

and ding spoon long handle, hardened steel with good
polished surface, chrome plated




Different type of finishing hammers: Body hammer long
pick: 300 gm, forged carbon steel tempered and polished,
Wooden Handle 400 mm length striking head diameter 30

Different type of mm and spherical 50mm Radius, pick stem diameter 15 mm .
o . . . . Martin, Eastwood or
41 | finishing x 40 mm spherical tip; Body hammer, cross chisel: suitable Better
hammers(SET) for sheet metal work finishing. 40mm striking surface 500 g,
spherical 50mm Radius, face vertical chisel body hammer
with wooden handle; Body hammer short pick: 400 g,
Ground and Polished Head, Wooden Handle
4 ﬁlierent type of Picking hammer: Set of 3 nos. one end picking other end | Martin, Eastwood or
hammers(SET) round head, Sizes: 200 g, 300 g, 400 g Better
glle%ﬁl gme ter Digital thermometer: hand held thermometer with solid | Metravi,HTC, Fluke,
43 ’ probe. Temperature range 30 to 3000C. to show the | Meco, Sanwa, Mastech
Temperature range maximum temperature hold function or Better
30 to 3000C P '
Disc sander - 18 Disc sander: Voltage - 230V-50Hz approx.; Power - 800W; .
44 cm Speed - 1200 to 2300 r/min; Disc Diameter - 200mm Bosch, Makita or Better
Eastman, Taparia,
. e ] . ) e Stanley, Freeman,
45 ls)lxr/ilrcliers 15 cm gl\gl(ilfr, Size:150mm; Spring type; ISI Certified; Standard Groz, Gedore, Kristeel,
pring — Dewalt, 3M, KTC or
Better
Door handle tool Door handle tool: Car door clip puller, hardened carbon steel
46 . with different profile at each end to remove the door handle Industrial Grade
(clip pullers) clips
Eastman, Taparia,
Drift Punch Copper drift punch: Set of three drift punch, Sizes: 3/8" X Stanley, Freem? 1,
47 | Copper 15Cm | 6", 1/2" X 7" and 3/4" X 8" Groz, Gedore, Kristeel,
PP . Dewalt, 3M, KTC or
Better
Drill point anele Drill Angle gage: Suitable to measures angles of 120°, 118°,
48 P g 90°, 60°, 55°, Made of Polished Stainless Steel, Clearly | ABM Tool or Better
gauge .
etched graduations
Drill twist 1.5 mm . .
49 | to 15 mm (various | HSS Drill Bit SET: Parallel Shank, 3 to 15mm ergnda, Addison, JK,
. Irwin, Bosch or Better
sizes) by 0.5 mm
Dust extraction Dust extraction connections: Vacuum type, Including dust
50 | connections collection hoods vacuum hose adapter 1-1/4", 1-1/2" and 35 ATS ELGI, Manatec or
Better
(Vacumm) mm hoses, 3m length




Electric Soldering

Copper Bit Soldering Iron; Size: 0. 25 Kg; Soldering iron -
65 watt; Type: Non- temperature controlled; Wattage: 65W;
Temperature: 400° C; Cord length: 5 feet; Iron tip: MT1,

Dayton, Soldron,

51 Iron 230 V 60 conical, 0.125”; Peg hook for hanging the Soldering Iron Eastman. Weller or
watts 230 V 25 Copper Bit Soldering Iron, soldering iron - Type: Non- B’etter
watts(EACH) temperature controlled, Wattage: 25W, Temperature: 400°

C, Cord length: 5 feet, Iron tip: MT1, conical, 0.125”, Peg

hook for hanging the Soldering Iron

Electric testing Screwdriver: 220V Electrical Tester Pen g?;;rll;an’lg:ep;gi’
Electric testing Screwdriver Include Voltage Test Power Detector arterial: ¥ .

52 . ) . Groz, Gedore, Kristeel,
screw driver high grad steel, Hardness on tip:55-58 HRC; Transparent:

Dewalt, 3M, KTC or
Yellow cellulose acetate, non-flammable
Better
Try Square: used for checking Sureness & straightness;
53 Engineer's square | Blade. Size- - 150 mm; Made from single piece high quality | Kristeel, Mitutoyo or
15 cm. Blade tool steel; a groove on the inner corner of the stock; Packed Better
in wooden box; Warranty: - 1 year
Feeler Gauge: Set of 20 Standard precision blades type feeler Eastman, Taparia,
) . . Stanley, Freeman,
Feeler gauge 20 gauge with blades fold into metal case, Size: 0.04mm to .
54 . . . Groz, Gedore, Kristeel,
blades (metric) 1.00mm, Blade Length: 100 mm, Material: Anti rust wear
. . ; Dewalt, 3M, KTC or
resistant High grade hardened stainless steel.
Better
File flat 20 om File ﬂat Bast?lrd . Size: 200mm; Type - Smooth qut; JK , Kristeel, Miranda

55 Material: High carbon steel; Handle Material:

bastard . or Better
wooden/PVC(nonslip)
File, half round 20 File Half Round, second cut: SIZQT200 mm, Type: File half JK . Kristeel, Miranda

56 em second cut round, bastard cut type, Material: High Carbon Steel or Better

wooden/PVC(nonslip) handle

57 File, Square 20 cm | File: Square second cut: Size- Minimum 200 mm, Material: | JK , Kristeel, Miranda
second cut High Carbon Steel with wooden/PVC(nonslip) handle or Better

. File square bastard: Size- Minimum 300 mm. Material: . .
58 f;fr;dSquare 30 em High Carbon Steel, Handle Material IR Kr;:t;zl&fl:\flranda
Wooden/PVC(nonslip)

59 File, triangular 15 | File triangular, rough: Size: 150 mm, Material: high carbon | JK , Kristeel, Miranda
cm second cut steel, Handle Material — Wooden/PVC(nonslip) or Better
Files assorted sizes | Set of Hand Files (needle files): Length: 150mm, Shape:

?md types Taper, Flat, Mill, Half-Round, angi Roupd cross-section, JK . Kristeel, Miranda

60 | including safe Knife, Square, Triangular, Material: High-carbon steel, or Better
edge file (20 Rubber- coated ergonomic handles, Packing: Roll-up pouch
Nos)(SET) -up pouch

61 | Fire Extincuishers CO2 type Fire Extinguisher 2KG, Wall Mounted with all Safe Zone, National

g necessary attachments and fixing accessories, ISI Certified Fire or Better
. File flat second cut: Size: 250 mm; Type - Smooth cut; . .
62 Flat File 25 cm Material: High carbon steel; Handle Material: JK., Kristeel, Miranda

second cut

wooden/PVC(nonslip)

or Better




Flat File 35 cm

File flat Bastard : Size: 350mm; Type - Smooth cut;

JK , Kristeel, Miranda

63 bastard Material: High carbon steel; Handle Material: or Better
wooden/PVC(nonslip)
Garage rack: Metal Rack, 900mm width x1800mm height

64 | Garage rack x400mm depth. 16-gauge MS sheet panel, with MS Pipe Industrial Grade

construction
Gloves for . .
. Welding Gloves: Leather Hand Gloves: Heat Resisting, fully .

65 Welding (Leather lined and Kevlar Stitched, A Welding Glove Made of Hard ESA.B’ Lincoln,
and Leather-Wearing, size 350mm Fronius or Better
Asbestos)(SET) ’

Granite surface
late 1600 x 1000 | Surface plate Size: 1600 mm x 1000 mm; Material: Top -
66 €vith stand and Solid ﬂalt)plate of granite with steel frame P Jash, Luthra or Better
cover
Grqase Gun, Heavy duty MS body Grease gun with gqod Elgi, Eastman, Stanley
67 | Grease Gun spring lever, Grease capacity Better
0.5 L, Standard Quality orbe
Eastman, Taparia,
Grip Wrench Vice Grip Plier: Size: 200 mm; Material: Nickel Chrome Stanley, Freeman,
68 200mm plated, Hardened drop forged Carbon Steel., Jaw Opening: | Groz, Gedore, Kristeel,
40 mm Dewalt, 3M, KTC or
Better
Growler External type, 230 V, 50 Hz, Single Phase,
69 | Growler Adjustable jaws, Testing armature with ampere meter and Industrial Grade
testing probes.
Eastman, Taparia,
Hacksaw frame Adjustable Hacksaw Frame: Size: 300 mm; Material: Stanley, Freeman,
70 | adjustable 20-30 FRAME Tubular chrome plated with large comfortable | Groz, Gedore, Kristeel,
cm wooden handle Dewalt, 3M, KTC or
Better
Eastman, Taparia,
Hammer Ball Peen . Stanley, Freemg 1,
71 0.75 Kg 750g hammer Ball -peen hammer; Material: forged steel Groz, Gedore, Kristeel,
’ Dewalt, 3M, KTC or
Better
Eastman, Taparia,
7 Ioigr;lrlréer Chipping g?épping hammer with Steel wire brush; Material: Steel, Grcs)fléee}(]i,olr:é,e?rl{as?éel,
O BE £ Dewalt, 3M, KTC or
Better
Eastman, Taparia,
Hammer copper 1 | Copper Hammer: Size: 1000 g, Material: forged cast Stanley, Freem.a 1,
3 Kg with handle Copper, Wooden Handle: 300mm Groz, Gedore, Kristeel,
’ ) Dewalt, 3M, KTC or
Better
Eastman, Taparia,
Hammer Wooden Mallet: Size: SOmm X 40mm Face X 90mm (L), Stanley, Freeman,

74 | Mallet(50X40X19 | Handle Length: 250mm, Material: Chipping Free smooth, | Groz, Gedore, Kristeel,

) hard wood Dewalt, 3M, KTC or

Better




Hammer Plastic-

Double Face Plastic Mallet: Material: transparent cellulose

Eastman, Taparia,
Stanley, Freeman,

75 350 gm acetate head and wooden/steel handle, Size: Diameter 50 | Groz, Gedore, Kristeel,
mm: Weight: 350 gm. approx., with two spare Heads Dewalt, 3M, KTC or
Better
Hand operated Crimping Tool: Size: 250mm (L), Material: Steel; Light
crimping tool (i) weight, Self-adjustable ratchet with Release lever to abort
76 for crimping up to | crimp, suitable for insulated and non-insulated terminals and | Dowells Technotech,
4mm and (ii) for connectors, 5 interchangeable jaws: Range: 4 to 10mm, | Pressmaster or Better
crimping up to Accessories: Slotted Screwdriver to change jaws, Soft nylon
10mm pouch
Hand reamers Specification: Adjustable straight shank, Hand precision
adjustable 10.5 to | ground Reamer of set 3. Material: High Speed Steel; Straight
11.25 mm, 11.25 flutes; Number:6; Cutting Hole Size: Diameter of 6,8,10,12 JK . Kristeel. Miranda
77 | to 12.75 mm, 16,25 mm, Precision: - H7, Flute Length : - 60-80 mm ; ’ ’
12.75 to 14.25 mm | Square End Size : - 9 x 9mm; Total Size : - 130 mm; Colour: or Better
and 14.25 to 15.75 | Black/ Bright; Package Content: 1 x Adjustable Hand
mm(SET) Reamer
Hand Shear Cutting Capacity at Rectangle 0°100 x 200 mm, Cutting
78 . Capacity at Square 0°110 x 120 mm; Cutting Capacity at L- Industrial Grade
Universal 250mm
Profile 0°130 x 140 mm,
Eastman, Taparia,
Hand vice - 50 Hand Vice: Size: Total Length: 50 mm, Jaw width: 50 mm, Stanley, Freeman,
79 mm Jaw opening: 30 mm, Material: Forged steel, Spring loaded, | Groz, Gedore, Kristeel,
Rustproof Steel screw and wing nut. Dewalt, 3M, KTC or
Better
Hollow Punch set Eastman, Taparia,
of seven pieces Hollow punch set of 5 nos., Material: HSS, 100mm length, Stanley, Freeman,
80 | 6mm to Size: Contents: 6mm, 8mm, 10mm, 12mm, 15mm, Surface | Groz, Gedore, Kristeel,
15mm(SET Finish: Polished, Black Oxidized Dewalt, 3M, KTC or
EACH) Better
Eﬁ:d,;atl;lll)cegcfoljl_ Hydraulic jack: set of 2 nos-3 Ton & 5 Ton capacity, and
81 . o self-locking type; Material: MS; Lifting height:175m; Body Industrial Grade
capacity. & % ton dia:50.8 mm
capacity(EACH) T
Infrared drying lamp: Powerful 2 x 1000W short wave
Infrared drying infrared lamp, instant heating, Variable power control.
82 lamp unit Portable and Suitable for drying the painted surface of the SEEKONE, - or Better
car
Eastman, Taparia,
Insulated Screw Insulated Screwdriver: Size: 200mmx9mm, Material: Stanley, Freeman,
83 | driver 20 cm x insulated by PVC,25mm Dia. Handle, Blade material: | Groz, Gedore, Kristeel,
9mm blade Chrome Vanadium steel Dewalt, 3M, KTC or
Better
Eastman, Taparia,
Insulated Screw Insulated Screwdriver: Size:300mmx9mm, Material: Stanley, Freeman,
84 | driver 30 cm x insulated by PVC,15-25mm Dia. Handle, Blade material: | Groz, Gedore, Kristeel,

9mm blade

Chrome Vanadium steel

Dewalt, 3M, KTC or
Better




Interchangeable ratchet socket set: with a 12 mm square

Eastman, Taparia,
Stanley, Freeman,

Interchangeable driver, sized 10-32 mm set of 18 socket & attachments, .
85 . i . . Groz, Gedore, Kristeel,
driver set Material: Forged with high grade steel, and Nickel Chrome
. . ! Dewalt, 3M, KTC or
finish, Packing: Box packing, Warranty: - 1 years
Better
Lead light: Car Repair Lamp, flameproof cover, 10 m thick
86 | Lead light insulated flexible cable. 12VDC White bulb with translucent Industrial Grade
cover
Left Cut Snips with induction hardened cutting edge suitable Eastman, Taparia,
Left cut snios to cut up to 18 gauge cold- rolled steel or 22-gauge stainless Stanley, Freeman,
87 250mm P steel, prevent catching on materials while cutting, Auto | Groz, Gedore, Kristeel,
release mechanism for fast one-handed operation. Size- 250 | Dewalt, 3M, KTC or
mm Better
e Screw type Lifting jack: Capacity: 3 ton; Material: Iron with
88 {“lﬁelr;gé) Efléasc;:: adjustable ratchet rated claw, Powder coated finish, Easy to Industrial Grade
yp pacity handle, Handle: 600mm length and 12mmDiameter
Liquid penetrant
89 | Inspection Developer, Die Penetrant, and Cleaner. 400ml each ESAB, magnaflux or
. Better
kit(SET)
Eastman, Taparia,
Magneto spanner Stanley, Freeman,
. Magneto Spanner Set of 8, 9, 10, 11,13,14,17,19, chrome )
90 | set with 8 vanadium hardened and tempered Groz, Gedore, Kristeel,
spanners(SET) pered, Dewalt, 3M, KTC or
Better
Magnifying glass | Size: 75 mm Diameter, Material Used: Glass with, with .
o1 75mm frame of Steel Material, Magnification Power: 10X Ningbo, Jaxy or Better
Digital Multimeter: 3 % digit, 4000 count, Hand held, battery
powered, auto ranging type,, Range of Measurement: DCV:
400mV to 600V, ACV: 4 to 1000V, DCA: 400 mA to 20 A,
ACA: 100 mA to 20A,, Resistance: 400 to 40 Meg Ohms, HTC, Fluke, Meco,
92 | Multimeter digital | Accuracy: +-3% to +-5%,, Continuity Tester: Buzzer sound, Sanwa, Mastech or
Diode Test Facility,, Accessories: Test lead, Hand strap, Better
Instruction manual. Drop shock proof meter, protective body
cover, capacitance, dB, Li
measurement
Oil Can for Oiling - Car, Bike and Machines. Oil can with g?;;rll;an’lg:ep;gi’
Oil can 0.5/0.25 nozzle pressure feed 500 mg. Minimum Capacity: 0.5litre, ¥, .
93 . . . . ) . Groz, Gedore, Kristeel,
liter capacity Material: High carbon steel & Flexible Nozzle in Steel and
Dewalt, 3M, KTC or
Chrome Plated
Better
94 Oil Stone 15 cm x 0il Stone -150 x 50 x 25 mm Norton, Carborandum

S5cmx2.5cm

or Better




Outside

Outside Micrometer with Ratchet Stop & Lock, Range
(mm): 0-25 mm, Accuracy: 0.01 mm, Scale: Metric,
Graduation: 0.01 mm; Material: Measuring Faces- Carbide;

Mitutoyo, Aerospace,

93 $;ﬁr0meter 01025 Standards Setting with Calibration certificate of inspection; Mliilslidzae’ clial};:tle)rlal,
Packing -In Carry Wood /  Plastic Box
with Product Catalogue; Warranty: 1 year
Outside Micrometer with Ratchet Stop & Lock; Range (mm)
. :25-50 mm; Accuracy: 0.01 mm; Scale: Metric , Graduation: .
Outside . . . Mitutoyo, Aerospace,
. 0.01 mm; Material: Measuring Faces- Carbide; Standards . .
96 | micrometer 25 to . . . . . . . . Miranda, Baker Dial,
50 mm Setting with Calibration certificate of inspection; Packing — Insize or Better
In Carry Wood / Plastic Box with Product Catalogue,
Warranty: 1 year
Outside Micrometer with Ratchet Stop & Lock, Range
Outside (mm): .50-75 mm; Accuragy: 0.01 mm; Scale: Met'rlc, Mitutoyo, Acrospace,
. Graduation: 0.01 mm; Material: Measuring; Faces-Carbide; . .
97 | micrometer 50 to . . . . . . . Miranda, Baker Dial,
75 mm Standards Setting with Calibration certificate of inspection; Insize or Better
Packing —In Carry Wood / Plastic Box with Product
Catalogue; Warranty: 1 year
Outside Micrometer with Ratchet Stop & Lock. Range
Outside (mm): 75.-100 | mm., Accura'cy: Mitutoyo, Aerospace,
. 0.01 mm., Scale: Metric, Graduation: 0.01 mm. Material: . .
98 | micrometer 75 to . . . . Miranda, Baker Dial,
100 mm Measuring Faces- Carbide. Standards Setting with Insize or Better
Calibration certificate of inspection. Packing —In Carry
Wood / Plastic Box with Product Catalogue.
Paint measuring / | Set of 10 nos. Paint measuring Graduated Mix Cups, Solvent
99 | mixing stick &jug | Resistant Plastic, 25no0s. 14“wooden mixing stick & 10nos. Industrial Grade
sets 1.5 L solvent resistant plastic jug sets
Paint scrapper,
putty mixing . ..
100 | board, putty Set of 10nos. Palnt. scrapper, Snos. putty mixing Industrial Grade
. board,25nos. putty applicator/knife
applicator
/knife(EACH)
Pa‘lnt surface film Paint surface film thickness gauge (electronic): Hand held, | Mextech, Elcometer or
101 | thickness gauge I . .
. Digital Display, accuracy- 1micron Better
(electronic)
Car Panel buffing machine: with 900 drives, 1250w 240V
102 Panel buffing AC 300 RPM, heavy duty, lockable switch, With sturdy | Bosch,Eastman,Dewalt

machine (18 cm)

handles for two hand operation. With 10 nos. buffing wheels
and 10 pack of buffing paste 100g

or Better




Philips Screw
Driver set of 5

Screwdriver Set:High Grade Steel, Transparent Green
Cellulose Acetate Handle (Non- Flammable), Blade - 4.0 x

Eastman, Taparia,
Stanley, Freeman,

103 ieces (100 mm to 0.6 mm, Material: TEMPERED STEEL (Tip Hardness 55 - | Groz, Gedore, Kristeel,
I?:OO mm)(SET) 58 HRC),, Bit length: 100mm, 150 mm, 200mm, 250mm, | Dewalt, 3M, KTC or
300mm (excluding Handle),, Handle Length: 80 mm Better
Tube cutter-3mm to 16mm DIA copper tubes. With holder,
. . hardened alloy steel sharp die rollers and supporting Galaxy, Stanley or
104} Pipe cutting tool cylindrical rollers. With adjustable spring-loaded cutter Better
roller
Flaring Tool (Swaging tool and punch-) set: flaring to SAE
105 | Pine flarine tool 450 standards-4.7mm to 16mm O.D with forged yoke, Galaxy, Stanley or
p & rotating flaring punch and dies set for all tube sizes from 4 Better
mm to 16 mm. hardened Carbon alloy steel chrome plated
Feeler Gauge: Set of 25 Standard precision blades type feeler Eastman, Taparia,
. . . . Stanley, Freeman,
plastic feeler gauge with blades fold into metal case, Size: 0.04mm to .
106 . . Groz, Gedore, Kristeel,
gauges 1.00mm, Blade Length: 100 mm, Material: Anti rust wear
. . ; Dewalt, 3M, KTC or
resistant High grade hardened stainless steel.
Better
Eastman, Taparia,
Pliers combination Combination Pliers Insulated, 200mm; Material: alloy steel; Stanley, Freeman,
107 20 em Hardened and Tempered mouth; Non-slip insulated plastic | Groz, Gedore, Kristeel,
) handle; ISI Certified Dewalt, 3M, KTC or
Better
Multitech,Eastman,
. Pliers Flat nose; Size: 150 mm; High carbon steel induction Taparia, Stanley,
Pliers flat nose 15 . . . . Freeman, Groz,
108 hardened 55 hrc. with wire cutter and PVC insulation .
cm handle: ISI Certified Gedore, Kristeel,
andie, 15t Lertitie Dewalt, 3M, KTC or
Better
Multitech,Eastman,
Pliers round nose Pliers Round nose; Size:150 mm; High carbon steel giiiﬁi{ns%?hey’
109 u induction hardened 55 hrc. with wire cutter and with PVC , JT0Z,
15 em insulation handle; ISI Certified Gedore, Kristeel,
" : Dewalt, 3M, KTC or
Better
Eastman, Taparia,
Pliers side cuttin Side Cutting Pliers: Insulated Anti-rust Protected., Size: Stanley, Freeman,
110 15 em € | Minimum 150 mm., Material: Carbon steel/ Drop Forged | Groz, Gedore, Kristeel,
chrome vanadium steel. Dewalt, 3M, KTC or
Better
Pneumatic rivet gun: A spring-loaded handle that makes
Pneumatic rivet loading rivets simple and a slip resistant grip for precise rivet ARROW,
111 placement. All-steel construction for durability makes it | Stanley,Bosch, Chicago

gun

ideal for heating and cooling ducts. Should have 4
interchangeable heads 3/16°°, 5/32°°, 3/32”” and 1/8’

Penumatic or Better




Portable electric

Hand Drill Machine Electric with Hammer action: Compact
and Powerful impact Portable Hand drill machine, Capacity:

Bosch, Black &

12 drill Machine Chuck capacity:0-13 mm, Rated power 650 Watt. Warranty: Decker, KTC,Stanley
or Better
1-year
Eastman, Taparia,
Dot slot punch Size: Minimum 150 mm, Material: High Stanley, Freeman,
113 | Prick Punch 15 cm | speed steel with a shaped tip at one end and a blunt butt end | Groz, Gedore, Kristeel,
at the other Dewalt, 3M, KTC or
Better
letter Punch Set: is made from hardened and tempered ]ssglelanig:g;zﬁ’
Punch Letter 4mm | Carbon Steel Metal; Square heads, knurled grip and polished Y, 2
114 . : . Groz, Gedore, Kristeel,
(Number)(SET) tips; letter A to Z, letter height Size: 4 mm; Shape or Style:
Letter A to Z Stamp Set, for use on metal Dewalt, 3M, KTC or
Better
Right Cut Snips with induction hardened cutting edge Eastman, Taparia,
Right cut snips suitable to cut up to 18 gauge cold-rolled steel or 22-gauge Stanley, Freeman,
115 250mm stainless steel, prevent catching on materials while cutting, | Groz, Gedore, Kristeel,
Auto release mechanism for fast one-handed operation. | Dewalt, 3M, KTC or
Size- 250 mm Better
Rivet sets snap
116 and Dolly Rivet sets snap and Dolly combined: Size 3mm, 4mm and Industrial Grade or
combined 3mm, Smm, hardened tool steel with good polished finish Better
4mm, 6mm
Engineers flat square end scraper size: Width x Length: 15
117 | Scraper flat 25 cm mm X 150 mm, Overall length including handle: - 250 mm, Godrej, Stanley or
Surface Material: Chrome-plated -vanadium steel, Material Better
grip handle: Wood
Engineers half round scraper size: Width x Length: 15 mm
118 Scraper half round | X 150 mm, Overall length including handle: - 250 mm; Godrej, Stanley or
25 cm Surface Material: Chrome-plated -vanadium steel Material Better
grip handle: Wood
Engineers triangular scraper size: Width x Length:15 mm X
119 Scraper Triangular | 150 mm, Overall length including handle: - 250 mm, Godrej, Stanley or
25 cm Surface Material: Chrome-plated -vanadium steel, Material Better
grip handle: Wood
Eastman, Taparia,
Scriber: Scriber size: 150 mm; Type: Straight & Knurled at Stanley, Freeman,
120 | Scriber 150 MM centre position; Material high carbon steel, it is a hand tool | Groz, Gedore, Kristeel,
used in metalworking to mark Dewalt, 3M, KTC or
Better
Scriber with Universal scribing block Size: 300 mm; Material: Making
121 | scribing black Cast iron surface plates are designated by their length, | Kristeel, IT or Better

universal 300 MM

breadth, grade as per Indian Standard number




Round split Dies Adjustable Set, Size: 6mm to 32 mm
threads at an increment of 1 mm, Material: HSS: Round Die

122 Sgt of stoclf and Stock: Rugged steel construction with heavy duty set JK, Totem or Better
dies - Metric(SET) | screws;
Efficient & clean cutting of external threads, Handle Length:
350 mm
123 Shear Tin Man's Tin Mans shears: set of two numbers 450 mm and 600 mm. Industrial Grade
450 mm x 600mm | cut up to 2mm steel sheet.
heet metal .
Sutiieng peliers—left . . . . Eastman, Taparia,
right hand and > | Set of Sheet cutting shears/Pliers- Straight, Left and Right Stanley, Freem?n,
124 straight - jaw Jaw: Size-300mm, drop forged, heat treated steel and | Groz, Gedore, Kristeel,
. polished jaws. Lever lock for safe storage Dewalt, 3M, KTC or
Configuration(SE
Better
T
Eastman, Taparia,
Size: SWGI1 to SWG 36, graduations in both British & Stanley, Freeman,
125 | Sheet Metal Gauge | metric system, material: forged high carbon steel hardened | Groz, Gedore, Kristeel,
and tempered Dewalt, 3M, KTC or
Better
Sher Tinmans .
126 Shear Tin Man- 300mm or Better
300mm
Soldering Copper Soldering Copper Hatchet type: 1.5x3mmx500mm length Dayton, Soldron,
127 | Hatchet type . o Eastman, Weller or
500gms pieces; Weight: 500 grams Better
Solid parallel block set: set of two blocks finished as pair.
Solid Parallels in Hardened tool steel precision ground set of two blocks.
128 | pairs (Different Parallelism 0.005mm, Material tool steel, Hardness HRC55- | Global, Alfa or Better
size) in Metric 62. Set of three sizes: 10X20X125mm, 15X30X150mm and
20X40X200mm
Jhalani,Eastman,
Spanner Clyburn /Adjustable Spanners, Size: 150 mm., Left Taparia, Stanley,
129 Spanner Clyburn hand thumb screw movement as standard. Material: Forged Freeman, Groz,
15 em with high grade steel, heat treated and Nickle chrome finish Gedore, Kristeel,
’ Dewalt, 3M, KTC or
Better
Multitech,Eastman,
Spanner D.E. set DE metric spanner (set); 6X7, 8X9, 10X11, 12X13, 14X15, giiiﬁi{ns%?fzy’
130 | of 12 pieces (6bmm | 16X17 ,16X18, 20X22, 21X23, 24X27, 25X27, 30X32; ISI C o
to 32mm) Certified Gedore, Kristeel,
Dewalt, 3M, KTC or
Better
Jhalani,Eastman,
Spanner T. flocks Taparia, Stanley,
131 for screwing up T Spanner Set of 4 spanners, 8, 10, 12, 14 mm, plastic handle Freeman, Groz,
and up-screwing sleeves. Gedore, Kristeel,
inaccessible Dewalt, 3M, KTC or
Better
Eastman, Taparia,
Spanner Adjustable Spanners Size: 150 mm. Left hand thumb screw Stanley, Freeman,
132 ’ movement, Material: Forged with high grade steel, and | Groz, Gedore, Kristeel,

adjustable 15cm.

Nickel Chrome finish.

Dewalt, 3M, KTC or
Better




Spanner, ring set

Ring Spanner Set: Size: 6mmto 32, Material: Forged with

Jhalani,Eastman,
Taparia, Stanley,
Freeman, Groz,

133 | of 12 metric sizes | high grade steel, and Nickel Chrome finish, Set of 12 pcs - .
6 to 32 mm. Box Packing Gedore, Kristeel,
Dewalt, 3M, KTC or
Better
Jhalani,Eastman,
Spanners socket Socket Spanners with T Ratchet handle, T-bar, ratchet and Taparia, Stanley,
134 with speed handle, | universal set of bits 6 mm to 32mm, 28 pieces of sockets, Freeman, Groz,
T-bar, ratchet and | Material: Forged with high grade steel, and Nickel Chrome Gedore, Kristeel,
universal finish with box Dewalt, 3M, KTC or
Better
. Spark Lighter: Suitable for gas welding burners, with .
135 | Spark lighter repﬁllable ias container, sturdy agnd safe indzlglstrial model Industrial Grade
Eastman, Taparia,
Spark plug Spark Plug Spanner (Metric): Size: 14mm x 18mm Length Stanley, Freeman,
136 | spanner 14mm x of wrech:15cm, Length of bar:13cm,, Material: High Grade | Groz, Gedore, Kristeel,
18mm x Size Steel, Chrome Plated Dewalt, 3M, KTC or
Better
Measuring Type: Horizontal & Vertical; Base length: 500 Eastman. Taparia
mm; Accuracy-0.1 mm/Meter; Base width: 25 -30mm; Stanle ,Freé)man,
Spirit level 2 V Height: Maximum 25-30 mm; Bubble opening: 80 mm x 8 ¥, L7
137 ) . ) . Groz, Gedore, Kristeel,
250, 05 metre mm; (length x width); Weight (Without packing box): 150- Dewalt. 3M. KTC or
250 gs, Effective length of bubble: 20-25mm, Least count of ’Be ttér
graduation: Maximum 2 mm; Packaging: In wooden box
Spray gun &
mixing equipment | Spray Gun & mixing equipment cleaning machine
cleaning (explosion proof) & painting bench 1.5mx2mx1 m, with
138 machine(explosion | Complete accessories Non-drip Paint Cup with Nozzle Tip Elephant or Better
proof) & Size 1.4mm
bench(EACH)
Spray guns (gravity feed primer. COB/2K colour& clear
Spray guns coat. touch- up set): Suitable for spraying light to medium
(gravity feed viscosity materials at a relatively low pressure, for sprayin, .
139 p%imer.yCOB/ZK paint, CyUP capacity 0.5 L, Smyhosepwith couplingp. }(l}uﬁ Pilot, Machpower or
. . . Better
colour& clear working pressure 3-4 bar aprox, Low Air consumption,
coat. touch- up set) | Accessories- Air Regulator with Gauge, Gun Cleaning
Brush Set, Gun Maintenance tool kit, Carrying Case
Eastman, Taparia,
Stanley, Freeman,
140 | spring scale 0-10 Kg range spring scale Groz, Gedore, Kristeel,
Dewalt, 3M, KTC or
Better
Eastman, Taparia,
Steel measuring Measuring steel tape 10 meters, ISI mark steel tape of Om Stanley, Freeman,
141 | tape 10 meter in a | length spring retractable, with stopper, tape width: 19 mm, | Groz, Gedore, Kristeel,

case

tape material: tempered steel

Dewalt, 3M, KTC or
Better




Steel rule 15 cm

Steel Rule specification: SIZE: 150 mm, Material: Stainless

Eastman, Taparia,
Stanley, Freeman,

142 inch and metric Steel Etched Ruler with zero at the edge, Standard Unit: | Groz, Gedore, Kristeel,
Metric/Inch Graduation Dewalt, 3M, KTC or
Better
Eastman, Taparia,
Steel rule 30 cm Stanley, Freeman,
143 inch and metric Steel Rule - 300mm; Material: Stainless Steel; ISI Marked Groz, Gedore, Kristeel,
Dewalt, 3M, KTC or
Better
Steel wire Brush Steel wire Brush: Size 50 mm x 150 mm, material wood
144 mounted with brushes hardened carbon steel 5 rows and 3 Industrial Grade
50mmx150mm . .
rows, steel wire bristle
Eastman, Taparia,
Straight edge Straight edge: Size - 2 feet, Material - Rustproof seasoned Stanley, Jash, Fre.eman,
145 auee 2 fi Tool steel 60 HRC Groz, Gedore, Kristeel,
gaug ) Dewalt, 3M, KTC or
Better
Broken Damaged Screw Extractor, Bolt, Stud Extractor Set Eastman, Taparia,
. . Stanley, Freeman,
Stud extractor set | extractor, set suitable for a range of sizes from 3 - 25mm, .
146 .. . . . Groz, Gedore, Kristeel,
of 3(SET) Minimum -08 Piece of Extractor Set., Packing: single box
. Dewalt, 3M, KTC or
with Product Catalogue
Better
. . . Eastman, Taparia,
Stud remover set of 4 sizes: Set suitable for a range of sizes Stanlev. Freeman
Stud remover with | from 6, 8, 10 and 12mm; suitable locking arrangement for Y L
147 ; . Groz, Gedore, Kristeel,
socket handle removal of good studs in assembly. Extractor Set with
. . . . Dewalt, 3M, KTC or
suitable square key drive handle; Packing: single box
Better
148 | Suction cup Suct.lon Cup: for fient puller/suction tool. With sturdy Industrial Grade
suction cup and pulling handle
Surface gauge with Magnetic Base: with On/off Switch:
Size: 58(L) x 50(B) x 55(H) mm;, Material: Hardened steel
alloy base, with ground "V" and parallel side edges,, Main
Stem:12x176mm;, Branch Stem: 10x160mm; Clamps for
Surface gauge Dial Indicators and branch stem with Lug Back or Plain Mitutovo. Aerospace
with dial test Back; Fine adjustment, Dial Test Indicator:, Material: SS HU0Y0, pace,
149 | .. . ) Miranda, Baker Dial,
indicator plunger Body, Waterproof, oil and scratch resistant cover, Knurled Insize or Better
typei.e. 0.0l mm | Clamp Ring & Plastic Case, outer frame clamp with and
lifting lever,, Dial Size: 5S0mm, Colour: White background
with black indicator arms, Range: 10mm, Least count:
0.01mm;, Reading Scale: 0-100, Stylus: 2mm Carbide Point
Contact Stylus
Taps and Dies A boxed set Taps and Dies complete set in box 6, 8, 10& 12
150 corlil lete sets (5 mm set of 5.and dies complete with tap wrench, die holder | Miranda, Addison, JK,
typeIs)) (SET) and screwdriver; Material: High Carbon Steel; Tap and Die | Irwin, Bosch or Better

has size and starting side permanently marked on each




Taps and wrenches

A boxed set Taps complete set in box 5, 6, 8, 10- & 12-mm.
material HSS. each size of Tap should have three stages of

Miranda, Addison, JK,

151 - Metric(SET) taps 1st, 2nd and bottoming tap. Set of 5. tap wrench, | Irwin, Bosch or Better
Material: High carbon steel
Gauge: telescopic type used to measure internal dimensions
of work pieces; Capacity to Measure: - 8-150mm depth; .
152 | Telescope gauge | Size:8-12.7mm,12.7-19mm,19-32mm,32-54mm, 54- M“““’}]’;é tf;?nley or
90mm,90-150mm up to 150mm. Packing: In Wooden Box,
foam inside package, Warranty: 1 year
Thread pitch Screw Pitch Gauge: 28 leaves 4-80 pitch,30 leaves 4-42 Kristeel. Mitutovo or
153 | gauge metric, pitch,30 leaves 3.5-60 pitch, Metric & BSW threads, ],Se tter y
BSW Material: SS
Tin smiths bench . . ) . .
154 | folder 600 x Tin smiths bench folder: 600mm wide, to bend capacity Industrial Grade
1.6mm MS sheet
1.6mm
Torque wrenches with ratchet release mechanism used for
proper torqueing of nuts, bolts and other fasteners, Range of Fastman. Taparia
Torque wrenches Torque Measurement 5-35 Nm 12-68 NM and 50- 225 Nm. Stanle ’Freepman,
5-35 Nm, 12-68 (All), Material: Forged steel, Torque Wrenches are Y .
155 . . Groz, Gedore, Kristeel,
Nm & 50-225 calibrated on mechanical torque tester to an accuracy of +/ Dewalt. 3M. KTC or
Nm(EACH) 3%., Packing —In Box with Product catalogue with ,Be ttér
accessories, with calibration certificate, Warranty:
Minimum 1 year
Eastman, Taparia,
Trammel 300mm, Material: Stainless Steel beam; with two Stanley, Freeman,
156 | Trammel 30 cm trammel pointers hardened and tempered for circle drawing, | Groz, Gedore, Kristeel,
one attachment for parallel marking Dewalt, 3M, KTC or
Better
. Trim and upholstery tools Set of 14 tools for removal of
Trim and ; . . .
Door Panels, moldings, Window Trims, Clips, Fasteners,
157 | upholstery . o . Aomax or Better
Emblems, Panels, Radios and interior and exterior car
tools(SET) o
trimming
Digital tyre Pressure Gauge: Accurate and quick reading,
Tyre pressure Unit display: psi, bar and kPa mode push button; Materials: . .
158 | gauge with ABS Plastic; Pressure Range: 2 to 150 psi; Accuracy: =1%; HTC, ]1;/2 {[i?flm or
holding nipple Display: 3-1/2-digit, 1/4 backlit LCD; Battery Life: 2000
hours or more
Underbody sealer
& corrosion . .
159 | proofing materials querquy sealer & corrosion prooﬁng materl als & spray 3M, Twintech or Better
units: with spray gun, Sm pipe with all connections
& spray
units(EACH)
Universal puller Universal pully puller for removing pulleys and bearings R
160 | for removing from shaft: Three Jaws drop forged hardened and tempered Taparia, Timken or

pulleys, bearings

steel pulley size 150mm spread

Better




V'Block 75 x 38

75 x 38 mm pair with Clamps Material: HCHCR — hardened

Eastman, Taparia,
Stanley, Freeman,

161 | mm pair with and ground; Accuracy for Flatness, Squareness; Parallelism | Groz, Gedore, Kristeel,
Clamps within 0.006-0.008 mm Dewalt, 3M, KTC or
Better
Vacuum gauge to
162 | read 0 to 760 mm | Vacuum gauge: Range: 0 to 760 mm of Hg H Guru,HTC or Better
of Hg.
Various sanding Eastman, Taparia,
blocks-soft, hard, Set of 10nos. Various sanding blocks-soft & hard,10 nos Stanley, Freemg 1,
163 | speed file & de- ot . Groz, Gedore, Kristeel,
nibbling speed file & de-nibbling drill tools. Dewalt, 3M, KTC or
tools(SET) Better
Digital Vernier caliper for measurement in internal diameter,
outside diameter, Depth, Length, Steps with Thumb lock and
Bezel, Type: Digital Type Vernier caliper, Measure range-
. . 0-300 mm. Least count: 0.001 mm. Mode Measurement: mm .
vernier caliper 0- . . . Mitutoyo, Aerospace,
164 | 300 mm with least & inch. Zerq setting at any position. Absolute measure-n?ent Miranda. Baker Dial
count 0.02mm and comparison measurement conversion at any position. Insize’ or Better ’
' Martial: stainless steel / steel. All the measuring faces are
specially hardened and fine ground. Packing —In Carry
Wood / Plastic Box with Product Catalogue, Warranty:1
year
Eastman, Taparia,
. . Vice Grip Plier: Size: 250 mm; Material: Nickel Plated, Stanley, Freem? 1,
165 | Vice grip pliers Hardened Drop Forged Carbon Steel. Jaw Opening: 40 mm Groz, Gedore, Kristeel,
’ ’ Dewalt, 3M, KTC or
Better
Digital volt meter: 3-digit display, Hand held, battery
Voltmeter powered, auto ranging type, Range of Measurement: DCV: HTC, Fluke, Meco,
166 50V/DC 0 to 100V, Accessories: Test lead, Hand strap, Instruction Sanwa, Mastech or
manual. Drop shock proof meter, protective body cover. Better
Rugged automotive grade
167 Water &Oll Water &oil separation system: 50 L capacity, Industrial Grade
separation system
W.e ld through . Weld through primer application equipment: 500ml, Prefer
168 | primer application 3M or Better
. Aerosol based spray
equipment
Kristeel,Mitutoyo,
169 Wire Gauge Wire Gauge Whitworth Disk type; Unit: Metric; Material: | Aerospace, Miranda,
(metric) Stainless Steel Baker Dial, Insize or

Better




DELIVERY SCHEDULE (Item Wise)
PACKAGE No 2 : Mechanic Auto body Painting

All Items are to be delivered at GITI Haldwani Boys



PACKAGE No 3 : Mechanic Motor Vehicle

LIST OF GOODS & DELIVERY PERIOD
[Bidder to enter the offered delivery period for the package applied]

Line Description of Goods and Qty Physical Final Desired Bidder’s
Item Related Services unit Destination Delivery offered
No. (Project Period for Delivery
site) completion of Period
supply
1 2 3 4 5 6 7
1 AC alternator slip ring puller 1 Nos.
2 Ammeter DC with external shunt 3 Nos.
3 Anvil with Stand 1 Nos.
4 Arbor press hand operated 1 Nos.
5 Automotive oil pump for 3 Nos.
dismantling and assembling.
Automotive Water pump for Nos.
6 . : . 6
dismantling and assembling
7 Battery —charger 2 Nos.
8 Belt Tensioner gauge 2 Nos.
9 Chain Pulley Block-3 ton capacity | Nos.
with tripod stand
Circlip pliers Expanding and Nos.
10 : 4 .
contracting [insert the
1 Copper bit soldering iron, Size: 0. ) Nos. WITH IN 30 number of
25 Kg days from
- AS PER | DAYS OF THE
12 Depth micrometer 1 Nos. the date of
. THE ISSUANCE OF
Dial gauge type 1 Gr. A (complete Nos. DELIVERY | Ty the
13 with clamping devices and with 1 }
magnetic stand SCHEDULE| p5p cHASE Contract;
2 ) The details
14 Different type of Engine Bearing ) Nos. ORDER
model should be
15 | Different type of piston model 1 Nos. e'."tered by
16 Drift Punch Copper 2 Nos. bidder]
17 Drill twist (various sizes) 2 Nos.
18 Electric testing screw driver 4 Nos.
19 | Engineer’s square 2 Nos.
20 Engineers stethoscope 2 Nos.
1 Files assorted sizes and types ) Nos.
including safe edge file (20 No’s)
Front axle ( Rzeeppa Joint) with Nos.
22 stand for 1
Dismantling and assembly
Fuel injection pump VE pump / Nos.
Distributor
23 fuel rotary pump (DPC) pumps / 2

along with special tools and
accessories




24 Grease Gun 1
25 Growler 3 Nos.
26 | Hammer Chipping-0.25 kg 3 Nos.
27 Hammer copper with handle-1 Kg 7 Nos.
28 | Hammer Plastic-350 gm 2 Nos.
29 Hand operated crimping tool/wire 2 Nos.
30 | Hand vice 1 Nos.
31 Hollow Punch set of seven pieces 1 Nos.
32 Hydraulic jack HI-LIFT type 1 Nos.
33 Injector — Multi hole type, Pintle 6 Nos.
type
34 Injector testing set 1 Nos.
35 Insulated Screw driver 200X9 4 Nos.
MM
36 Insulated Screw driver, 300X9 4 Nos.
MM
37 | Magnifying glass 3 Nos.
Multi Scan Tool To scan Engine, Nos.
38 | ABS & EBD, AT, SRS, Body 1
Control and immobilizer
39 | Multimeter digital 5 Nos.
40 Outside micrometer, 50-75 MM 1 Nos.
Philips Screw Driver set of 5 Nos.
41 . - . 2
pieces (pozidrivand torx drive)
42 Piston Ring groove cleaner. 1 Nos.
43 Pliers flat nose 2 Nos.
44 | Pliers round nose 2 Nos.
45 Pliers side cutting 2 Nos.
46 Portable electric drill Machine 2 Nos.
47 Prick Punch 4 Nos.
48 Punch Letter 4mm (Number) 1 Nos.
49 Radiator pressure cap 2 Nos.
50 | Scraper Triangular 2 Nos.
Spanner T. flocks for screwing up Nos.
51 and up- 2
screwing inaccessible
Spark plug spanner 14mm x Nos.
52 . 1
18mm x Size
53 Spring tension tester 2 Nos.
54 Steel measuring tape in a case 3 Nos.
55 Straight edge gauge 2 ft. 2 Nos.
56 Stud extractor set of 3 1 Nos.
57 Stud remover with socket handle 1 Nos.
Surface gauge with dial test Nos.
58 indicator 2
plunger type
59 Tachometer (Counting type) 1 Nos.
Tandem master cylinder with Nos.
60
booster
61 Tandem master cylinder with Nos.

booster: Fully Working Model

WITH IN 30
DAYS OF THE
ISSUANCE OF
THE
PURCHASE
ORDER

[insert the
number of
days from
the date of
the
Contract;
The details
should be
entered by
bidder]




62 Thermostat 4 Nos.
63 Timing lighter 1 Nos.
64 | Torque wrenches 1 Nos.
65 Tubed tyre of car, trucks & > Nos.
motorcycle
66 | Tubeless tyre of cars & trucks 1 Nos.
67 Tyre & split rim wheel assembly 1 Nos.
68 Tyre pressure gauge with holding 1 Nos.
nipple
Universal puller for removing Nos.
69 . 1
pulleys,bearings
70 Valve spring compressor universal 1 Nos.
71 Vernier calliper 3 Nos.
72 | Vice grip pliers 2 Nos.
7 Working model of torque | Nos.
converter
Note:

5. All details should be filled in by Purchaser except for Column 7.
6. Delivery Period offered by the Bidder should be filled in Column 7 by the Bidder.




TECHNICAL SPECIFICATIONS

PACKAGE No 3: Mechanic Motor Vehicle

S.No. ‘ Item Name Specification Approved Make
Eastman, Taparia,
AC alternator slip | Alternator slip ring puller: Material: Cast iron, combination of Stanley, Freeman,
1 . . Groz, Gedore,
ring puller 12 attachments dia from 50.00 mm to 150.00mm .
Kristeel, Dewalt,
3M, KTC or Better
Range:300A/60A 48 V DC with external shunt, Terminals:
Ammeter DC with Clamp .strap M4 for up to 25A. Clamp strap M8 for over 25A. | HTC, Fluke, Meco,
2 external shunt Humidity range: Up to 95% RH (non-condensing) Test | Sanwa, Mastech or
voltage@50Hz:3kV.  RMS for 1 minute; Operating Better
temperature: 20°C to +60°C.
One-horn anvil: Size (approx.): Face: 500 mm(L)X 150 S?;I:Eanig:ep;gi’
oo mm(W), Horn length: 200 mm, Height: 300 mm; Material: Y ’
3 Anvil with Stand . . o Groz, Gedore,
High quality alloy steel. Face of the anvil is Quench hardened, .
tempered edges, ground working surface, Weight:50 Kg Kristeel, Dewalt,
’ ? ) 3M, KTC or Better
4 Arbor press hand Arbor press hand operated, 2 Tons Acme or Better
operated
Automotive oil
pump for Engine lubrication pump (oil pump) of 3 different vehicles: Set .
> dismantling and of three models., One of car, one of SUV, one of truck Industrial Grade
assembling.
Automotive Water
6 pump for Engine coolant circulation pump: Suitable SUV model diesel | Bosch,Toyota or
dismantling and engine with pulley mounted with nut Better
assembling
For use with Sealed batteries, Lead Acid Batteries and
Automotive Batteries; Capacity: 0-6-9-12-24-48 VDC =
10% ; Output Current: 30A = 1 Amps Controlled; Control Powertron. Shivani
7 Battery —charger Mode: Constant Voltage and Current; Type of Control: ’
oo . . . or Better
Switching Mode; Protection against reverse polarity of
Batteries; Automatic over current Limit; Over voltage, under
Voltage and over current protection
8 Belt Tensioner Belt Tensioner gauge: Suitable for V-belts and flat Belts Fenner, Elgi or
gauge Better
Chain Pulley
9 Block.—3 ton Cha.ln Pulley Block: Capacity: 3 tons, Hook with chain; With Indeff, or Better
capacity with certificate
tripod stand
Set of Circlip Pliers one each 4 nos.; External Straight Circlip | Eastman, Taparia,
Circlip pliers Plier, External Bent Circlip Plier, Internal Straight Circlip | Stanley, Freeman,
10 Expanding and Pliers. Internal Bent Circlip Plies Size: 150 mm and 200 mm, Groz, Gedore,
contracting Material: Heat treated forged carbon steel, polished heads, | Kristeel, Dewalt,
ground heat treated cutting edges, Comfort grip handles 3M, KTC or Better
Copper bit Copper Bit Soldering Iron; Size: 0. 25 Kg; Soldering iron - 65 Dayton, Soldron,
. watt; Type: Non-temperature controlled; Wattage: 65W;
1 soldering iron, Temperature: 400° C; Cord length: 5 feet; Iron tip: MT1 Eastman, Weller
Size: 0. 25 Kg p : ’ gt ’ P: ’ or Better

conical, 0.125”; Peg hook for hanging the Soldering Iron




Depth Micrometer with Standard set of extension rods up to
200 mm with flat end, Ratchet stop. Measurement range: 0-25

Mitutoyo,
Aerospace,

12 Depth micrometer | mm. Accuracy 0.01 mm. Material: Stainless Steel; Package Miranda, Baker
Contents: 1 Depth Micrometer, 1 Key with catalogue in Dial, Insize or
Wooden Box, Warranty: - 1 year. Better
Dial gauge type 1 Mitutoyo,
Gr. A (complete Dial gauge Plunger type, Plunger movement 0-20mm, Dial Aerospace,

13 with clamping graduations Least count 0.01mm, Set of universal clamps and Miranda, Baker
devices and with Magnetic base and lock. Dial, Insize or
magnetic stand) Better
Different type of Display Board Samples of connecting rod and Crank shaft SKF. FAG or

14 Engine Bearing bearing white metal different sizes, Mounted on display board ’

Better
model 10 nos. set
Display Board, Various model of Piston used in Petrol and
15 Different type of Diesel Engine. | USHA, MAHLE or
piston model 5 Nos. set, the entire system is suitably painted and mounted Better
on wooden display board.
Eastman, Taparia,
Drift Punch Copper Drift Punch: Sizes: 3/8" X 6", 1/2" X 7" and 3/4" X Stanley, Freeman,
16 Copper 8". Set of three drift punch Groz, Gedore,
’ Kristeel, Dewalt,
3M, KTC or Better
Drill twist (various HSS Twist Drill set of 15 drills, Twist drills size: 1.5 mm tq 8 Mirand.a, Addison,
17 sizes) mm step of 0.5 mm,, Type: Straight shank type., L/D ratio: | JK, Irwin, Bosch or
Minimum 3.5 to 5.5., Material: HSS Better
Eastman, Taparia,
Electric testing Electrician Screwdriver 250mm, Material: Alloy steel, | Stanley, Freeman,
18 screw driver Hardened and tempered to tip, insulated stem; Insulated Groz, Gedore,
PVC/Plastic handle Kristeel, Dewalt,
3M, KTC or Better
Eastman, Taparia,
Engineers square: Blade. Size- 150 mm, Material: High | Stanley, Freeman,
19 Engineer’s square | quality tool steel, A groove on the inner corner of the stock, Groz, Gedore,
packed in wooden box. Kristeel, Dewalt,
3M, KTC or Better
Eastman, Taparia,
Engincers Engineers stethoscope: Probe length: 20-22c¢m, Shorter probe | Stanley, Freeman,
20 stethoscope length: 8-10 cm, Probe Groz, Gedore,
diameter: 3mm-4 mm Kristeel, Dewalt,
3M, KTC or Better
. . Set of Hand Files (needle files): Length: 150mm, Shape:
Files assorted sizes . .
. . Taper, Flat, Mill, Half-Round, and Round cross-section, .

21 and types including Knife, Square, Triangular, Material: High-carbon steel, .JK » Kristeel,
safe edge file (20 Miranda or Better
No’s) Rubber—c'oated .

ergonomic handles, Packing: Roll-up pouch
Front axle (. o Modtech
Rzeeppa Joint) Actual Model of Rzeeppa Joint is Mounted on power coated Eaui ¢

22 with stand for iron stand 10 mm with two end shafts rotate freely to LquIpments

Dismantling and demonstrate the two axis transmission. Private Limited,
Bosch or Better

assembly




Fuel injection

pump VE pump /
Distributor Demonstration working samples of fuel injection pump one
73 fuel rotary pump no., Fuel rotary pump (DPC) pump one no., Distributor for | Lucas, Bosch or
(DPC) pumps / high voltage to spark plugs one no. along with special tools Better
along with special | and accessories -Set of three
tools and
accessories
Gre.ase Gun, Heavy duty MS body Gregse gun with good Elgi, Eastman o
24 Grease Gun spring lever, Grease capacity 0.5 L, Better
Standard Quality
Growler External type, 230 V, 50 Hz, Single Phase, Adjustable
25 Growler jaws, Testing armature with | Industrial Grade
ampere meter and testing probes.
Eastman, Taparia,
Hammer Chipping- | Chipping Hammer: Weight:0.25 kg, Handle material: Stanley, Freeman,
26 0.25 kg Wooden, Handle length:200mm Groz, Gedore,
’ ’ ’ Kristeel, Dewalt,
3M, KTC or Better
Eastman, Taparia,
Hammer copper Copper Hammer: Size: 1000 gms, Material: forged cast Stanley, Freeman,
27 with handle-1 Kg Copper, Wooden Handle: 300mm Groz, Gedore,
’ ’ Kristeel, Dewalt,
3M, KTC or Better
Double Soft Face Plastic Mallet: Material: transparent | Eastman, Taparia,
Hammer Plastic- cellulose acetate head and wooden/steel hgndle, Size: | Stanley, Freeman,
28 Diameter Minimum 100x150 mm: Maximum Weight: 350 gm. Groz, Gedore,
350 gm . .
approx., with two | Kristeel, Dewalt,
spare Heads 3M, KTC or Better
Crimping Tool: Size: 250mm (L), Material: Steel; Light
weight, Self-adjustable ratchet with Release lever to abort
crimp, suitable for insulated and non-insulated terminals and
connectors, 5 interchangeable jaws: Range: upto 4 mm,
Accessories: Slotted Screwdriver to change jaws, Soft nylon Dowells
Hand operated . . . . Technotech,
29 crimping tool/wire pogchCrlmplng .Toolz Size: ZSOmm (L), Material: Steel; Light Pressmaster or
weight, Self-adjustable ratchet with Release lever to abort Better
crimp, suitable for insulated and non-insulated terminals and
connectors, 5 interchangeable jaws: Range: upto 10 mm,
Accessories: Slotted Screwdriver to change jaws, Soft nylon
pouch
Hand Vice: Size: Total Length: 50 mm, Jaw width: 50 mm, Eastman, Taparia,
. Jaw opening: 30 mm, Material: Stanley, Freeman,
30 Hand vice Forged steel, Spring loaded, Rustproof Steel screw and wing Qroz, Gedore,
ot ’ ’ Kristeel, Dewalt,
’ 3M, KTC or Better
Eastman, Taparia,
Hollow Punch set Hollow punch set of 5 -, Material: HSS, Size: Contents: 6mm, | Stanley, Freeman,
31 8mm, 10mm, 12mm, 15mm, Surface Finish: Polished, Black Groz, Gedore,

of seven pieces

Oxidized

Kristeel, Dewalt,
3M, KTC or Better




Hydraulic jack HI-

HI-LIFT type -3 Ton & 5 Ton capacity, and self-locking type;

Durajac, ELGI or

32 LIFT type Material: MS; Lifting height:175m; Body dia:50.8 mm. Better
Injector — Multi Injector: Multi hole type, Pintle type, Material: Ceramic with Bosch. Delohi or
33 hole type, Pintle hard plastic and steel used in MPFI (Multipoint fuel injected Bie tterp
type Engine)
Hand Operated Injector Cleaner: Pressure Range: 0 to 400 Bar, .
. . . . . Bosch, Delphi or
34 Injector testing set | including accessories (Pressure Gauge, Lever/Handle, Better
Container, Filter, Pipe etc) with calibration certificate
Eastman, Taparia,
Insulated Screw Screwdriver: Size: 200mmx9mm, Material: insulated by | Stanley, Freeman,
35 . PVC,25mm Dia Handle, Blade material: Chrome Vanadium Groz, Gedore,
driver 200X9 MM s
steel Kristeel, Dewalt,
3M, KTC or Better
Eastman, Taparia,
36 Insulated Screw Size:300mmx9mm, Material: insulated by PVC,15-25mm Dia Stér;loezy, (I;;ZZI;?H’
driver, 300X9 MM | Handle, Blade material: Chrome Vanadium steel L7 :
Kristeel, Dewalt,
3M, KTC or Better
37 Magnifying glass Size: 75 mm Diameter, Material Used: Glass with, with frame Ningbo, Jaxy or
& £ of Steel Material, Magnification Power: 10X Better
%ultclaicéi ];Egl OBD2 Scanner EOBD Car Scan Diagnostic Tool Engine Fault
33 ABS & EBlg) A,T Code Reader Multi-languages capability Multi Scan Tool To | Bosch, Launch or
;2 | scan Engine, ABS & EBD, AT, SRS, Body Control and Better
SRS, Body Control | . .
; o immobilizer
and immobilizer
Digital Multimeter: 3 ' digits, 4000 count, Hand held, battery
powered, auto ranging type,, Range of Measurement: DCV:
400mV to 600V, ACV: 4 to 1000V, DCA: 400 mA to 20 A, HTC. Fluke. Meco
39 Multimeter digital ACA: 100 mA to 20A,, Resistance: 400 to 40 Meg Ohms, Sanv:la Mas,tech or’
& Accuracy: +-3% to +-5%,, Continuity Tester: Buzzer sound, i3etter
Diode Test Facility,, Accessories: Test lead, Hand strap,
Instruction manual. Drop shock proof meter, protective body
cover, capacitance, dB, Li measurement
Outside Micrometer with Ratchet Stop & Lock, Range (mm): .
i ) ] i . . Mitutoyo,
. 50-75 mm; Accuracy: 0.01 mm; Scale: Metric, Graduation:
Outside . . . Aerospace,
. 0.01 mm; Material: Measuring; Faces-Carbide; Standards .
40 micrometer, 50-75 . ; L . . o . Miranda, Baker
MM Setting with Calibration certificate of inspection; Packing —In Dial. Insize or
Carry Wood / Plastic Box with Product Catalogue; Warranty: ]’36 tter
1 year
Philips Screw Screwdriver Set:High Grade Steel, Transparent Green | Eastman, Taparia,
Driver set of 5 Cellulose Acetate Handle (Non- Flammable), Blade - 4.0 x 0.6 | Stanley, Freeman,
41 pieces mm, Material: TEMPERED STEEL (Tip Hardness 55 - 58 Groz, Gedore,
(pozidrivand torx HRCQ),, Bit length: 100mm, 150 mm, 200mm, 250mm, 300mm | Kristeel, Dewalt,
drive) (excluding Handle), Handle Length: 80 mm 3M, KTC or Better
42 lc)llesgermg EIOOVE | piston Ring Grove Cleaner:10-15 cm flat with mild steel metal | Eastman or Better
Eastman, Taparia,
Pliers Flat nose; Size: 150 mm; High carbon steel induction | Stanley, Freeman,
43 Pliers flat nose hardened 55 hre. with wire cutter and PVC insulation handle; Groz, Gedore,

ISI Certified

Kristeel, Dewalt,
3M, KTC or Better




Pliers Round nose; Size:150 mm; High carbon steel induction

Eastman, Taparia,
Stanley, Freeman,

44 Pliers round nose hardened 55 hrc. with wire cutter and with PVC insulation Groz, Gedore,
handle; ISI Certified Kristeel, Dewalt,
3M, KTC or Better
Eastman, Taparia,
Side Cutting Pliers: Insulated Anti-rust Protected., Size: | Stanley, Freeman,
45 Pliers side cutting | Minimum 150 mm., Material: Carbon steel/ Drop Forged Groz, Gedore,
chrome vanadium steel. Kristeel, Dewalt,
3M, KTC or Better
Hand Drill Machine Electric with Hammer action: Compact | Bosch, Black &
46 Portable electric and Powerful impact Portable Hand drill machine, Capacity: Decker,
drill Machine Chuck capacity:0-10 mm, Rated power 650 Watt. Warranty: KTC,Stanley or
1-year Better
Eastman, Taparia,
Dot slot punch Size: Minimum 150 mm, Material: High speed | Stanley, Freeman,
47 Prick Punch steel with a shaped tip at one end and a blunt butt end at the Groz, Gedore,
other Kristeel, Dewallt,
3M, KTC or Better
letter Punch Set: is made from hardened and tempered Carbon gf;;ﬁan%I:§;2§’
Punch Letter 4mm | Steel Metal; Square heads, knurled grip and polished tips; Y ’
48 . . Groz, Gedore,
(Number) letter A to Z, letter height Size: 4 mm; Shape or Style: Letter .
A to Z Stamp Set, for use on metal Kristeel, Dewalt,
p et 3M, KTC or Better
49 Radiator pressure Demo models of different vehicles Pressure Radiator Cap set Industrial Grade
cap of three models. One of car, one of SUV, one of truck
Eastman, Taparia,
. Triangular scraper: Size: 250 mm, Surface Material: Chrome- Stanley, Freeman,
50 Scraper Triangular . . Groz, Gedore,
plated -vanadium steel, Wooden Grip handle .
Kristeel, Dewalt,
3M, KTC or Better
Spanner T. flocks Jhalan} » Eastman,
for screwing up Taparia, Stanley,
T Spanner Set of 4 spanners, 8, 10, 12, 14 mm, plastic handle Freeman, Groz,
51 and up- .
screwin sleeves. Gedore, Kristeel,
) g Dewalt, 3M, KTC
inaccessible
or Better
Eastman, Taparia,
Spark plug spanner | Spark Plug Spanner (Metric): Size: 14mm x 18mm Length of | Stanley, Freeman,
52 14mm x 18mm x wrech:15cm, Length of bar:13cm,, Material: High Grade Groz, Gedore,
Size Steel, Chrome Plated Kristeel, Dewalt,
3M, KTC or Better
) . . ) . Eastman, Taparia,
Spring tension and compression Tester: Capacity 50 kg, Least
. . .. . ; Stanley, Freeman,
Spring tension Count: 0.1 kg, Precision mechanical stand, Force Indicator,
53 Groz, Gedore,

tester

compression plates and tension hooks. Vernier Scale

tomeasure spring deflection.

Kristeel, Dewalt,
3M, KTC or Better




Steel measuring

Measuring steel tape 10 meters, ISI mark steel tape of Om

Eastman, Taparia,
Stanley, Freeman,

54 tape in a case length spring retractable, with stopper, tape width: 19 mm, Groz, Gedore,
P tape material: tempered steel Kristeel, Dewalt,
3M, KTC or Better
Eastman, Taparia,
Straight edge Straight edge: Size: 2 feet, Material: Rustproof Tool steel 60 Stanley, Freeman,
55 auee 2 ft HRC Groz, Gedore,
gaug ) ’ Kristeel, Dewalt,
3M, KTC or Better
Eastman, Taparia,
Broken Damaged Screw Extractor, Bolt, Stud Extractor Set Stanlev. Freeman
Stud extractor set extractor, set suitable for a range of sizes from 3 - 25mm, Y ’
56 - . : ) ) Groz, Gedore,
of 3 Minimum -08 Piece of Extractor Set., Packing: single box with Kristeel. Dewalt
Product Catalogue IM. KT C’ or Be tte,:r
Stud remover set of 4 sizes: Set suitable for a range of sizes gf;;ﬁan%fsg’;zi’
Stud remover with | from 6, 8, 10 and 12mm; suitable locking arrangement for Y ’
57 : 5 . Groz, Gedore,
socket handle removal of good studs in assembly. Extractor Set with suitable Kristeel. Dewalt
square key drive handle; Packing: single box IM. KT C’ or Be ttér
Surface gauge with Magnetic Base: with On/off Switch: Size:
58(L) x 50(B) x 55(H) mm;, Material: Hardened steel alloy
base, with ground "V" and parallel side edges,, Main
Stem:12x176mm;, Branch Stem: 10x160mm; Clamps for Dial Mitutoyo,
Surface gauge with | Indicators and branch stem with Lug Back or Plain Back; Fine Aerospace,
58 dial test indicator adjustment, Dial Test Indicator:; Material: SS Body, Miranda, Baker
plunger type Waterproof, oil and scratch resistant cover, Knurled Clamp Dial, Insize or
Ring & Plastic Case, outer frame clamp with and lifting lever,, Better
Dial Size: 50mm, Colour: White background with black
indicator arms, Range: 10mm, Least count: 0.01mm;, Reading
Scale: 0-100, Stylus: 2mm Carbide Point Contact Stylus
Tachometer: Type: Non-Contact, Five digit LCD Display; .
Range: 5 to 99,999 rpm, Resolution: 0.1 rpm, Accuracy: g?;;izan%fjgfgi’
Tachometer 0.05% £ (0.05 % + 1 digit ).Sampling time:1 second;, Memory Y, ’
59 . . Groz, Gedore,
(Counting type) : Last value, Max Value, Min value;, Test Range : up to Kristeel. Dewalt
500mm (Auto ranging);, Accessories: Carrying Case, 5| 4 trd o Bosor
Pcs. Reflecting Tape 350 mm, Instruction Manual. ’
Tandem master Tandem master cylinder with booster: Piston stroke:1.10
60 cylinder with inches, Volume output ratio:2:1, Pressure output ratio:50/50, Bosch or Better
booster Reservoir capacity: 14 cu inches.
Tandem master Modtech
61 cylinder with Tandem master cylinder with booster: Fully working model Equipments
booster: Fully with pedal and output to one- wheel cylinder. Private Limited,
Working Model Bosch or Better
62 Thermostat Automotive Thermostat: For car Bosch or Better
Digital Advance Timing Light: RPM: 8000 rpm, 5' leads made
of heavy-duty oil and grease resistant 12-gauge wire, High
o current push button switch, long life and reliable operation, | ARO, Actron or
63 Timing lighter

High current clips with protective boots., Dependable solid-
state circuitry, Automatic reverses polarity and overload
protection. Bright Xenon Bulb.

Better




Torque wrenches with ratchet release mechanism used for
proper torqueing of nuts, bolts and other fasteners, Range of
Torque Measurement 5-35 Nm 12-68 NM and 50-225 Nm.

Eastman, Taparia,
Stanley, Freeman,

64 Torque wrenches (All), Material: Forged steel, Torque Wrenches are calibrated Groz, Gedore,
on mechanical torque tester to an accuracy of +/_ 3%., Packing | Kristeel, Dewalt,
—In Box with Product catalogue with accessories, with | 3M, KTC or Better
calibration certificate, Warranty: Minimum 1 year
Tubed tyre of car Modtech
65 trucks SZ > | Tubed and tyre of car, trucks & motorcycle set of three models Equipments
with disk. New tyres and tube complete in inflatable condition. Private Limited,
motorcycle
Bosch or Better
Modtech
66 Tubeless tyre of set of one demonstratable tubeless tyre of a car and truck, two Equipments
cars & trucks models fully functional with tubeless tyres and discs Private Limited,
Bosch or Better
Modtech
67 Tyre & split rim Aspect ratio:165/65R 13, Tyre size:13", Load Index:71, Speed Equipments
wheel assembly index: L, Aspect ratio:155/65/R14 Private Limited,
Bosch or Better
Digital Tyre Pressure Gauge: Accurate and quick reading, Unit
Tyre pressure display: psi, bar and kPa mode push button; Materials: ABS Heuru. Waree or
68 gauge with holding | Plastic; Pressure Range: 2 to 150 psi; Accuracy: +1%;, & B’e tter
nipple Display: 3- 1/2digit, 1/4 backlit LCD;, Battery Life: 2000
hours or more.
}(I)Irn;:i;s;l,i[:luller Universal pully puller for removing pulleys and bearings from Taparia. Timken or
69 & shaft: Three Jaws drop forged hardened and tempered steel paria,
pulleys, . Better
. pulley size 150mm spread
bearings
Metal (Integral forglng, quenching processing), Length: Eastman, Taparia,
. approx.245-250mm Height: approx.125-130mm, Handle:
Valve spring . Stanley, Freeman,
approx.90-95mm, the head should be used for both positive
70 compressor . . s . Groz, Gedore,
. and negative, and the large head used in the big vehicles, and .
universal . . Kristeel, Dewalt,
the small used on the small vehicles. * Allowing the valve
. . 3M, KTC or Better
springs and valve stem oil seals
Venire calliper with Thumb lock and Bezel: Measuring Range: Al\/éit()i[oe}l]:e’
. . 0-300 mm, Least count: 0.02 mm, Material: Hardened . pace,
71 Vernier calliper . . . Miranda, Baker
stainless steel smooth slides, Packing —In Carry Wooden Box/ . .
. . Dial, Insize or
Hard, Plastic Box with Product Catalogue
Better
Jhalani,Eastman,
Vice Grip Plier: Size: 250 mm; Material: Nickel Chrome Eiiiﬁiins‘[éﬁiy’
72 Vice grip pliers féflrtled, Hardened drop forged Carbon Steel., Jaw Opening: 40 Gedore, Kristeel,
Dewalt, 3M, KTC
or Better
Torque converter of an advanced automatic transmission
. . . . . . Modtech
Working model of system with fluid transmission with real automobile parts with Equipments Private
73 an external motor to drive and show the input and output of a

torque converter

torque converter with breaking facility for the output mounted
on a suitable frame with controls

Limited, Bosch or
Better




DELIVERY SCHEDULE (Item Wise)

PACKAGE No 3 : Mechanic Motor Vehicle

Item Name Tota Dehradun Rajpu
1 -Boys Road
1 AC alternator slip ring puller 1 0 1
2 Ammeter DC with external shunt 3 3 0
3 Anvil with Stand 1 0 1
4 | Arbor press hand operated 1 0 1
5 Automotive oil pump for dismantling and assembling. 3 1 2
6 Automotive Water pump for dismantling and assembling 6 4 2
7 Battery —charger 2 2 0
8 Belt Tensioner gauge 2 1 1
9 Chain Pulley Block-3 ton capacity with tripod stand 1 1 0
10 | Circlip pliers Expanding and contracting 4 2 2
11 | Copper bit soldering iron, Size: 0. 25 Kg 2 0 2
12 | Depth micrometer 1 0 1
Dial gauge type 1 Gr. A (complete with clamping devices and with magnetic
13 | stand) 1 0 1
14 | Different type of Engine Bearing model 2 1 1
15 | Different type of piston model 1 0 1
16 | Drift Punch Copper 2 2 0
17 | Drill twist (various sizes) 2 0 2
18 | Electric testing screw driver 4 4 0
19 | Engineer’s square 2 2 0
20 | Engineers stethoscope 2 1 1
21 | Files assorted sizes and types including safe edge file (20 No’s) 2 0 2
Front axle ( Rzeeppa Joint) with stand for
22 | Dismantling and assembly 1 0 1
Fuel injection pump VE pump / Distributor
23 | fuel rotary pump (DPC) pumps / along with special tools and accessories 2 1 1
24 | Grease Gun 1 1 0
25 | Growler 3 1 2
26 | Hammer Chipping-0.25 kg 3 0 3
27 | Hammer copper with handle-1 Kg 7 4 3
28 | Hammer Plastic-350 gm 2 0 2
29 | Hand operated crimping tool/wire 2 0 2
30 | Hand vice 1 1 0
31 | Hollow Punch set of seven pieces 1 1 0
32 | Hydraulic jack HI-LIFT type 1 0 1
33 | Injector — Multi hole type, Pintle type 6 3 3
34 | Injector testing set 1 0 1
35 | Insulated Screw driver 200X9 MM 4 4 0
36 | Insulated Screw driver, 300X9 MM 4 4 0
37 | Magnifying glass 3 1 2
Multi Scan Tool To scan Engine, ABS & EBD, AT, SRS, Body Control and
38 | immobilizer 1 0 1
39 | Multimeter digital 5 0 5




40 | Outside micrometer, 50-75 MM 1 0 1
41 | Philips Screw Driver set of 5 pieces (pozidrivand torx drive) 2 0 2
42 | Piston Ring groove cleaner. 1 1 0
43 | Pliers flat nose 2 0 2
44 | Pliers round nose 2 0 2
45 | Pliers side cutting 2 0 2
46 | Portable electric drill Machine 2 1 1
47 | Prick Punch 4 4 0
48 | Punch Letter 4mm (Number) 1 1 0
49 | Radiator pressure cap 2 0 2
50 | Scraper Triangular 2 2 0
Spanner T. flocks for screwing up and up-
51 | screwing inaccessible 2 0 2
52 | Spark plug spanner 14mm x 18mm x Size 1 0 1
53 | Spring tension tester 2 1 1
54 | Steel measuring tape in a case 3 1 2
55 | Straight edge gauge 2 ft. 2 0 2
56 | Stud extractor set of 3 1 0 1
57 | Stud remover with socket handle 1 0 1
Surface gauge with dial test indicator
58 | plunger type 2 2 0
59 | Tachometer (Counting type) 1 0 1
60 | Tandem master cylinder with booster 3 0 3
61 | Tandem master cylinder with booster: Fully Working Model 1 0 1
62 | Thermostat 4 2 2
63 | Timing lighter 1 1 0
64 | Torque wrenches 1 0 1
65 | Tubed tyre of car, trucks & motorcycle 2 1 1
66 | Tubeless tyre of cars & trucks 1 1 0
67 | Tyre & split rim wheel assembly 1 1 0
68 | Tyre pressure gauge with holding nipple 1 1 0
Universal puller for removing pulleys,
69 | bearings 1 0 1
70 | Valve spring compressor universal 1 0 1
71 | Vernier calliper 3 0 3
72 | Vice grip pliers 2 0 2
73 | Working model of torque converter 1 0 1
Grand Total 152 65 87 |



PACKAGE No 4 : Mechanic Diesel

LIST OF GOODS & DELIVERY PERIOD
[Bidder to enter the offered delivery period for the package applied]

Line Description of Goods and Qty | Physical Final Desired Delivery| Bidder’s
Item Related Services unit Destination Period for offered
No. (Project completion of Delivery
site) supply Period
1 2 3 4 5 6 7
Cut section of 4/6 cylinder diesel [insert the
1 engine in moving condition to 1 Nos. number of
show movement of internal parts days from
WITH IN 30 the date of
2|t Dismanling and Assembling | 1 | Nos DAYS OF THE | ¢
' THE PURCHASE | The details
ORDER should be
3 Diesel Engine six Cylinder in | Nos entered by
running condition ’ AS PER bidder]
DELIVERY
SCHEDULE
4 Lifting jack screw 1 Nos.
5 Piston Ring groove cleaner. 1 Nos.
6 Scraper Triangular 1 Nos.
7 Universal pu}ler for removing 1 Nos.
pulleys, bearings
Note:

1. All details should be filled in by Purchaser except for Column 7.

2. Delivery Period offered by the Bidder should be filled in Column 7 by the Bidder.




TECHNICAL SPECIFICATIONS

PACKAGE No 4: Mechanic Diesel

Item Name

Cut section of 4/6
cylinder diesel engine
1 in moving condition
to show movement of

Specification

6 cylinder diesel engine in working condition to show
movement of internal parts

Approved Make

Modtech
Equipments Private
Limited, Bosch or

plated -vanadium steel, Wooden Grip handle.

internal parts Better
Diesel Engine — A model of timing light for spark timing observation,
CRDI - 4 strokefor crankshaft and timing pointer, model of distributor, model of
. . Co . g D ) Modtech
Dismantling and ignition coils, model of spark plugs, coil driver circuit, engine . .
2 . . S .. Equipments Private
Assembling with speed control, crankshaft position sensor, camshaft position o
. L Limited or Better
Swiveling sensor, electronic ignition system, three phase alternator
Stand. model.* Experiment manual.Set of test leads,Power cord.
Diesel Engine six Latest Diesel Engine CRDI 4, Stroke 6 Cylinders, Modtech
3 Cylinder in running Turbocharged Engine in running condition. All sensors, Equipments Private
condition wiring, fuel feed, cooling system & instrument cluster Limited or Better
Screw typeLifting jack: Cpacity: 3 ton, Ston & 20
Ton,Material:Iron with adjustable ratchetrated,Powder coated
4 Lifting jack screw finish,Easy to handle,Handle: 16 length and Half inch Industrial Grade
Diameter
of pipe, Saddle dia3 and Half inches
5 Elles;?;;rng groove Piston Ring Grove Cleaner:10-15 cm flat with mild steel metal | Eastman or Better
) ) ] Eastman or Better
. Triangular scraper: Size : 250 mm, Surface Material: Chrome-
6 Scraper Triangular

Universal puller for
7 removing pulleys,
bearings

Universal puller for removing pulleys bearings

Eastman or Better




DELIVERY SCHEDULE (Item Wise)
PACKAGE No 4 :Mechanic Diesel

All items are to be delivered at GITI Almora.



ATTACHMENT

0.2 2 2 (3 0.
PURCHSE/SUPPLY ORDER
To:
M/s
Dear Sirs,
N1TLo RN 11075) L7 )
Ref: Request for Quotation no............. dated coveiiiiiiiiiiiiiiiiiiiiiiea
1. Your quotation no.............. 0) . (Date) for the supply of
................................. has been accepted. You are requested to supply

the following goods/equipment at the rates quoted by you and specified against each as per the
specifications and terms & conditions specified hereunder:

Serial. Brief Specifications | Quantity | Unit | GST* Total
No description to be Rate Price .
of goods/ supplied (Rs.) (Rs.) including
equipment all taxes and duties

N B W[ —

Total

*GST and similar other taxes and duties applicable on finished goods. Indicate each applicable
tax separately.

2. Delivery Period: .......... days from the date of issue of this supply order.
1
3. Place of delivery ........ccoiiiiiiiii e

4. Consignee Address: ........ocvoevuiiiiiiiiiiiiiiiinee



5. GST and other taxes and duties, if any will be reimbursed at actual rates paid on the date of
supply or the rate/amount shown in 1. above, whichever is lower.

6. Standard Manufactures commercial Warranty/Guarantee shall be 12 months
from the date of delivery and acceptance.

7. Payment shall be made on delivery or within 7 days of delivery; and acceptance of the
goods/equipment.
8. The Purchaser shall give notice to the Supplier stating the nature of any such defects together

with all available evidence thereof, promptly following the discovery thereof. The Purchaser
shall afford all reasonable opportunity for the Supplier to inspect such defects. Upon receipt of
such notice, the Supplier shall, within the Fifteen(15) calendar days, expeditiously repair or
replace the defective Goods or parts thereof, at no cost to the Purchaser. If having been notified,
the Supplier fails to remedy the defect within the period, the Purchaser may proceed to take
remedial action as may be necessary, at the supplier’s risk and expense.

9. Other terms and conditions are as under:

The Purchase has the right to reject any item at any point of time before the complete supply &
payment without any reason whatsoever.

(Purchaser) Date:

Place: Name: oo,



ANNEXURE -1 - EVALUATION CRITERIA FOR OTHER BRAND QUOTED
[To be filled by the bidder in case of any other Brand Quoted in the Technical Bid. Bidder to submit
the required documents as required in the criteria below]

Name of the Package:- [Mention the name of the package applied ]

Name of the Item(s):-[Mention List of the Item(s) quoted in the Bid in a Tabular Format]
Equivalent Brand Quoted: - [Mention the brand name of other Brand Quoted for items(s)]
Name and Address of the OEM: [Mention the complete name, address & website of the OEM]

- [Bidder to Mention the Submission Remarks
Sr.No Criteria ST .
etails] requirements

1. [Year of Incorporation of
the Firm. The Firm must Enclose the
have been incorporated Certificate of
for more than Ten (10) Incorporation
years.

2. [Total No of Employees Enclose the
working Globally and List Employees details
of Offices and list of offices

3. [Items quoted should be Bidder to mention
listed on the official the website link
website of the OEM

4. |Annual Sales Turnover
for the Financial Year FY
2018-19 should be greater Audited Financial
than Ten (10) Crore. Statements for FY

2018-19
The Firm should have List of Authorized
5 good dealer network in dealer with contact
" |India details needs to be
enclosed.
6. [Mention the details of the
manufacturing facilities in
The firm should have a India or abroad with details
) ... |such as Area of the Enclose the
manufacturing facility in . . .
India or Outside Mangfacturlng unit  and Certificates
Quality and other
Certifications other than
I1SO]

7.  |General Commentary by
the bidder to that why the | [The Bidder shall mention
brand quoted can be | that additional credentials
considered as ‘better to | for the brand quoted.]
other brand mentioned for
the said item(s).

Note: The technical and financial capability of the firm as determined from the above

documents should be comparable the other brands quoted for the Item.




ANNEXURE-3 (FORMAT FOR SUBMITTING PERFORMANCE
SECURITY)

PERFORMANCE SECURITY - BANK GUARANTEE
[Guarantor letterhead or SWIFT identifier code]

Performance Guarantee NO... .......ccccceeevreveennnnee. [Insert guarantee reference number]
Date ....oooveeeveiieeeeeeeee [Insert date of issue of the guarantee]
To: [name of Purchaser]
[address of Purchaser]
WHEREAS [name and address of Supplier?'] (hereinafter
called "the Applicant") has undertaken, in pursuance of Contract No. Dated to
execute [name of Contract and brief description of Goods and

related Services] (hereinafter called "the Contract");

AND WHEREAS it has been stipulated by you in the said Contract that the Applicant shall
furnish you with a Bank Guarantee by a recognized bank for the sum specified therein as security
for compliance with his obligations in accordance with the Contract;

AND WHEREAS we have agreed to give the Applicant such a Bank Guarantee;

NOW THEREFORE we hereby affirm that we are the Guarantor and responsible to you, on
behalf of the Applicant, up to a total of [amount of guarantee??]

[in words], such sum being payable in the types and proportions
of currencies in which the Contract Price is payable, and we undertake to pay you, upon your first
written demand and without cavil or argument, any sum or sums within the limits of
[amount of guarantee] as aforesaid without your needing to prove or to show grounds or reasons
for your demand for the sum specified therein.

We hereby waive the necessity of your demanding the said debt from the Applicant before
presenting us with the demand.

We further agree that no change or addition to or other modification of the terms of the
Contract or of the Goods and related Services to be supplied there under or of any of the Contract
documents




which may be made between you and the Applicant shall in any way release us from any liability under
this guarantee, and we hereby waive notice of any such change, addition or modification.
This guarantee shall be valid until ......... (i.e.) 30 days following the Completion date of the

warranty obligations period, and any demand for payment under it must be received by us at this office
on or before that date.

Signature and seal of the guarantor

Name of Bank

Address

Date

Note: All italicized text (including footnotes) is for use in preparing this form and shall be deleted
from the final product.



